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PREFINISHED METAL FLASHING
c/w DRIP EDGE ‘

PREFINISHED METAL FLASHING
ICE AND WATER SHIELD
1/2" OSB SHEATHING

2" x 4" WOOD STUDS @ 16" olc
1/2" OSB SHEATING

ICE AND WATER SHIELD
PREFINISHED METAL FLASHING

ULTRAPLY TPO ROOF MEMBRANE

ULTRAPLY TPO BONDING ADHESIVE

5/8" OSB SHEATHING

2" x 10" WOOD JOISTS @ 16" ofc
(REFER TO STRUCTURAL)

SPRAY FOAM INSULATION IN VOID
1/2" GYPSUM WALL BOARD

[1/2" GYPSUM WALL BOARD
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(REFER TO STRUCTURAL)
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c/w DRIP EDGE
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PREFINISHED METAL FLASHING
ICE AND WATER SHIELD
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2" x 6" WOOD FRAMING

1/2" OSB SHEATHING
ICE AND WATER SHIELD
CEMENT PARGING c/w WWM
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FIRESTONE ULTRAPLY 0.060 (T) TPO MEMBRANE

(MECHANICALLY FASTENED TO INSULATION) A402

4" FIRESTONE I1SO 95+ POLYISO INSULATION (R20)
(MECHANICALLY FASTENED TO METAL DECK)
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|PREFINISHED METAL FLASHING
|c/w DRIP EDGE BEYOND

\

7: FIRESTONE PROTECTION MAT AS REQUIRED
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CONTINUOUS CAULKING

ULTRAPRO TPO CURB FLASHING

FIRESTONE FASTENERAND 2' METAL
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\A401/ @ ENTRY PARAPET
SCALE: 1"=1-0"

1/2" GYPSUM WALL BOARD

2"x 10" WOOD JOISTS @ 16" olc
(REFER TO STRUCTURAL)

SPRAY FOAM INSULATION IN VOID

5/8" OSB SHEATHING

ULTRAPLY TPO BONDING ADHESIVE

ULTRAPLY TPO ROOF MEMBRANE
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CONTINUOUS ROD AND CAULK/
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PREFINISHED METAL FLASHING
c/w DRIP EDGE

|CONTINUE ICE AND WATER SHIELD

|UP AND OVER TOP OF PARAPET

PREMANUFACTURED CORNICE
TO DETAIL

PREFINISHED METAL FLASHING
ICE AND WATER SHIELD

1/2" OSB SHEATHING

2" x 6" WOOD FRAMING

PREFINISHED METAL FLASHING|

@T/O pARApETCW DRIP EDGE BEYOND!
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SIGNBOX BY OTHERS
FASTENED TO STEELANGLE
BY SIGN MANUFACTURER
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FIRESTONE TPO MEMBRANE

FIRESTONE FASTENER @ 12" olc

THRU WALL FLASHING ———

@ T/O METAL DECKREGLET AND CAULK — —

1/2" OSB SHEATHING

TYVEK BUILDING WRAP

1" AIR SPACE

31/2" ARCHITECTURAL BLOCK

CONTINUE ROOF MEMBRANE UP FACE OF
SHEATING (MINIMUM 12") AND OVER ICE
AND WATER SHIELD AND MECHANICALLY
FASTEN TO SHEATHING

FIRESTONE ULTRAPLY 0.060 (T) TPO MEMBRANE
(MECHANICALLY FASTENED TO INSULATION)

2 4" FIRESTONE ISO 95+ POLYISO INSULATION (R20)
(MECHANICALLY FASTENED TO METAL DECK)

VAPOR BARRIER

11/2" METAL DECK

FIRESTONE TPO MEMBRANEX
NON SHRINK GROUT, HEIGHT AS
EQUIRED TO ALIGN BLOCK COURSING

T/O STEELBEAM

A

WOOD BLOCKING TO SUIT
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1/4" STEEL PLATE WELDED TO TOP OF
|STEEL BEAM (FORMING SHELF FOR
ARCHITECTURAL BLOCK)

FIRESTONE PROTECTION MAT AS REQUIRED

/5, SECTION DETAIL

\A401/ @ ENTRY PARAPET
SCALE: 1"=1-0"

1/2" GYPSUM WALL BOARD

2"x 10" WOOD JOISTS @ 16" olc
(REFER TO STRUCTURAL)

SPRAY FOAM INSULATION IN VOID

5/8" OSB SHEATHING

W16 x 26 (REFER TO STRUCTURAL)

HSS POST BEYOND (REFER TO STRUCTURAL)

FOR ROOF ASSEMBLY
REFER TO 1/A400
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(s41°\Uts GEILING (REFER To RCP)
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\\ INSTALL DEFLECTION TOP TRACK TO
UNDERSIDE OF METAL DECK, ALLOW

FOR 1/2" MOVEMENT

TIE TOP OF WALL TO UNDERSIDE OF

METAL DECT AGAINST LATERAL LOADS
USING MINIMUM ONE (1) #10 SCREW

@ 12" o/c THROUGH LOWER FLUTE OF DECK

TERMINATE STAINLESS STEEL LINER
@ 18" ABOVE TOP OF HOOD

TERMINATE GYPSUM WALL BOARD FINISH
MINIMUM 6" ABOVE SUSPENDED CEILING

6“

16"

SUSPENDED ACOUSTIC CEILING TILE
(REFER TORCP)

|CLASS 1 EXHAUST HOOD c/w EXTENSION

8-11"

0.000 \T/O ELOOR SLAB

WET SIDE
COOKLINE

(REFER TO MECHANICAL)

!

CLOSER FLANGE BY EXHAUST HOOD
INSTALLER, GC TO COORDINATE WITH
EXHAUST HOOD INSTALLER AND
PROVIDE BLOCKING AS REQUIRED

DRY SIDE

1/2" GYPSUM WALL BOARD (DRY SIDE)
35/8" METAL STUDS @ 16" olc
SOUND ATTENUATION BATTS IN VOID

1/2" CEMENT BOARD (EXHAUST HOOD SIDE)
STAINLESS STEEL LINER (TO MATCH EXHAUST HOOD)

GENERAL NOTE:

WHEN EXHAUST HOOD PRESENT ON BOTH SIDES

OF PARTITION, WALLASSEMBY TO BE:

STAINLESS STEEL LINER (TO MATCH EXHAUST HOOD)

1/2" CEMENT BOARD

3 5/8" METAL STUDS @ 16" olc

SOUND ATTENUATION BATTS IN VOID

1/2" CEMENT BOARD

STAINLESS STEEL LINER (TO MATCH EXHAUST HOOD)

4" (H) x 3 5/8" (W) POURED CONCRETE
CURB clw CONTINUOUS 10M HORIZONTAL
REINFORCING BAR IN CENTRE, PLACE
10M BAR LAP 12" WITH LONG BAR AT
CORNER AND INTERSECTIONS

4" HIGH DOWELS @ 16" o/c EMBEDDED IN
CONCRETE SLAB

BASEBOARD REFER TO SCHEDULES

/2 WALL SECTION

\A401/ @ COOKLINE
SCALE: 1"=1-0"
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