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FOR WALL TYPES & INTERIOR
DRAWINGS FOR WALL FINISH

1" X 1" CLEAR ANODIZED
ALUMINUM ANGLE AROUND
PERIMETER OF MOP SINK
WHERE GRATE AND
STAINLESS STEEL FLASHING
MEET CONCRETE.

-

FLOOR FINISH AND BASE.

18 GAUGE STAINLESS STEEL
APPLIED TO WALLTO 4-0"A.F.F.

18 GAUGE STAINLESS STEEL FLASHING, SEALED
AGAINST FLOOR TILES AND MOP SINK. CARRY UP
AND OVER BASE AND SEAL ALL EDGES.

TILE TO EDGE OF MOP SINK. ENSURE ALL EDGES ARE
SECURELY INSTALLED & SEALED TO PREVENT WATER
INFILTRATION AT TRANSITIONS. CONFIRM LOCATION ON
MECHANICAL DRAWINGS

1" THICK FRP GRATING SET IN
RECESS IN FLOOR, MOUNT GRATE CONTINUOUS

FLUSH WITH TOP OF FLOOR TILES. SEALANT @ TILE
AND STAINLESS

STEEL FLASHING
24" x 24"MOP SINK. REFER JOINT

TO MECHANICAL
DRAWINGS FOR SPEC.
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A402/ RECESSED MOPSINK
SCALE: 1 1/2"=1'
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% PLAN DETAIL

\A402/ @ BRICK/SIGN/SIDING INTERFACE

SCALE: 1 1/2"=1"

MINIMUM 1/2" COVERAGE

/& DETAIL

\A402/ @ EXHAUST HOOD/CEILING INTERFACE
SCALE: 3"=1'-0"

18 Ga. STAINLESS STEEL LINER TO 4'-0" A.F.F.

18 Ga. STAINLESS STEEL FLASHING
SEALED AGAINST FLOOR TILES AND
MOP SINK, CONTINUE UP AND OVER
TILE BASE AND BEHIND LINER AND
SEALALL EDGES

1" FRP GRATING

24" x 24" MOP SINK (REFER TO MECHANICAL)
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\A402/ @ RECESSED MOP SINK EDGE
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1" x 1" CLEAR ANODIZED ALUMINIM ANGLE
c/w ALUMINUM ANCHOR AROUND PERIMETER
OF MOP SINK

1" DEEP FRP GRATING RECESSED
IN FLOOR, TOP OF GRATING TO ALIGN
WITH TOP OF FINISHED FLOOR

24" x 24" MOP (SINK REFER TO MECHANICAL)

FLOOR FINISH (REFER TO SCHEDULES)
SETTING BED

POURED CONCRETE SLAB
(REFER TO STRUCTURAL)
IO FINISHED FLOOR GRANULAR FILL -
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