PREFINISHED CORNICE MOULDING
TO DETAIL

CONTINUOUS ROD AND CAULK
(TYPICAL)
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T/O WINDOW ROUGH OPENING
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0.000 \T/OFLOOR SLAB

—1/2" OSB-SHEATHING ——

PREFINISHED METAL FLASHING (BLACK)
FROM TOP OF PARAPET TO CANT FLASHING
BY ROOFING CONTRACTOR

CONTINUE ROOF MEMBRANE UP 12" MINIMUM
CARRY ICE AND WATER SHEILD UP INTERIOR
FACE OF PARAPET AND OVER TOP AND CONNECT
TO AIR BARRIER ON FRONT SHEATHING

PREFINISHED METAL FLASHING
EPDM ROOFING MEMBRANE
ICE/WATER SHEILD

1/2" OSB SHEATHING

TRUSS EXTENSION
AIR/MOISTURE BARRIER

1" AIR SPACE

3 1/2" FACE BRICK

FIRESTONE ULTRAPLY 0.060" (T) TPO MEMBRANE
(MECHANICALLY FASTENED TO INSULATION)

4" FIRESTONE ISO 95+ POLYISO INSULATION (R20)
(MECHANICALLY FASTENED TO METAL DECK)

VAPOR BARRIER

11/2" METAL DECK

SLOPE TO DRAIN

END WALL WOOD BOX TRUSS
REFER TO STRUCTURAL

WALL TYPE WT-
172" GYPSUM WALL
VAPOR BARRIER

2" x 6" WOOD STUDS @ 16'
BATT INSULATION IN VOID (R2
1/2" OSB SHEATING
AIR/MOISTURE BARRIER

1" AIR SPACE

3 1/2" FACE BRICK
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\ THRU WALL FLASHING

STEEL BEAM
(REFER TO STRUCTURAL)

SHELF ANGLE (REFER TO STRUCTUAL)
CONTINUOUS 'J' MOULD AND CAULKING

CONTINUOUS CAULKING

PREFINISHED ALUMINUM WINDOW
ALUMICOR SHADOWLINE 970
BLACK FINISH c/iw CLEAR GLAZING

CONTUNUOUS ROD AND CAULK

3/4" PRESSURE TREATED PLYWOOD WINDOW
SURROUND (AT WINDOW SILL AND JAMBS)

3/4" SOLID MAPLE WOOD SILL BY MILLWORK
1/2" X2 1/4" SOLID WOOD TRIM BY MILLWORK

PREMANUFACTURED CONCRETE SILL

— clw DRIP EDGE (COLOR TO MATCH

ADJACENT MASONRY)

PROVIDE CONTINUOUS METAL FLASHING
AROUND BUILDING AT TOP OF FOUNDATION
WALL (COLOR TO MATCH METAL SIDING OR
WALL BASE), CARRY AIR BARRIER OVER TOP
OF FLASHING (TYPICAL), CONDITION TYPICAL

AT FACE BRICK BASE
THRU WALL FLASHING
WEEPING COURSE

COMPRESSION GASKET AT SILL PLATE
TO FOUNDATION
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SCALE: 1"=1-0"
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3"(R15) PERIMETER RIGID INSULATION
-0" INTO BUILDING AND DOWN TO TOP
OF FOOTING

GENERAL NOTE:
1. FORTYPICAL NOTES REFER TO 1/A400
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PREFINISHED METAL FLASHING (BLACK)
FROM TOP OF PARAPET TO CANT FLASHING
BY ROOFING CONTRACTOR

FIRESTONE ULTRAPLY 0.060" (T) TPO MEMBRANE
(MECHANICALLY FASTENED TO INSULATION)

4" FIRESTONE I1SO 95+ POLYISO INSULATION (R20)
(MECHANICALLY FASTENED TO METAL DECK)

VAPOR BARRIER

11/2" METAL DECK

SLOPE TO DRAIN

. END WALL WOOD BOX TRUSS
REFER TO STRUCTURAL

WALL TYPE WT-E4

1/2" GYPSUM WALL BOARD
VAPOR BARRIER

2" x 6" WOOD STUDS @ 16" o/c

/2, WALL SECTION

\A400/ EAST ELEVATION
SCALE: 1"=1-0"

BATT INSULATION IN VOID (R20)

1/2" OSB SHEATING

AIR/MOISTURE BARRIER

METAL SIDING REFER TO ELEVATIONS

—— THRU WALL FLASHING

—— CONTINUOUS GALVANIZED 'U' CHANNEL
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GENERAL NOTE:
1. FORTYPICAL NOTES REFER TO 1/A400

T/O PICKUP WINDOW PARAPET
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CONTINUE ROOF MEMBRANE UP 12" MINIMUM

CARRY ICE AND WATER SHEILD UP INTERIOR

FACE OF PARAPET AND OVER TOP AND CONNECT

TO AIR BARRIER ON FRONT SHEATHING
PREFINISHED METAL FLASHING

EPDM ROOFING MEMBRANE

ICE/WATER SHEILD

1/2" OSB SHEATHING

TRUSS EXTENSION

1/2" OSB SHEATHING

AIR/MOISTURE BARRIER

GALVANIZED 'Z CLIPS @ 16" o/c TO SUIT

PREFINISHED METAL SIDING

FIRESTONE ULTRAPLY 0.060" (T) TPO MEMBRANE
(MECHANICALLY FASTENED TO INSULATION)

4" FIRESTONE ISO 95+ POLYISO INSULATION (R20)
(MECHANICALLY FASTENED TO METAL DECK)

VAPOR BARRIER

11/2" METAL DECK

SLOPE TO DRAIN
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WALL TYPE WT-E3

1/2" GYPSUM WALL BOARD
VAPOR BARRIER

2"x 6" WOOD STUDS @ 16" ofc
BATT INSULATION IN VOID (R20)
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1/2" OSB SHEATING

AIR/MOISTURE BARRIER

GALVANIZED 'Z' CLIPS @ 16" o/c TO SUIT AND
ALIGN WITH BRICK MASONRY BELOW
METAL SIDING REFER TO ELEVATIONS

WALL TYPE WT-E1

1/2" GYPSUM WALL BOARD
VAPOR BARRIER

2"x 6" WOOD STUDS @ 16" ofc
BATT INSULATION IN VOID (R20)

T/O PICKUP WINDOW ROUGH OPENING

-
T/O WINDOW ROUGH OPENING
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/5 WALL SECTION

\A400/ NORTH ELEVATION

SCALE: 1"=1-0"

1/2" OSB SHEATING
AIR/MOISTURE BARRIER
1" AIR SPACE

3 1/2" FACE BRICK

PROVIDE CONTINUOUS METAL FLASHING
AROUND BUILDING AT TOP OF FOUNDATION
WALL (COLOR TO MATCH METAL SIDING OR
WALL BASE), CARRY AIR BARRIER OVER TOP
OF FLASHING (TYPICAL), CONDITION TYPICAL
AT FACE BRICK BASE

—— THRU WALL FLASHING

—— WEEPING COURSE

/_{ COMPRESSION GASKET AT SILL PLATE
TO FOUNDATION

PR

3"(R15) PERIMETER RIGID INSULATION
'-0" INTO BUILDING AND DOWN TO TOP

OF FOOTING

GENERAL NOTE:
1. FORTYPICAL NOTES REFER TO 1/A400

T/O PICKUP WINDOW PARAPET
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\A400/ SOUTH ELEVATION

SCALE: 1"=1-0"
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CONTINUE ROOF MEMBRANE UP 12" MINIMUM
CARRY ICE AND WATER SHEILD UP INTERIOR
FACE OF PARAPET AND OVER TOP AND CONNECT
TO AIR BARRIER ON FRONT SHEATHING

FIRESTONE ULTRAPLY 0.060" (T) TPO MEMBRANE
(MECHANICALLY FASTENED TO INSULATION)

4" FIRESTONE ISO 95+ POLYISO INSULATION (R20)
(MECHANICALLY FASTENED TO METAL DECK)

VAPOR BARRIER

11/2" METAL DECK

SLOPE TO DRAIN
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WALL TYPE WT-E2

1/2" GYPSUM WALL BOARD
VAPOR BARRIER

2" x 6" WOOD STUDS @ 16" olc
BATT INSULATION IN VOID (R20)

1/2" OSB SHEATING
AIR/MOISTURE BARRIER

1" AIR SPACE

3 1/2" ARCHITECTURAL BLOCK

PROVIDE CONTINUOUS METAL FLASHING
AROUND BUILDING AT TOP OF FOUNDATION
WALL (COLOR TO MATCH METAL SIDING OR
WALL BASE), CARRY AIR BARRIER OVER TOP
OF FLASHING (TYPICAL), CONDITION TYPICAL
AT FACE BRICK BASE

—— THRU WALL FLASHING

—— WEEPING COURSE

/_{ COMPRESSION GASKET AT SILL PLATE
i TO FOUNDATION
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3"(R15) PERIMETER RIGID INSULATION
4'-0" INTO BUILDING AND DOWN TO
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ANY DISCREPANCIES ARE TO BE REPORTED

TO THE ARCHITECT. ANY EXTRAS, DELAYS AND/OR
RESULTING IN CHANGES RESULTING IN FAILURE
TO DO SO WILL BE THE SOLE RESPONSIBILITY OF

THE CONTRACTOR.

ALL DRAWINGS, SPECIFICATIONS AND DETAILS
ISSUED FOR THIS PROJECT ARE THE PROPERTY

OF THE ARCHITECT. UNAUTHORIZED USE IS

PROHIBITED.
REVISIONS:
No. REVISION DATE | TAG
1 ISSUED FOR PERMIT/CONST | 15-05-20
2 ISSUED FOR TENDER 15-06-22

BARRETT ARCHITECT INC.

708 GERRARD STREET EAST TORONTO

ONTARIO - CANADA - M4M 1Y3
TEL. 416 469 8000 - FAX. 416469 8056
TOLL. 1800 779 6667

PROJECT TITLE:

SWISS HARVEY'S 5260
STORE # 1970/2837

LOCATION:

655 EMPRESS ST
WINNIPEG, MANITOBA

R3G 3P7
SHEET TITLE:
WALL SECTIONS
ISSUED: MAY 20, 2015
DATE: MAY 11, 2015
DRAWN: MDC
CHECKED: WMB
SCALE: AS NOTED
PROJECT No: ~ BA/1509
DRAWING No:

A400




