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DIVISION 1 - GENERAL REQUIREMENTS
SECTION : 01000

01010 SCOPE OF WORK

CONTRACTOR SHALL FURNISH ALL MATERIALS, EQUIPMENT, POWER,
UTILITIES, AND LABOR, ( EXCEPT AS NOTED IN THE CONTRACT
DOCUMENTS), INCLUDING BUT NOT LIMITED TO ALL GENERAL TRADES ,
ELECTRICAL, HEATING, AND AIR CONDITIONING WORK FOR

THE COMPLETE CONSTRUCTION OF THE OWNERS SUPPLIED FIXTURES.

THE BUILDING INTERIORS AND IMPROVEMENTS TO BE CONSTRUCTED AS

SHOWN ON THE DRAWINGS AND DESCRIBED IN THE SPECIFICATIONS
AND OTHER RELATED DOCUMENTS SUPPLIED BY SPENCER GIFTS LLC.

01020 CONTRACT DOCUMENTS

A. WHEN ANY PROVISION IN ANY OF THE CONTRACT DOCUMENTS
CONFLICTS WITH ANOTHER PROVISION, THE PROVISION IN
THE DOCUMENT FIRST ENUMERATED BELOW SHALL GOVERN.

1. APPROVED CHANGE ORDERS ISSUED AFTER THE EXECUTION
OF THE CONTRACT.

THE EXECUTED CONTRACT.

3. ADDENDUM ISSUED PRIOR TO EXECUTION OF THE CONTRACT
BETWEEN OWNER AND CONTRACTOR.

SUPPLEMENTARY GENERAL CONDITIONS AND AMENDMENTS
DRAWINGS

SPECIFICATIONS

CONTRACTORS BID

INSTRUCTION TO BIDDERS.

01030 SITE CONDITIONS

N

N o s

IT IS UNDERSTOOD AND AGREED THAT THE CONTRACTOR HAS MADE A
CAREFUL EXAMINATION OF THE SITE CONDITIONS AND HAS SATISFIED
HIMSELF AS TO THE NATURE OF THE WORK.

CONTRACT DRAWINGS ARE ESSENTIALLY DIAGRAMMATIC,
THEREFORE, THE G.C. SHALL OBTAIN DETAILED INFORMATION FROM
OTHER CONTRACTORS REGARDING THE LOCATION OF ALL
EQUIPMENT BEFORE ROUGH-IN, AS THE FINAL LOCATION MAY DIFFER
FROM THAT SHOWN ON THE DRAWING. ALL EQUIPMENT, FIXTURES,
ETC. THAT ARE IMPROPERLY PLACED BECAUSE OF FAILURE TO OBTAIN
THIS INFORMATION SHALL BE RELOCATED AND REINSTALLED
WITHOUT ADDITIONAL EXPENSE TO THE TENANT.

01040 INSURANCE / BONDS

A. CONTRACTOR MUST SUBMIT A CERTIFICATE OF WORKERS
COMPENSATION AND CERTIFICATES MUST BE FILED WITH THE
OWNER PRIOR TO THE START OF CONSTRUCTION.

B. LIABILITY INSURANCE SHALL MEET THE MINIMUM REQUIREMENTS
LISTED BELOW UNLESS A HIGHER COVERAGE SHALL BE REQUIRED
BY THE LANDLORDS AGENT.

C. THE POLICY SHALL BE WRITTEN AS A COMPREHENSIVE GENERAL
LIABILITY POLICY AS DEVISED AND USED BY MEMBERS OF THE
NATIONAL BUREAU OF CASUALTY UNDERWRITERS FOR THE MUTUAL
BENEFIT OF SPENCER, AND THE LANDLORD NAMING SPENCER AND
THE LANDLORD AS INSUREDS, TO PROTECT SPENCER AND THE
LANDLORD AGAINST CLAIMS FOR BODILY INJURY, DEATH, OR
PROPERTY DAMAGE, OCCURRING IN OR ABOUT SAID PREMISES. TO
AFFORD PROTECTION OF NOT LESS THAN $1,000,000 FOR
WORKER'S COMPENSATION AND EMPLOYERS LIABILITY,
$2,000,000 PERSONAL INJURY, AND $1,000,000 PROPERTY DAMAGE

D. BONDS: THE GENERAL CONTRACTOR MAY, AT SPENCERS OPTION, BE

01140 CONSTRUCTION EQUIPMENT

EXCEPT AS OTHERWISE SPECIFIED, EACH CONTRACTOR SHALL FURNISH
AT HIS OWN COST AND RISK, ALL TOOLS, APPARATUS, HOISTS
(INCLUDING POWER FOR SAME), SCAFFOLDING, AND ALL OTHER
TEMPORARY WORK AND MATERIALS NECESSARY FOR THE EXECUTION
OF THE WORK.

01150 TELEPHONE

GENERAL CONTRACTOR SHALL INSTALL AT HIS OWN EXPENSE A JOB
TELEPHONE AND SHALL BE RESPONSIBLE FOR ALL CALLS PLACED BY
HIS PERSONNEL AT THE JOBSITE.

01170 TEMPORARY UTILITIES

TEMPORARY UTILITIES MUST BE SUPPLIED FROM THE PERMANENT
POWER SOURCE. THE CONTRACTOR MUST INSTALL THE PERMANENT
CONDUIT FOR THE ELECTRICAL SERVICE & TELEPHONE TO PROVIDE
TEMPORARY UTILITIES

01160 MATERIALS & FIXTURES

( RECEIPT , STORAGE , & HANDLING )

SPENCER GIFTS WILL SHIP ALL MATERIALS DESIGNATED AS SUPPLIED
BY SPENCER GIFTS TO THE JOB SITE.

THE GENERAL CONTRACTOR WILL BE HELD RESPONSIBLE TO PROPERLY
RECEIVE AND ACCOUNT FOR ALL MATERIAL SHIPPED ON AN ITEM-TO-
ITEM BASIS. ANY SHORTAGES OR DAMAGE DISCOVERED AT THE TIME
OF RECEIPT OF MATERIAL MUST BE NOTED ON THE FREIGHT BILL OF
LADING AND SPENCER MUST BE IMMEDIATELY NOTIFIED SO THAT A
FREIGHT CLAIM CAN BE FILED.

THE GENERAL CONTRACTOR MUST ARRANGE FOR THE STORAGE AND
SECURITY OF ALL MATERIALS AND FIXTURES RECEIVED AT THE

JOB SITE, FAILURE TO DO SO WILL RESULT IN THE CONTRACTOR
BEING HELD FINANCIALLY LIABLE FOR THE REPLACEMENT COST OF
ANY MATERIALS DAMAGED OR MISSING.

01180 RESPONSIBILITY OF CONTRACTOR

ALONG WITH THE CUSTOMARY OBLIGATIONS WHICH GO WITH THIS
WORK, THE GENERAL CONTRACTOR AND HIS SUBCONTRACTORS SHALL
BE HELD RESPONSIBLE FOR ALL DAMAGES WHICH ARE A DIRECT
CONSEQUENCE OF ANY ACTS, OMISSIONS OR NEGLIGENCE IN THE
PERFORMANCE OF THIS WORK.

IN ADDITION THE GENERAL CONTRACTOR SHALL PROVIDE A JOB
SUPERVISOR DIRECTLY FROM HIS STAFF ON THE JOB SITE ON A FULL
TIME BASIS DURING THE CONTRACT PERIOD OR UNTIL THE PROJECT IS
COMPLETED.

THE GENERAL CONTRACTOR'S SUPERINTENDENT SHALL BE ON THE
JOB SITE AT ALL TIMES WORK IS BEING PERFORMED.

END OF SECTION
DIVISION 2 - SITE WORK

02071 DEMOLITION

REMOVE ALL PARTITIONS & EQUIPMENT AS SPECIFIED ON THE
DEMOLITION PLAN. ALL REMOVAL, DISPOSAL, AND HAULING OF SAID
MATERIAL IS THE RESPONSIBILITY OF THE CONTRACTOR AND
SHOULD BE COMPLETED IN SUCH A MANNER AS TO HARMONIZE
WITH THE LANDLORD'S PROJECT MANAGER

END OF SECTION

DIVISION 3 - CONCRETE

03300 SLAB

1. SLAB SHALL BE FOUR INCH (4") REINFORCED CONCRETE
(3000) PSI WITH 6x6 #10 (TEN) MESH ON MINIMUM FOUR INCH

PART 2 - PRODUCTS

2.1 COLORS: PROVIDE COLORS AS SELECTED BY ARCHITECT FROM
MANUFACTURER'S STANDARD COLORS.

2.2 ACRYLIC LATEX - SEALANT TYPE 1: PROVIDE PECORA AC-20, TREMCO
ACRYLIC LATEX, OR SONNEBORNE SONOLAC. PROVIDE ACRYLIC LATEX
SEALANT FOR TYPICAL INTERIOR JOINTS.

2.5 SILICONE RUBBER - SEALANT TYPE 2: PROVIDE PECORA 863, TREMCO
PROGLAZE, OR GENERAL ELECTRIC 1700. PROVIDE SILICONE RUBBER
SEALANT FOR ALL INTERIOR JOINTS IN WET AREAS.

PART 3 - EXECUTION

3.1 INSTALLATION: CLEAN JOINT SURFACES IMMEDIATELY BEFORE
INSTALLATION. REMOVE ALL SUBSTANCES WHICH COULD INTERFERE
WITH BOND. ETCH OR ROUGHEN JOINT SURFACES TO IMPROVE BOND.
PROVIDE BACKER RODS FOR ALL LIQUID SEALANTS TO THE GREATEST
EXTENT POSSIBLE. PREVENT THREE SIDED ADHESION BY USE OF BOND
BREAKER TAPES OR BACKER RODS. FORCE SEALANT INTO JOINTS TO
PROVIDE UNIFORM, DENSE, CONTINUOUS RIBBONS FREE FROM GAPS
AND AIR PICKETS. DRY TOOL SEALANTS TO FORM A SMOOTH DENSE
SURFACE. MAKE JOINT DEPTH EQUAL JOINT WIDTH FOR JOINTS UP TO
1/2" WIDE. FOR JOINTS OVER 1/2" WIDE, MAKE DEPTH EQUAL TO
ONE-HALF OF THE JOINT WIDTH. CURE SEALANTS IN STRICT
COMPLIANCE WITH MANUFACTURERS' INSTRUCTIONS AND
RECOMMENDATIONS TO OBTAIN HIGHEST MAXIMUM ADHESION.

END OF SECTION

DIVISION 8 - DOORS & WINDOWS

08110 STEEL DOORS AND FRAMES

1. SALES TO STOCKROOM DOOR:
STEEL, HOLLOW METAL U.L. LABELED B: CECO MFG. CO. OR
EQUAL FLUSH TYPE HARDWARE. COMPLETE WITH STEEL FRAMES
DOORS TO BE 3'0"x6'8" UNLESS OTHERWISE SPECIFIED. DOOR AND
JAMBS TO BE PAINTED P1 SPICED CIDER, CONTRACTOR TO FURNISH
& INSTALL ALL HARDWARE. DOOR CLOSURE, PUSH PLATE, PULL PLATE,
KICK PLATE, AND ONE WAY MIRROR.

2. TOILET ROOM DOOR (S):
3'-0" x 6'-8" HOLLOW METAL DOOR AND FRAME. ALL HARDWARE
TO BE SUPPLIED AND INSTALLED BY CONTRACTOR.

3. REAR SERVICE DOOR:
STEEL, HOLLOW METAL U.L. LABELED B: CECO MFG. CO. OR
EQUAL. FLUSH TYPE HARDWARE. COMPLETE WITH STEEL FRAMES
GENERAL CONTRACTOR WILL SUPPLY & INSTALL AN ALARM LOCK #250
PANIC BAR. PANIC BAR IS TO BE KEYED FROM THE INSIDE ONLY
USING A BEST CYLINDER SUPPLIED AND INSTALLED BY THE
CONTRACTOR. G.C. TO PLACE "SPENCER GIFTS" DECAL
ON OUTSIDE OF DOOR. CONTRACTOR TO SUPPLY AND
INSTALL DOOR CLOSURE, AND A PEEP SIGHT @ 5' 0" A. F. F.

END OF SECTION

08710 DOOR HARDWARE

1 GENERAL
1.1 SUMMARY
A. SECTION INCLUDES:
1. HARDWARE FOR WOOD AND HOLLOW METAL DOORS.

B. RELATED SECTIONS:
1. SECTION 06200 - FINISH CARPENTRY
2. SECTION 08110 - STEEL DOORS AND FRAMES

3. SECTION 08210 - WOOD DOORS.
1.2 COORDINATION
A. COORDINATE WORK OF THIS SECTION WITH OTHER DIRECTLY

DIVISION 9 - FINISHES

09110 METAL STUD FRAMING

1 GENERAL
1.1 SUMMARY
A. SECTION INCLUDES:
1. FORMED METAL STUD FRAMING AT INTERIOR LOCATIONS.
2. FRAMING ACCESSORIES.
B. RELATED SECTIONS:
1. SECTION 06110 - WOOD FRAMING: ROUGH WOOD BLOCKING
WITHIN STUD FRAMING.
2. SECTION 06200 - FINISH CARPENTRY.
3. SECTION 07213 - BATT INSULATION: INSULATION WITHIN STUD
FRAMING.
4. SECTION 09260 - GYPSUM BOARD ASSEMBLIES
C. REFERENCE: ALL METAL STUD CONSTRUCTION SHALL COMPLY WITH
THE "AMERICAN IRON AND STEEL INSTITUTE" ,AlISI CURRENT EDITION
OF "SPECIFICATIONS FOR THE DESIGN OF COLD FORMED STEEL
STRUCTURAL MEMBERS"
1.2 SYSTEM DESCRIPTION
A. METAL STUD FRAMING FOR INTERIOR WALLS, WITH ACOUSTIC
INSULATION SPECIFIED IN SECTION 07213 AND GYPSUM BOARD
SPECIFIED IN SECTION 09260.
1.3 QUALITY ASSURANCE
A. PERFORM WORK TO ASTM C840.
2 PRODUCTS
2.1 ACCEPTABLE MANUFACTURERS
A. U. 8. GYPSUM COMPANY.
B. NATIONAL GYPSUM COMPANY.
C. DALE INDUSTRIES.
D. SUBSTITUTIONS: TO REQUIREMENTS OF DIVISION 1.
2.2 STUD FRAMING MATERIALS
A. STUDS: ASTM C645, ELECTRO-GALVANIZED, NON-LOAD BEARING
ROLLED STEEL, CHANNEL SHAPED, PUNCHED FOR UTILITY ACCESS,
AS FOLLOWS:
1. WIDTH: AS NOTED ON DRAWINGS
2. THICKNESS: 20 GA. MINIMUM
B. RUNNERS: OF SAME MATERIAL AND FINISH AS STUDS, BENT LEG
RETAINER TO RECEIVE STUDS.
C. FURRING AND BRACING MEMBERS: OF SAME MATERIAL AND FINISH
D

AS STUDS, THICKNESS TO SUIT PURPOSE.
FASTENERS: SELF DRILLING, SELF TAPPING SCREWS OF LENGTH NOT
LESS THAN THICKNESS OF FINISH MATERIAL PLUS INCH.

E. ANCHORAGE DEVICES FOR CONCRETE: POWDER DRIVEN.

F. PRIMER: ZINC OXIDE TOUCH-UP FOR GALVANIZED SURFACES.

3 EXECUTION
3.1 ERECTION

ALIGN AND SECURE TOP AND BOTTOM RUNNERS AT 24 INCHES OC.

FIT RUNNERS UNDER AND ABOVE OPENINGS; SECURE INTERMEDIATE

STUDS AT SPACING OF WALL STUDS.

INSTALL STUDS VERTICALLY AT 16 INCHES O.C. UNLESS OTHERWISE

NOTED ON DRAWINGS. ALIGN STUD WEB OPENINGS.

SECURE STUDS TO TRACKS. BRACE STUD FRAMING SYSTEM AND

MAKE RIGID.

STUD SPLICING IS PERMISSIBLE BY OVERLAPPING WITH FLANGES IN

OPPOSITE DIRECTIONS TO FORM A BOX SECTION WITH OVERLAP

LENGTH A MINIMUM OF L/15 OF WALL HEIGHT. WHERE WALL HEIGHT

EXCEEDS 16', WALL SHALL BE BRACED WITH DIAGONAL STUDS AT A

MAXIMUM SPACING OF 8' O.C. FROM TOP 1/3 POINT OF WALL TO ROO

STRUCTURE.

F. CONSTRUCT CORNERS USING MINIMUM THREE STUDS. DOUBLE STUD
AT WALL OPENING, DOOR AND WINDOW JAMBS, NOT MORE THAN 2
INCHES EACH SIDE OF OPENINGS.

G. COORDINATE ERECTION OF STUDS WITH REQUIREMENTS OF DOOR

o o w»

m

09250 GYPSUM WALLBOARD

PART 1 PRODUCTS
1.01 MATERIALS

A. FIRE-RESISTANT GYPSUM BOARD: A GYPSUM CORE WALL PANEL
WITH ADDITIVES TO ENHANCE FIRE RESISTANCE OF THE CORE AND
SURFACED WITH PAPER ON FRONT, BACK, AND LONG EDGES AND
COMPLYING WITH ASTM C 36, TYPE "X "

PART 2 EXECUTION
2.01 INSTALLATION

A. GENERAL: IN ACCORDANCE WITH THE MANUFACTURER'S
RECOMMENDATIONS, NATIONAL GYPSUM COMPANY.

1. GYPSUM BOARD SHALL BE 4' WIDE AND LENGTH AS LONG AS PRACTICAL
TO MINIMIZE THE NUMBER OF JOINTS.

2. GYPSUM BOARD SHALL BE 5/8" INCH THICK OR 1/2" TYPE " X "

3. APPLICATION AND JOINT TREATMENT SHALL BE IN STRICT ACCORDANCE
WITH MANUFACTURES SPECIFICATIONS.

4. ALL FINISHED GYPSUM BOARD SURFACES SHALL BE FREE OF
NOTICEABLE SEAMS, FASTENER LOCATIONS, OR BLEMISHES
APPROPRIATE METAL BEADS AND TRIM SHALL BE USED AT ALL
CORNERS AND EDGES.

5. FIRE RATINGS: THE FOLLOWING FIRE RATINGS AS SET BY
UNDERWRITER'S LABORATORIES, WILL BE DEVELOPED BY THE
GYPSUM BOARD WORK LISTED HERE:

A COLUMNS: ALL UNPROTECTED COLUMNS AT SIDES AND REAR OF
STORE, PARTY WALLS, AND REAR WALLS ARE TO HAVE A FIRE
RATING OF 1-HOUR SUBJECT TO LANDLORD & LOCAL BUILDING

CODES .
09260 GYPSUM BOARD ASSEMBLIES
1 GENERAL

1.1 SUMMARY
A. SECTION INCLUDES:
1. METAL CHANNEL CEILING FRAMING
2. GYPSUM BOARD.
B. RELATED SECTIONS:
1. SECTION 09110 - METAL STUD FRAMING.
2. SECTION 06110 - WOOD FRAMING.
3. SECTION 08111 - STANDARD STEEL FRAMES.
4. SECTION 09910 - PAINTS AND COATINGS: SURFACE FINISH.
1.2 REGULATORY REQUIREMENTS
A. CONFORM TO APPLICABLE CODE FOR FIRE RATED ASSEMBLIES.

REGISTRATION SEAL

ST. LOUIS, MO 63146

FREDERICK J. GOGLIA

ARCHITECT, NCARB, RDI

1950 CRAIG ROAD, SUITE 300

PH. (314) 415-2400

AS SHOWN
04/09/15
150316

REQUIRED TO PROVIDE A PERFORMANGE BOND AND LABOR & (4") GRANULAR FILLED WITH SIX (6) MIL. POLYETHYLENE AFFECTED. SECTIONS INVOLVING MANUFACTURER OF AND INTERNAL AND WINDOW FRAME SUPPORTS AND ATTACHMENTS.
MATERIAL PAYMENT BOND FOR THE TOTAL SUM OF PROJECT . VAPOR BARRIER. SLAB SHALL BE CAPABLE OF SUPPORTING REINFORCEMENT FOR DOOR HARDWARE. H. COORDINATE INSTALLATION OF BUCKS, ANCHORS, AND BLOCKING
LIVE LOADS AS FOLLOWS. B. SUPPLY TEMPLATES TO MANUFACTURERS OF COMPONENTS AFFECTED WITH ELECTRICAL AND MECHANICAL WORK TO BE PLACED IN OR

PRIOR TO COMMENCEMENT OF WORK, CONTRACTOR MUST MEET
WITH LANDLORD'S ON SITE REPRESENTATIVE AND PROVIDE ALL
REQUIRED DOCUMENTS (INSURANCE, DEPOSITS, LICENSES, ETC.).
COORDINATE A PRE-CONSTRUCTION MEETING WITH OPERATIONS
MANAGER AT THE MALL.

01050 USE OF PREMISES

THE OWNER RESERVES ALL RIGHTS OVER ADVERTISING PRIVILEGES
ON OR ABOUT THE CONSTRUCTION SITE. NO SIGNS EXCEPT FOR
"SPENCER GIFTS COMING SOON" SIGNS SHALL BE DISPLAYED ON
THE PREMISES.

01060 OCCUPANCY OF THE SITE

THE OWNER RESERVES THE RIGHT TO OCCUPY THE BUILDING SPACE

OR SUCH PORTIONS OF IT AS MAY BE DESIRED, AT ANY TIME AFTER
RECEIVING FINAL ACCEPTANCE FROM LANDLORD, WITHOUT IN ANY WAY
ALTERING OR INVALIDATING THE CONTRACT DOCUMENTS .

01070 INSPECTIONS

REPRESENTATIVES OF SPENCER GIFTS WILL CONDUCT PERIODIC
INSPECTIONS DURING THE PERIOD OF CONSTRUCTION. WHEN WORK
IS SUBSTANTIALLY COMPLETE, CONTRACTOR WILL NOTIFY SPENCER
GIFTS, AND REQUEST A PRE-FINAL INSPECTION; THE INSPECTOR

WILL PREPARE A PUNCH LIST OF INCOMPLETE OR INCORRECT WORK
AND SUBMIT SAME TO THE CONTRACTORS JOB SITE REPRESENTATIVE.

01080 FINAL ACCEPTANCE

THE FINAL ACCEPTANCE OF THE WORK SHALL TAKE PLACE AFTER ALL
PUNCH LIST ITEMS HAVE BEEN CORRECTED TO THE SATISFACTION OF
SPENCER GIFTS REPRESENTATIVE.

01090 SHOP DRAWINGS

UNLESS OTHERWISE SPECIFIED CONTRACTOR SHALL PROVIDE A
MINIMUM OF THREE (3) COPIES OF ALL SHOP DRAWINGS REQUIRED TO
BE SUPPLIED BY HIM. FINAL PAYMENT IS CONTINGENT UPON SPENCER
GIFTS RECEIVING THESE DRAWINGS.

01100 AS-BUILT DRAWINGS

ANY CHANGES MADE TO THE BUILDING SITE WHICH DEVIATES FROM
THE FINAL CONSTRUCTION PLANS SHALL BE SO NOTED ON A DRAWING
AND SUBMITTED TO SPENCER GIFTS AT THE COMPLETION OF
CONSTRUCTION . FINAL PAYMENT IS CONTINGENT UPON

SPENCER GIFTS RECEIVING THESE DRAWINGS.

01110 SPECIFICATIONS

THE ATTACHED SPECIFICATIONS ARE GENERAL IN NATURE AND MAY
NOT DETAIL ALL PHASES OF THE WORK BEING DONE. THEREFORE, ANY
SPECIFICATIONS NOT COVERED SHALL BE REFERRED TO SPENCER
GIFTS REPRESENTATIVE OR DETAILS SHALL BE LOCATED ON THE
APPLICABLE DRAWINGS.

01120 LAYOUT

BEFORE ORDERING ANY MATERIAL OR DOING ANY WORK, EACH
CONTRACTOR SHALL VERIFY ALL MEASUREMENTS AND SHALL BE
RESPONSIBLE FOR THE CORRECTNESS OF SAME. ANY DIFFERENCES
WHICH MAY BE FOUND BETWEEN THE ACTUAL MEASUREMENTS AND
DIMENSIONS INDICATED ON THE DRAWINGS SHALL BE SUBMITTED TO
SPENCER GIFTS REPRESENTATIVE FOR THEIR CONSIDERATION
BEFORE PROCEEDING WITH THE WORK.

01130 SCHEDULING

PRIOR TO ACCEPTANCE OF THE CONTRACT ON THE AWARD DATE
CONTRACTOR SHALL VERIFY START AND COMPLETION DATES BEFORE
STARTING WORK AND SHALL INFORM SPENCER GIFTS REPRESENTATIVE
OF ANY CONFLICTS WHICH MAY EFFECT THE SCHEDULED

COMPLETION OF THE WORK.

(a) LEVELS OTHER THAN ON GRADE: ONE HUNDRED (100)
POUNDS PER SQUARE FOOT.

(o) ON GRADE SLABS. ONE HUNDRED TWENTY-FIVE (125)
POUNDS PER SQUARE FOOT UNLESS OTHERWISE
SPECIFIED ON SHEET A-1

END OF SECTION
DIVISION 4 - MASONRY

1. NO WORK UNDER THIS SECTION
END OF SECTION

DIVISION 5 - METALS

05400 METAL FRAMING

METAL STUDS SHALL BE 3 5/8". GAUGE TO MEET LANDLORD
AND OR LOCAL CODES. (UNLESS OTHERWISE NOTED)

END OF SECTION
DIVISION 6 - WOOD AND PLASTICS

06010 PLYWOOD

ALL PANELS SHALL BE STAMPED WITH AMERICAN PLYWOOD
ASSOCIATION LABELS SHOWING GROUP NUMBER, GRADE AND
EXPOSURE RATING. ALL PLYWOOD TO BE FIRE TREATED.

06020 MILLWORK-_

FINISH CARPENTRY SHALL CONFORM TO THE

DESIGN AND DETAILS SHOWN. WHERE APPLICABLE WORK SHALL BE
FINISHED AND ASSEMBLED AT THE MILL. ALL MILLWORK AND

FINISH CARPENTRY SHALL BE SANDED SMOOTH AND FREE FROM
MACHINE OR TOOL MARKS. SHARP CORNERS SHALL BE EASED.
ALL SCREWS SHALL BE COUNTER SUNK.

ALL WOOD USED TO CONSTRUCT THE MILLWORK MUST BE TREATED TO
RENDER IT NONCOMBUSTABLE. TREATED PROCESS SHALL CONFORM
TO SECTIONS 903:72 & 903:8 OF THE BOCA CODE.

06030 MITTER JOINT-

CORNERS TO INTERIOR TRIM UNLESS OTHERWISE NOTED.

06040 HARDWARE & FRAMING-

PROVIDE AND INSTALL ALL ROUGH HARDWARE AND METAL FASTENINGS
REQUIRED FOR PROPER INSTALLATION OF CARPENTRY AND MILLWORK.

06060 NONCOMBUSTABLE TREATMENT-

ALL LUMBER USED FOR BLOCKING SHALL BE TREATED TO RENDER IT
NONCOMBUSTABLE. TREATED PROCESS SHALL CONFORM TO
SECTIONS 903:72 AND 903:8 OF THE BOCA CODE.

DIVISION 7 - THERMAL AND MOISTURE PROTECTION

07900 JOINT SEALERS AND FILLERS

PART 1 - GENERAL

1.1 DESCRIPTION OF WORK: THIS SECTION INCLUDES, WITHOUT LIMITATION:
A. PREPARATION OF JOINTS.
B. SEALING AND FILLING OF JOINTS INDICATED AND JOINTS,SEAMS, AND
INTERSECTIONS BETWEEN DISSIMILAR MATERIALS.

1.2 SUBMITTALS: SUBMIT THE FOLLOWING IN COMPLIANCE WITH DIVISIONS
0 AND 1:

A. SAMPLES FOR COLOR SELECTION.

1.3 INTENT: THE WORK OF THIS SECTION IS INTENDED TO PROVIDE JOINT
SEALERS WHICH HAVE NO ADHESIVE OR COHESIVE FAILURE, AND TO
PROVIDE JOINT SEALERS WITH UNIFORM, CONTINUOUS APPEARANCE.

1.4 WARRANTY: ONE YEAR FROM DATE OF C OF O; INCLUDE REFITTING &
REHANGING.

BY HARDWARE.
1.3 QUALITY ASSURANCE

A. AHC - ASSOCIATION OF HARDWARE CONSULTANTS.

B. HARDWARE SUPPLIER: COMPANY SPECIALIZING IN SUPPLYING
COMMERCIAL DOOR HARDWARE WITH MINIMUM 5 YEARS
DOCUMENTED EXPERIENCE.

C. HARDWARE SUPPLIER PERSONNEL: EMPLOY AN AHC (ARCHITECTURAL
HARDWARE CONSULTANT) TO SUPERVISE THE WORK OF THIS SECTION.,

1.4 REGULATORY REQUIREMENTS

A. CONFORM TO UL REQUIREMENTS FOR FIRE RATED DOORS, FRAMES,
AND HARDWARE.

B. NOTIFY ARCHITECT IF ANY SPECIFIED HARDWARE ITEM IS IN CONFLICT
WITH ANY APPLICABLE CODE PROVISION.

1.5 SUBMITTALS

A. SUBMIT SHOP DRAWINGS AND PRODUCT DATA TO REQUIREMENTS OF
SECTION 01300.

B. INDICATE ON SHOP DRAWINGS, LOCATIONS AND MOUNTING HEIGHTS
OF EACH TYPE OF HARDWARE, AND ACCESSORIES.

C. SUPPLY TEMPLATES TO DOOR AND FRAME MANUFACTURERS TO
ENABLE ACCURATE SIZES, LOCATIONS OF CUT OUTS, AND
REINFORCEMENT FOR HARDWARE.

D. PROVIDE PRODUCT DATA ON SPECIFIED HARDWARE.

1.6 EXTRA STOCK AND SPARE PARTS

A. PROVIDE ONE EXTRA KEY LOCK CYLINDER FOR EACH MASTER KEYED
GROUP.

1.7 MAINTENANCE MATERIALS

A. PROVIDE SPECIAL WRENCHES AND TOOLS APPLICABLE TO EACH
DIFFERENT OR SPECIAL HARDWARE COMPONENT.

B. PROVIDE MAINTENANCE TOOLS AND ACCESSORIES SUPPLIED BY
HARDWARE COMPONENT MANUFACTURER.

2 PRODUCTS
2.1 ACCEPTABLE MANUFACTURERS
A. SEE DOOR AND HARDWARE SCHEDULE ON DRAWINGS FOR
ACCEPTABLE SUPPLIERS.
B. SUBSTITUTIONS: ONLY IF APPROVED IN WRITING BY ARCHITECT.

3 EXECUTION
3.1 EXAMINATION
A. VERIFY THAT DOOR AND FRAME COMPONENTS ARE READY TO
RECEIVE WORK AND DIMENSIONS ARE AS INDICATED ON SHOP
DRAWINGS.
B. VERIFY THAT PROPER POWER SUPPLY IS AVAILABLE TO POWER
OPERATED DEVICES.
C. BEGINNING OF INSTALLATION MEANS ACCEPTANCE OF SITE
CONDITIONS.
3.2 INSTALLATION
A. INSTALL HARDWARE TO MANUFACTURER'S INSTRUCTIONS AND
REQUIREMENTS OF ANSI/DHI.
B. USE THE TEMPLATES PROVIDED BY HARDWARE ITEM
MANUFACTURER.
C. MAINTAIN HEIGHTS FROM FINISHED FLOOR TO CENTER LINE OF
HARDWARE ITEM PER ANSI/DHI AND ADA STANDARDS.

3.3 SCHEDULE
A. SEE DRAWINGS FOR HARDWARE SCHEDULE.

END OF SECTION
08800 GLASS AND GLAZING

GLASS AND GLAZING: TEMPERED GLASS TO BE USED, TO BE
SUPPLIED AND INSTALLED BY GENERAL CONTRACTOR.

INSTALLATION SHALL BE LEFT IN A NEAT AND CLEAN CONDITION
AND GLASS JUDGED TO BE DAMAGED BY IMPROPER SETTING SHALL
BE REPLACED AT NO EXTRA COST TO SPENCER GIFTS.

MASTIC COLOR TO BE CLEAR.
GLASS EDGES TO BE POLISHED
SINGLE PANE GLAZING.

END OF SECTION

BEHIND STUD FRAMING.

BLOCKING AND REINFORCEMENT: SECURE TO STUDS. INSTALL FOR
SUPPORT OF PLUMBING FIXTURES, TOILET PARTITIONS, WALL
CABINETS, TOILET ACCESSORIES, HARDWARE, ETC.

J. REFER TO DRAWINGS FOR LOCATION OF PARTITIONS
EXTENDING TO CEILING ONLY, AND PARTITIONS EXTENDING
THROUGH CEILING TO STRUCTURE ABOVE. MAINTAIN
CLEARANCE UNDER STRUCTURAL BUILDING MEMBERS TO
AVOID DEFLECTION TRANSFER TO STUDS. PROVIDE EXTENDED
LEG CEILING RUNNERS.

K. COORDINATE PLACEMENT OF ACOUSTIC INSULATION IN
MULTIPLE STUD SPACES MADE INACCESSIBLE AFTER STUD
FRAMING ERECTION.

09120 CEILING SUSPENSION SYSTEMS

PART 1 GENERAL
1.01 RELATED DOCUMENTS

A. DRAWINGS AND GENERAL PROVISIONS OF CONTRACT, INCLUDING
GENERAL AND SUPPLEMENTARY CONDITIONS AND DIVISION -1
REQUIREMENTS, APPLY TO WORK UNDER THIS SECTION

1.02 SUMMARY

A. SECTION INCLUDES:
1. SUSPENSION SYSTEM
2. ACOUSTICAL PANELS
3. ACCESSORIES

B. PROVIDE AND INSTALL NEW ACOUSTICAL TILE CEILINGGWHERRQUIRED)
INDICATED ON THE CONTRACT DRAWINGS

1.03 REFERENCES

A. ACOUSTICAL MATERIALS: FS SS-S-118.

B. SUSPENSION SYSTEM: ASTM C 635 FOR MATERIALS: ASTM C 636
FOR INSTALLATION

C. FIRE HAZARD: UL "BUILDING MATERIALS DIRECTORY"

D. FIRE RESISTANCE: UL "FIRE RESISTANCE DIRECTORY"

PART 2 PRODUCTS

2.01 SUSPENSION SYSTEM (NON-RATED)
A. MATERIALS:
THE EXPOSED NON-FIRE RATED CEILING SUSPENSION SYSTEMS
SHALL BE THE FOLLOWING DANN SYSTEMS AS MANUFACTURED BY
USG INTERIORS.
1. CENTRICITEE (ICBO REPORT #2244)
A. ALL MAIN RUNNERS SHALL CONFORM TO THE LIGHT DUTY
CLASSIFICATION OF ASTM C635
B. MAIN RUNNERS, CROSS TEES, VARIABLE PLACEMENT
TEES AND GRID ADAPTERS SHALL BE OF COLD ROLLED
ELECTROGALVANIZED STEEL AND STEEL CAP OF A STANDARD
FACTORY APPLIED FINISH. COLOR TO MATCH THE CEILING TILE.
C. WALL ANGLE MOLDINGS SHALL BE OF COLD ROLLED
ELECTROGALVANIZED STEEL WITH A STANDARD FACTORY
APPLIED FINISH. COLOR TO BE "BLACK"

D. HANGER WIRE SHALL BE NOT LESS THAN 9 GAUGE
GALVANIZED STEEL

SITE DIMENSIONS AND CONDITIONS
PRIOR TO WORK. SITE DIMENSIONS

CONTRACTORS ARE TO VERIFY ALL
SUPERCEDE DRAWINGS.

DO NOT SCALE DRAWINGS

SCALE
DATE

CHECKED BY LLJ

DRAWN BY CwMP
PROJECT NO

REVISIONS

DATE

STORE NAME SPENCER GIFTS #3078
QUINTE MALL
390 NORTH FRONT STREET
BELLEVILLE, ON K8P 3ET
SPACE #NO9A
ARCHITECTURAL
SPECIFICATIONS

LOCATION

DWG.TITLE




2 PRODUCTS
2.1 ACCEPTABLE MANUFACTURERS - FRAMING MATERIALS
A. U.S. GYPSUM COMPANY.
B. NATIONAL GYPSUM COMPANY.
C. GEORGIA PACIFIC.
D. DOMTAR GYPSUM.
E. SUBSTITUTIONS: TO REQUIREMENTS OF DIVISION 1.
2.2 ACCEPTABLE MANUFACTURERS - GYPSUM BOARD
A. U.S. GYPSUM COMPANY.
B. NATIONAL GYPSUM COMPANY.
C. GEORGIA PACIFIC.
D. DOMTAR GYPSUM.
E. SUBSTITUTIONS: TO REQUIREMENTS OF DIVISION 1.
2.3 FRAMING MATERIALS
A. FURRING, FRAMING, AND ACCESSORIES: ASTM C645,
GALVANIZED STEEL.
B. FASTENERS: HARDENED STEEL.
C. ADHESIVE: ASTM C557.
2.4 GYPSUM BOARD MATERIALS
A. STANDARD GYPSUM BOARD: ASTM C36, OF THICKNESS AS
NOTED ON DRAWINGS, TAPERED EDGES.
B. FIRE RATED GYPSUM BOARD: ASTM C36 FOR TYPE X, OF
THICKNESS AS NOTED ON DRAWINGS, TAPERED EDGES.
C. MOISTURE RESISTANT GYPSUM BOARD: ASTM C630, OF
THICKNESS AS NOTED ON DRAWINGS, WITH TAPERED EDGES.
2.5 ACCESSORIES
ACOUSTICAL INSULATION: AS SPECIFIED IN SECTION 07215.
ACOUSTICAL SEALANT: NON-HARDENING, NON-SKINNING, FOR
USE IN CONJUNCTION WITH GYPSUM BOARD.
CORNER BEADS: METAL.
EDGE TRIM: GALVANIZED STEEL.
JOINT MATERIALS: ASTM C475, REINFORCING TAPE, JOINT
COMPOUND, ADHESIVE, WATER, FASTENERS.
3 EXECUTION
3.1 EXAMINATION
A. VERIFY THAT SITE CONDITIONS ARE READY TO RECEIVE WORK.
B. BEGINNING OF INSTALLATION MEANS ACCEPTANCE OF SITE
CONDITIONS.
3.2 CEILING FRAMING INSTALLATION
A. INSTALL TO ASTM C754, AND MANUFACTURER'S INSTRUCTIONS.
B. INSTALL CEILING FRAMING INDEPENDENT OF WALLS, COLUMNS,
AND ABOVE CEILING WORK.
C. LATERALLY BRACE ENTIRE SUSPENSION SYSTEM.
3.3 ACOUSTICAL ACCESSORIES INSTALLATION
A. INSTALL RESILIENT CHANNELS AT MAXIMUM 24 INCHES O.C.
B. PLACE ACOUSTICAL INSULATION PER SECTION 07215.
C. INSTALL ACOUSTICAL SEALANT WITHIN PARTITIONS TO
MANUFACTURER'S INSTRUCTIONS.
3.4 GYPSUM BOARD INSTALLATION
A. INSTALL GYPSUM BOARD TO GA 201, 216, AND 600.
B. USE SCREWS WHEN FASTENING GYPSUM BOARD TO FURRING.
C. ERECT GYPSUM SOFFIT BOARD PERPENDICULAR TO SUPPORTS.
D. PLACE CORNER BEADS AT EXTERNAL CORNERS. PLACE EDGE
TRIM WHERE GYPSUM BOARD ABUTS DISSIMILAR MATERIALS.
3.5 JOINT TREATMENT
A. TAPE, FILL, AND SAND EXPOSED JOINTS, EDGES, AND CORNERS
TO PRODUCE A SMOOTH SURFACE READY TO RECEIVE FINISHES.

END OF SECTION
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09650 FLOORING

NOTE: INSTALLATION / MAINTENANCE

INSTALL AND MAINTAIN PER MANUFACTURES AND INDUSTRY
STANDARDS USING MANUFACTURER RECOMMENDED MATERIALS.

1. RESILIENT FLOORING: TOILET ROOM FLOORS TO BE
ARMSTRONG # 51911 "CLASSIC WHITE" V.C. TILE

2. COVE BASE: TO BE 4" BLACK RUBBER, TO BE INSTALLED
AROUND ALL WALLS IN STOCKROOM, TOILET ROOM AND FIRE
CORRIDOR (WHEN REQUIRED)

CS-1 CONCRETE DYE
L.M. SCOFFIELD "FORMULA ONE, LIQUID DYE CONCENTRATE,
"GEORGIA CLAY" #CS-1, PROVIDED BY S.G. FLOOR MUST BE
GROUND. ALL PREVIOUS ADHESIVES MUST BE REMOVED TO BARE
CONCRETE SLAB PER MANUFACTURERS SPECS - REFER TO
DRAWINGS FOR DETAILS. INSTALL AND MAINTAIN PER
MANUFACTURES RECOMMENDATIONS

09900 PAINTING
1. ALL SURFACES ARE TO BE PAINTED AS NOTED ON DRAWINGS.

(a) ALL PRIMERS, PAINT, AND PAINT FINISHING MATERIALS
SHALL BE OF THE BEST QUALITY OBTAINABLE. AS BEST
SUITED FOR THE PURPOSE AS MANUFACTURED BY SHERWIN
WILLIAMS PAINTS. UNLESS OTHERWISE SPECIFIED.

2. THIS TRADE SHALL PROTECT THE FINISH WORK OF ALL OTHERS
FROM DAMAGE DUE TO THE DROPPING OF PAINT AND SHALL CLEAN
OFF ALL SUCH DROPPINGS AT NO COST TO SPENCER GIFTS.

3. THIS TRADE SHALL FURNISH SUITABLE AND APPROVED
COVERINGS AS REQUIRED TO PROTECT SAME FROM DAMAGE.
OIL RAGS AND WASTE SHALL NOT BE ALLOWED TO ACCUMULATE
IN THE BUILDING.

(a) ALL MATERIALS APPLIED ON ANY ONE (1) SURFACE,
PRIMERS, SEALERS, UNDERCOATS AND FINISHES, MUST BE
OF THE SAME MANUFACTURER. ALL MATERIALS USED BY
THIS TRADE MUST BE OF THE BEST QUALITY OBTAINABLE.

END OF SECTION

09910 PAINTS AND COATINGS

1 GENERAL
1.1 SUMMARY
A. SECTION INCLUDES:
1. SURFACE PREPARATION.
2. SURFACE FINISH SCHEDULE AT END OF SECTION.
1.2 ENVIRONMENTAL REQUIREMENTS
A. PROVIDE CONTINUOUS VENTILATION AND HEATING FACILITIES TO
MAINTAIN SURFACE AND AMBIENT TEMPERATURES ABOVE 45
DEGREES F FOR 24 HOURS BEFORE, DURING AND 48 HOURS AFTER
APPLICATION OF FINISHES.
2 PRODUCTS
2.1 ACCEPTABLE MANUFACTURERS
A. PRATT AND LAMBERT (P&L).
B. BENJAMIN MOORE AND CO. (BM) .
C. PITTSBURGH PAINTS (PPG).
D. SHERWIN WILLIAMS (SW).
E. SUBSTITUTIONS: TO REQUIREMENTS OF DIVISION 1.
2.2 MATERIALS
A. COMPATIBILITY: PROVIDE PRIMERS, FINISH COAT MATERIALS, AND
RELATED MATERIALS THAT ARE COMPATIBLE WITH ONE ANOTHER ANDC
THE SUBSTRATES INDICATED UNDER CONDITIONS OF SERVICE AND
APPLICATIONS DEMONSTRATED BY THE MANUFACTURER BASED ON
TESTING AND FIELD EXPERIENCE.
B. PAINTS: READY MIXED EXCEPT FIELD CATALYZED COATINGS; GOOD
FLOW AND BRUSHING PROPERTIES; CAPABLE OF DRYING OR CURING
FREE OF STREAKS OR SAGS.
C. PAINT ACCESSORY MATERIALS: LINSEED OIL, SHELLAC, TURPENTINE,
AND OTHER MATERIALS, OF COMMERCIAL QUALITY.
D. GYPSUM DRYWALL PRIMER: WHITE, INTERIOR, LATEX-BASED PRIMER.
1. BM: MOORE'S LATEX QUICK-DRY PRIME SEAL #201
2. PPG: 6-2 QUICK-DRY LATEX PRIMER SEALER
3. P&L: LATEX WALL PRIMER Z30001
4. SW: PROMAR 200 LATEX PRIMER SEALER.
E. FERROUS METAL PRIMERS: SYNTHETIC, QUICK-DRYING, RUST-
INHIBITING PRIMERS.
1. BM: IRONCLAD RETARDORUST-INHIBITIVE PAINT #163
2. PPG: 6-208 RED INHIBITIVE METAL PRIMER.
3. P&L: EFFECTO RUST-INHIBITING PRIMER.
4. SW: KEM KROMIK METAL PRIMER B50N2/B50W1.
F. GALVANIZED METAL PRIMERS:
1. BM: IRONCLAD GALVANIZED METAL LATEX PRIMER #155.
2. PPG: 6-215 /216 SPEED HIDE GALVANIZED STEEL PRIMER.
3. P&L: P&L INTERIOR TRIM PRIMER.

G. INTERIOR ENAMEL UNDERCOAT:
1. BM: MOORE'S ALKYD ENAMEL UNDER BODY #217.
2. PPG: 6-6 SPEED HIDE QUICK-DRY ENAMEL UNDERCOATER.
3. P&L: INTERIOR TRIM PRIMER.
4. SW: PROMAR 200 ALKYD SEMI-GLOSS ENAMEL B34wW200.
H. INTERIOR FLAT ALKYD PAINT:
1. AS SPECIFIED ON DECOR SHEETS.
[. INTERIOR SEMI-GLOSS ALKYD ENAMEL:
1. AS SPECIFIED ON DECOR SHEETS.
J. INTERIOR GLOSS ALKYD ENAMEL.:
1. AS SPECIFIED ON DECOR SHEETS.

3 EXECUTION

3.1 EXAMINATION

A. VERIFY THAT SURFACES ARE READY TO RECEIVE WORK AS
INSTRUCTED BY THE PRODUCT MANUFACTURER FOR THE VARIOUS
TYPES OF FINISHES SPECIFIED.

B. MINIMUM APPLICATION TEMPERATURES FOR LATEX PAINTS:
INTERIORS - 45 DEGREES F. EXTERIOR 50 DEGREES F.

C. MINIMUM APPLICATION TEMPERATURE FOR VARNISH AND
TRANSPARENT FINISHES: 65 DEGREES F.

D. MEASURE MOISTURE CONTENT OF SURFACES USING AN ELECTRONIC
MOISTURE METER. DO NOT APPLY FINISHES UNLESS MOISTURE
CONTENT OF SURFACES ARE BELOW THE RECOMMENDED MAXIMUM.

E. BEGINNING OF INSTALLATION MEANS ACCEPTANCE OF SITE
CONDITIONS.

3.2 PREPARATION

A. CORRECT MINOR DEFECTS AND DEFICIENCIES IN SURFACES WHICH
AFFECT WORK OF THIS SECTION.

3.3 APPLICATION

APPLY PRODUCTS TO MANUFACTURER'S INSTRUCTIONS.
PAINT ALL EXPOSED TO VIEW SURFACES.
SAND LIGHTLY BETWEEN COATS TO ACHIEVE REQUIRED FINISH.
DO NOT APPLY FINISHES TO SURFACES THAT ARE NOT DRY.
WHERE CLEAR FINISHES ARE REQUIRED, TINT FILLERS TO MATCH
WOOD. WORK FILLERS INTO THE GRAIN BEFORE SET. WIPE EXCESS
FROM SURFACE.
F. BACK PRIME EXTERIOR WOOD WORK WITH EXTERIOR PRIMER PAINT.
G. BACK PRIME INTERIOR WOOD WORK WITH PRIMER SEALER PAINT.
3.4 MECHANICAL AND ELECTRICAL EQUIPMENT

A. REMOVE FINISHED LOUVERS, GRILLES, COVERS, AND ACCESS PANELS
ON MECHANICAL AND ELECTRICAL COMPONENTS FROM LOCATION
AND PAINT SEPARATELY. FINISH PAINT PRIMED EQUIPMENT TO TO
MATCH ADJACENT WORK.

B. PRIME AND PAINT INSULATED AND EXPOSED PIPES, CONDUIT, BOXES,
INSULATED AND EXPOSED DUCTS, HANGERS, BRACKETS, COLLARS
AND SUPPORTS, TO MATCH ADJACENT WORK EXCEPT WHERE ITEMS
ARE PRE-FINISHED.

C. PAINT INTERIOR SURFACES OF AIR DUCTS, CONVECTOR AND
BASEBOARD HEATING CABINETS THAT ARE VISIBLE THROUGH GRILLES
AND LOUVERS WITH ONE COAT OF FLAT BLACK PAINT, TO LIMIT OF
SIGHT LINE. PAINT DAMPERS, EXCEPT FIRE-RATED, EXPOSED BEHIND
LOUVERS, GRILLES, CONVECTOR AND BASEBOARD CABINETS TO
MATCH FACE PANELS.

D. PAINT EXPOSED CONDUIT AND ELECTRICAL EQUIPMENT OCCURRING
IN FINISHED AREAS. COLOR AND TEXTURE TO MATCH ADJACENT
SURFACES.

E. PAINT BOTH SIDES AND EDGES OF PLYWOOD BACKBOARDS FOR
ELECTRICAL EQUIPMENT BEFORE INSTALLING EQUIPMENT.

3.5 PROTECTION

A. PROTECT OTHER SURFACES FROM PAINT OR DAMAGE. REPAIR

DAMAGE.
3.6 CLEANING

A. AS WORK PROCEEDS, PROMPTLY REMOVE PAINT WHERE SPILLED,

SPLASHED, OR SPATTERED.
3.7 SCHEDULE - INTERIOR SURFACES

A. WOOD - PAINTED:

1. ONE COAT, ALKYD PRIMER SEALER.

2. TWO COATS, ALKYD ENAMEL, WITH SHEEN AS INDICATED ON
DECOR SCHEDULE.

B. WOOD - TRANSPARENT:

1. FILLER COAT FOR OPEN GRAINED WOOD ONLY.

2. ONE COAT STAIN.

3. ONE COAT, SEALER.

4. ONE COAT VARNISH, GLOSS.

5. ONE COAT VARNISH, SATIN.

C. STEEL - UNPRIMED:

1. ONE COAT, ZINC CHROMATE PRIMER.

2. TWO COATS, ALKYD ENAMEL, GLOSS.

D. STEEL - PRIMED:

1. TOUCH-UP WITH ZINC CHROMATE PRIMER.

2. TWO COATS, ALKYD ENAMEL, GLOSS.

E. STEEL GALVANIZED:

1. ONE COAT, ZINC CHROMATE PRIMER.

2. TWO COATS, ALKYD ENAMEL, GLOSS.

F. CONCRETE FLOORS:

1. ONE COAT, CONCRETE SEALER APPLIED PER MANUFACTURER'S

DIRECTIONS.

G. PLASTER, GYPSUM BOARD:

1. ONE COAT, ALKYD PRIMER SEALER.

2. TWO COATS, ALKYD ENAMEL, WITH SHEEN AS NOTED ON DECOR
SCHEDULE.

H. FIRE RETARDANT FINISH:

1. ONE COAT, FIRE RETARDANT PRIMER.

2. TWO COATS, FIRE RETARDANT FINISH, GLOSS.

3. FLAME/SMOKE RATING OF 25/5.

END OF SECTION
DIVISION 10 - SPECIALTIES

moowpy

10520 FIRE EXTINGUISHERS

(a8 LABELED, CO. TYPE MOUNTED ON STURDY WALL BRACKETS
DRY CHEMICAL A.B.C. METAL RECHARABLE TYPE SUPPLIED
BY CONTRACTOR TO MEET LOCAL CODES.

10670 STORAGE SHELVING

WHEN INSTALLING UPRIGHT STORAGE SHELVES,

ATTACH FURRING STRIPS TO STUDS AND ANCHOR SHELVES
SECURELY TO FURRING STRIPS. CENTER SHELVES SHOULD BE
TIED TO WALL SHELVES BY 2' X 4'S TO PREVENT TIPPING. ALL
SHELVING SYSTEMS MUST BE INSTALLED LEVEL.

TEMPORARY FACILITIES

A. SUBCONTRACTORS-

ALL SUBCONTRACTORS SHALL BE RESPONSIBLE

FOR THE REMOVAL OF ANY DEBRIS ASSOCIATED
WITH THEIR WORK, ON A DAILY BASIS.

B. STORAGE-

4. SW: GALVITE B50WS3.

OF ALL CONSTRUCTION MATERIALS, TOOLS, EQUIPMENT

AND DEBRIS MUST BE CONFINED WITHIN THE PREMISES OR IN
AREAS DESIGNATED FOR SUCH PURPOSES BY THE PROJECT
GENERAL CONTRACTOR.

C. TEMPORARY DEMISING WALLS

TEMPORARY DEMISING WALLS SHALL BE CONSTRUCTED OF METAL
STUDS AND DRYWALL & PAINTED TO COMPLY WITH DESIGN STANDARDS
SEE SHEET "A1" CONSTRUCTION PLAN FOR A LISTING OF ALL THE
REQUIREMENTS. AND TEMPORARY DEMISING WALL LOCATIONS.

(IF NOT SHOWN, AS PER MALL CRITERIA)

D. CONTRACTOR-

SHALL FURNISH AND MAINTAIN EQUIPMENT

SUCH AS TEMPORARY LADDERS, SCAFFOLD, ETC., AS MAY BE
REQUIRED FOR THE HANDLING OF HIS MATERIALS AND PERSONNEL
INCIDENTAL TO THE CONSTRUCTION WORK.

DIVISION 16 - ELECTRICAL 16000

16010 - GENERAL

CONTRACTOR SHALL PROVIDE AND INSTALL ALL ELECTRICAL
SYSTEMS AND ANY NECESSARY ACCESSORIES AS PER NEC
AND LOCAL CODES WHETHER SPECIFIED HEREIN OR SHOWN
ON DRAWINGS OR NOT.

REFER TO ELECTRICAL PLANS FOR MORE INFORMATION.

16020 - LAYOUT OF WORK

CORRELATE FINAL EQUIPMENT LOCATIONS WITH GOVERNING
ARCHITECTURAL DRAWINGS. LAYOUT BEFORE INSTALLATION
SO THAT ALL TRADES MAY INSTALL EQUIPMENT IN SPACES
AVAILABLE. PROVIDE COORDINATION AS REQUIRED FOR
INSTALLATION IN A NEAT AND WORKMANLIKE MANNER.

16030 - EXISTING CONDITIONS

INVESTIGATE SITE THOROUGHLY AND REROUTE ALL CONDUIT AND
WIRING IN AREA OF NEW CONSTRUCTION IN ORDER TO MAINTAIN
CONTINUITY OF EXISTING CIRCUITRY. CONTRACTOR MUST VERIFY
AND COORDINATE EXISTING SITE CONDUITS AND PIPING TO ANY
EXCAVATION ON SITE

SPECIAL ATTENTION IS CALLED TO THE FACT THAT WORK INVOLVED
IS IN CONNECTION WITH EXISTING CONSTRUCTION WHICH MUST
REMAIN IN OPERATION WHILE WORK IS BEING PERFORMED. WORK
MUST BE DONE IN ACCORDANCE WITH THE PRIORITY SCHEDULE
SPECIFIED BY THE OWNER

REQUEST WRITTEN PERMISSION AND RECEIVE WRITTEN APPROVAL
FROM LANDLORD CONSTRUCTION MANAGER 72 HOURS IN
ADVANCE OF ANY SHUTDOWN OF EXISTING SYSTEM.

16040 - ELECTRICAL SAFETY PROCEDURES

NO ONE MAY DISCONNECT OR CAUSE TO BE DISCONNECTED ANY
ELECTRICAL CIRCUIT BEFORE PERMISSION IS REQUESTED FROM AND
GRANTED BY LANDLORD ELECTRICAL MAINTENANCE MANAGER OR HIS
AUTHORIZED REPRESENTATIVE THROUGH THE PROJECT MANAGER
MUST HAVE 24 HOURS NOTICE.

16050 - TEMPORARY ELECTRIC

TEMPORARY UTILITIES MUST BE SUPPLIED FROM THE PERMANENT
POWER SOURCE. THE CONTRACTOR MUST INSTALL THE PERMANENT
CONDUIT FOR THE ELECTRICAL SERVICE & TELEPHONE TO PROVIDE
TEMPORARY UTILITIES.

16060 - STANDARDS

ALL MATERIALS SHALL BE NEW AND FREE OF DEFECTS. ALL EQUIPMENT
SHALL BE U.L. LISTED, BEAR THE U.L. LABEL OR BE LABELED OR LISTED
WITH AN APPROVED, NATIONALLY RECOGNIZED ELECTRICAL TESTING
AGENCY AND BE USED FOR IT'S INTENDED USE.

REFER TO REQUIREMENTS IN EACH SECTION FOR OTHER APPLICABLE
STANDARDS.

16070 - SYSTEM TESTS

AFTER SERVICE, PANEL FEEDERS, AND MECHANICAL EQUIPMENT
FEEDERS WIRES OR CABLES ARE IN PLACE, BUT BEFORE BEING
CONNECTED TO DEVICES AND EQUIPMENT, THE SYSTEM SHALL BE
TESTED FOR SHORTS, OPENS, INTENTIONAL AND UNINTENTIONAL
GROUNDS BY MEANS OF AN APPROVED TYPE OF CONSTANT "MEGGER."
ALL WIRES IN CONDUIT THAT ARE SHORTENED OR UNINTENTIONALLY
GROUNDED SHALL BE REPLACED

16080 - GROUNDS

THE RESISTANCE BETWEEN GROUND AND ABSOLUTE EARTH

SHALL NOT EXCEEDS FIVE OHMS AND SHALL BE MEASURED BY THE
ELECTRICAL CONTRACTOR BEFORE EQUIPMENT IS PLACED IN
OPERATION. TESTING SHALL BE PERFORMED ON ALL GROUND ROD
INSTALLATIONS. TESTING SHALL BE 3 POINT METHOD.

16080 - CONDUIT SYSTEMS

ALL CONDUIT SYSTEMS SHALL BE INSTALLED PARALLEL TO OR AT
RIGHT ANGLES TO THE STRUCTURE AND SHALL BE SUSPENDED
FROM OR AFFIXED TO THE BUILDING SUPERSTRUCTURE ONLY AT
LOCATIONS AND METHODS DESIGNED ON THE DRAWINGS.
CONDUITS SHALL NOT HANG FROM CEILING GRID SUPPORTS,
PLUMBING PIPES, DUCT SYSTEMS, HEATING OR AIR CONDITIONING
PIPES OR OTHER BUILDING SYSTEMS.

SINGLE CONDUIT RUNS MAY BE ATTACHED TO THE BUILDING STRUCTURE,
SUSPENDED WITH 3/8" INCH MINIMUM SIZE, ALL-THREAD ROD AND
MINERALC STRAPS, OR INSTALLED ON AN EXISTING CONDUIT RACK
WHERE SPACE IS AVAILABLE. MULTIPLE CONDUIT RUNS SHALL REQUIRE
A SUSPENDED CONDUIT RACK CONSTRUCTED OF 3/8" INCH MINIMUM
SIZE ALL-THREAD ROD AND KINDORF OR UNISTRUT CHANNEL WITH

SIX INCHES OF AVAILABLE SPACE FOR FUTURE CONDUITS.

ALL CONDUITS SHALL BEAR THE (U.L.) LABEL OR SEAL AND SHALL BE
MANUFACTURED IN THE UNITED STATES.

ALL CONDUITS SHALL 3/4" MINIMUM GALVANIZED RIGID STEEL

ALL FLEXIBLE CONDUIT SHALL BE 1/2" MINIMUM AND SHALL NOT
EXCEED 6FT IN LENGTH.

ELECTRICAL METALLIC TUBING(FED. SPECIFICATION WW-C-5631):

1 - COUPLINGS AND CONNECTORS SHALL BE STEEL COMPRESSION.

2 - CONNECTORS SHALL HAVE INSULATED THROAT.

3 - HANGERS SHALL BE OF STEEL AND INSTALLED A MAXIMUM OF 8'
THE ENTIRE LENGTH OF THE SYSTEM.

4 - CONDUIT BODIES SHALL BE MALLEABLE IRON. ALUMINUM AND (SLB)
CONDUIT BODIES SHALL NOT BE ACCEPTABLE. CONDUIT BODIES
SHALL BE PROVIDED WITH A SHEET METAL OR CAST COVER AND
RUBBER OR NEOPRENE GASKET

ALL CUTS SHALL BE REAMED SMOOTH AND FREE OF SHARP AND
ABRASIVE AREAS BY USE OF AN APPROVED REAMER.

EXPANSION FITTING SHALL BE HOT DIPPED GALVANIZED INSIDE AND
OUTSIDE PROVIDING A 4" EXPANSION CHAMBER - AND SHALL HAVE AN
EXTERNAL BONDING JUMPER INSTALLED WITH APPROVED CLAMPS.

CONDUIT SYSTEMS AND ALL RELATED FITINGS, BOXES, SUPPORTS,
AND HANGERS MUST MEET ALL NATIONAL, STATE AND LOCAL
REQUIREMENTS AS WELL AS ALL RELATED CODES AND

OTHER FEDERAL CODES WHERE APPLICABLE.

ALL CONDUIT USE IN THIS PROJECT SHALL BE MANUFACTURES
WITHIN THE UNITED STATES, AND EACH SHALL BE MANUFACTURED

BY ONE MANUFACTURE

ALL CONNECTIONS TO TRANSFORMERS SHALL BE MADE WITH NOT
LESS THAN 12" OF FLEXIBLE LIQUID-TIGHT STEEL CONDUIT USING
SPECIAL TYPE OF CONNECTORS WITH STRAIN RELIEF FITTINGS AT BOTH
TERMINATION'S OF CONDUIT (KELLENS TYPE "SR" OR APPROVED EQUAL)
FLEX CONNECTORS SHALL BE INSULATED THROUGHOUT AND SHALL BE
T&B 3100 SERIES OR APPROVED EQUAL.

EXPANSION FITTING SHALL BE INSTALLED IN THE FOLLOWING CASES:

IN EACH CONDUIT RUN WHENEVER IT CROSSES AN EXPANSION JOINT

IN THE STRUCTURE ON ONE SIDE OF JOINT WITH ITS SLIDING SLEEVE
AND FLUSH WITH JOINT, AND WITH A LENGTH OF BONDING JUMPER

IN EXPANSION EQUAL TO AT LEAST THREE TIMES THE NORMAL WIDTH OF
JOINTS IN EACH CONDUIT RUN WHICH IS MECHANICALLY ATTACHED TO
SEPARATE STRUCTURES TO RETRIEVE STRAIN CAUSED BY A SHIFT ON
ONE STRUCTURE IN RELATION TO THE OTHER

ALL JUNCTION BOXES OF 100 CUBIC INCHES OR MORE SHALL
CONSTRUCTEDOF 14 GAUGE STEEL WITH HOT DIP GALVANIZED COATING.

16090 - WIRE AND CABLES

CONDUCTORS:

BRANCH CIRCUIT AND FEEDER CONDUCTORS FOR ELECTRIC POWER SHALL
BE COPPER TYPE (THHN, THWN OR THW) INSULATION FOR BRANCH CIRCUITS
AND FEEDERS, UNLESS SPECIFICALLY NOTED OTHERWISE. NO ALUMINUM
WIRING SHALL BE PERMITTED. ALL WIRE SHALL BE SIZE SHOWN ON THE
DRAWINGS, IF NO SIZE IS SHOWN, WIRE SHALL BE NO 12.

TAPS AND SPLICES

ALL COPPER TAPS AND SPLICES IN #8 OR SMALLER WIRE SHALL BE
FASTENED TOGETHER BY MEANS OF "WIRENUT" CONNECTORS. (IDEAL)
ALL TAPS AND SPLICES IN WIRE LARGER THAN #8 SHALL BE MADE WITH
COLOR KEYED HIGH COMPRESSION TYPE CONNECTORS FOR USE WITH
MANUFACTURE'S APPROVED DIES, T&B SERIES 54000, BURNDY "HY-DENT"
ANDERSON "VERSA-CRIMP" OR MAC PRODUCTS AN APPROVED SHRINK
SLEEVE TO EQUAL INSULATION RATING OF WIRE SHALL BE USED TO
INSULATE SPLICE

FEEDER CONDUCTORS SHALL NOT BE SPLICED IN PULL BOXES FOR
RUNS THAT ARE 1,000 FT. OR LESS, UNLESS APPROVED BY LANDLORD

COLOR CODING

UNLESS OTHERWISE APPROVED,COLOR-CODE FOR POWER WIRING

SHALL BE AS FOLLOWS NEUTRAL VOLTAGE NOT SPECIFIED SHOULD

BE WHITE FOR LOW VOLTAGE 120/208V AND GRAY FOR 277/480V.

120/208V, PHASE A- BLACK: PHASE B- RED: PHASE C- BLUE. 480/277,

PHASE 1- BROWN : PHASE B- ORANGE PHASEC- YELLOW, ALL SWITCHLEGS,
OTHER VOLTAGE SYSTEM WIRING, CONTROL AND INTERLOCK

SHALL BE COLOR-CODED OTHER THAN THOSE ABOVE.

16100 - OUTLET BOXES

GENERAL:

AT ALL CONCEALED OUTLETS FOR ELECTRIC LIGHTS, SWITCHES, WALL
RECEPTACLES, TELEPHONE OUTLET, ETC., STANDARD GALVANIZED ONE
PIECE STEEL OUTLET BOXES SHALL BE PROVIDED. SURFACE OUTLET
BOXES SHALL BE STANDARD GALVANIZED ONE PIECE, 4" SQUARE BY

1 1/2" DEEP WITH RAISED COVERS, TRIM RINGS AND COVERS SHALL BE
OF ONE PIECE CONSTRUCTION. (STEEL CITY)

CEILING OUTLET BOXES SHALL BE 4" OCTAGONAL OR 4" SQUARE BY 1 1/2"
DEEP OR LARGER AS REQUIRED FOR NUMBER AND SIZE OF CONDUCTORS
AND ARRANGEMENT SIZE AND NUMBER OF CONDUITS TERMINATING AT THEM.

SWITCH, WALL RECEPTACLE, TELEPHONE AND OTHER WALL OUTLET BOXES
IN DRYWALL SHALL BE 4" SQUARE X 1 1/2" DEEP. FOR EXPOSED MASONRY,
PROVIDE ONE PIECE 2 1/2" OR 3 1/4" DEEP WALL BOXES. (STEEL CITY TYPE GW)

ALL FLUSH OUTLETS SHALL BE MOUNTED SO THAT COVERS AND PLATES
WILL FINISH FLUSH WITH FINISHED SURFACE WITHOUT THE USE OF

SHIMS, MATS, OR OTHER DEVICES NOT SUBMITTED OR APPROVED FOR THE
PURPOSE. PLATE SHALL NOT SUPPORT WIRING DEVICES. GANG SWITCHES
WITH COMMON PLATE WHERE TWO OR MORE ARE INDICATED IN THE SAME
LOCATION. WALL MOUNTED DEVICES OF DIFFERENT SYSTEMS (SWITCHES,
T-STATS, ETC.) SHALL BE COORDINATED FOR SYMMETRY WHEN LOCATED
NEAR EACH OTHER ON THE SAME WALL. OUTLETS ON EACH SIDE OF
WALLS SHALL HAVE SEPARATE BOXES. THROUGH-WALL TYPE BOXES SHALL
NOT BE PERMITTED. BACK-TO-BACK MOUNTING SHALL NOT BE PERMITTED.
TRIM RINGS SHALL BE EXTENDED TO WITHIN 1/4" OF FINAL WALL SURFACE.

OUTLET BOXES MOUNTED IN METAL STUD WALLS ARE TO BE SUPPORTED
TO STUDS WITH TWO SCREWS INSIDE OF OUTLET BOX TO A HORIZONTAL
STUD BRACE BETWEEN VERTICAL STUDS. STEEL CITY 52151-MS

SERIES OR AN ACCEPTABLE SUB. A HORIZONTAL BRACE SHALL NOT BE

BE REQUIRED WHEN STEEL CITY 52151-1-MS SERIES BOXES ARE USED
AND THE BOX BRACKET IS ATTACHED TO THE STUD WITH TWO (2) SCREWS.

REFER TO SHEET E1 FOR LOCATION & HEIGHTS OF OUTLETS

16110 - WIRING DEVICES

GENERAL:
WIRING DEVICES SHALL BE SPECIFICATION GRADE. SWITCHES SHALL
BE SILENT TYPE. RECEPTACLES SHALL BE DUPLEX GROUNDING TYPE.

VOLTAGE AND AMPERE RATING OF SWITCHES SHALL BE MARKED ON
SWITCH, AND SHALL CONFORM TO VOLTAGE OF SYSTEM TO WHICH
APPLIED SWITCH SHALL BE RATED AT 20A.

DUPLEX RECEPTACLES SHALL BE RATED AT 20A.

MANUFACTURES SHALL BE HUBBLE-ARROW-HART,SIERRA,PASS
AND SEYMORE OR EQUAL.

16120 - DISCONNECTS

GENERAL:
ALL DISCONNECTS SWITCHES SHALL BE (NEMA 1 HEAVY DUTY).
SWITCHES SHALL BE WESTINGHOUSE/CUTLER HAMMER.

PROVIDE AND INSTALL LUGS ON EACH DISCONNECT SWITCH AS
REQUIRED TO ACCEPT CONDUCTORS AND TO MATCH THE RATING
OF THE CONDUCTORS.

16130 - GROUNDING

GENERAL:

ALL ELECTRICAL EQUIPMENT SHALL BE BONDED TOGETHER WITH

A GREEN INSULATED OR BARE COPPER SYSTEM CONDUCTOR

IN ACCORDANCE WITH SPECIFIC RULES OF ARTICLE 250 OF

THE N.E.C. BONDING CONDUCTOR THROUGH THE RACEWAY SYSTEM
SHALL BE CONTINUOUS FROM MAIN SWITCH GROUND BUS TO PANEL
GROUND BAR OF EACH PANEL BOARD, AND FROM PANEL GROUNDING BAR
OF EACH PANEL BOARD TO BRANCH CIRCUIT EQUIPMENT AND DEVICES.

16130 - PANEL BOARDS

GENERAL:

LIGHTING AND APPLIANCE BRANCH CIRCUIT PANEL BOARD NEMA PB1, CIRCUIT
BREAKER TYPE, DEAD FRONT WITH MOLDED CASE CIRCUIT BREAKERS TYPE
NEMA AB1, PLUG ON. PANEL BOARDS BUS SHALL BE COPPER INCLUDING
NEUTRAL AND GROUND BUS PROVIDE FULL SIZE NEUTRAL BUS FINISH

SHALL BE STANDARD BAKED ENAMEL MAIN BREAKER SHALL BE INDIVIDUALLY
MOUNTED STEADY STATE CURRENT (LOAD) AT EACH PANEL BOARD FEEDER
REARRANGE CIRCUITS IN THE PANEL BOARD TO BALANCE THE PHASE LOAD
TO WITHIN 20 PERCENT OF EACH OTHER. PROVIDE TYPED CIRCUIT DIRECTORY
AND 2 KEYS OF PANEL BOARD LOCK.

16140 - TRANSFORMERS

GENERAL:

TRANSFORMER SHALL MEET THE QUALITY REQUIREMENTS OF NEMA
STANDARDS ST20.

TRANSFORMER - DRY TYPE AND APPLICABLE ANSI, UL AND IEEE STANDARDS.
MANUFACTURER
TRANSFORMER SHALL BE WESTINGHOUSE / CUTLER HAMMER

DRY TYPE TRANSFORMERS SHALL BE TWO WINDING TYPE CONFORMING
TO THE APPLICABLE REQUIREMENTS OF NEMA STANDARD ST20, AND TO
APPLICABLE ANSI, UL AND IEEE STANDARDS. TRANSFORMER WINDINGS
SHALL BE CONTINUOUS WOUND COPPER (98@246 CONDUCTIVITY)
CONSTRUCTION.

TRANSFORMERS SHALL BE SUITABLE FOR INDOOR USE ONLY BUT
SHALL BE RESISTANT TO THERMAL SHOCK AND HIGH HUMIDITY.

A MINIMUM OF FOUR FULL RATED TAPS SHALL BE PROVIDED IN HIGH VOLTAGE
WINDING, TWO 2 1/2% BELOW AND TWO 2 1/2% ABOVE NORMAL VOLTAGE.

TRANSFORMER SHALL BE CLASS H-200° C (ISTC) CLASSIFICATION
WITH A WINDING TEMPERATURE RISE OF 115 C

TRANSFORMER SHALL BE CABLE OF OPERATING AT 100% OF NAME
PLATERING CONTINUOUSLY WHILE IN AN AMBIENT TEMPERATURE NOT
EXCEEDING 40C.

TRANSFORMER SHALL HAVE A SOUND LEVEL EQUAL TO OR LOWER
THAN 45 DECIBELS (IN ACCORDANCE WITH ANSI C89)

REFER TO SHEET E3 FOR TRANSFORMER MOUNTING DETAIL

16150 - LIGHTING FIXTURES

LIGHT FIXTURES SHALL BE FURNISHED COMPLETE WITH LAMPS
AND ALL NECESSARY TRIM AND MOUNTING HARDWARE. INSTALL
AS SHOWN ON THE DRAWINGS.

LIGHT FIXTURES SHALL BE NEATLY AND FIRMLY MOUNTED, USING
STANDARD SUPPORTS FOR OUTLET AND FIXTURES.

INCANDESCENT LIGHT FIXTURES SHALL BE 120VOLT.

ALL FLUORESCENT FIXTURES FURNISHED UNDER THIS SECTION
SHALL BE INDIVIDUALLY FUSED WITH RENEWABLE FUSE IN AN
EXTERNAL HLR HOLDER.

FURNISH TO SPENCER GIFTS TEN EXTRA RENEWABLE FUSES
OF EACH TYPE AND RATING.

ALL FLUORESCENT BALLASTS FURNISHED UNDER THIS SECTION
SHALL BE COVERED BY A FIVE-YEAR WARRANTY AGAINST DEFECTS.
WARRANTY SHALL INCLUDE PAYMENT FOR NORMAL LABOR COSTS
OF REPLACEMENT, ALL FLUORESCENT BALLAST'S SHALL BE OF
HIGH-ENERGY EFFICIENT ELECTRONIC TYPE AND COMPLY WITH THE
FOLLOWING SPECIFICATIONS:

BALLASTS SHALL BE MADE IN THE UNITED STATES OF AMERICA.
BALLAST'S SHALL CONSISTENTLY START AND OPERATE FROM A
SUPPLY (LINE) VOLTAGE OF PLUS OR MINUS 10 PERCENT ABOUT
THE CENTER DESIGN VOLTAGE OF 120 OR 277 VOLTS.

BALLAST SHALL OPERATE LAMPS AT A FREQUENCY ABOVE 20K HZ
FROM AN INPUT FREQUENCY OF 60 HZ.

BALLAST FOR RAPID START LAMPS (T8 OR T12) OR SLIMLINE LAMPS
SHALL BE CAPABLE OF OPERATING REMAINING LAMP(S) IF ONE OR
MORE COMPANION LAMPS FAIL OR ARE REMOVED

ALL BALLASTS SHALL BE UL. LISTED AND COMPLY WITH F.C.C. REQ.'S

ALL BALLAST SHALL BE MANUFACTURED BY MAGNETEK ELECTRONIC
TRIAD OCTRON AND USE T8 OCTIC LAMPS.

16200 - TELEPHONE

A SEPARATE CONDUIT SYSTEM INCLUDING TERMINAL CABINETS,
BACKBOARDS, CABLES, JACKS, AND OUTLETS AS SHOWN ON
SHEET E2 SHALL BE FURNISHED AND INSTALLED BY THE
ELECTRICAL CONTRACTOR.

16300 - FIRE ALARM SYSTEM

GENERAL:

ADDITIONS, MODIFICATIONS OR ALTERATIONS TO EXISTING SYSTEMS
SHALL UTILIZE EQUIPMENT OF SAME MANUFACTURE AS EXISTING
UNLESS EQUIPMENT OF ANOTHER MANUFACTURE HAS BEEN
APPROVED DURING DESIGN REVIEW PROCEDURES

NO ADDITIONS, MODIFICATIONS OR ALTERATIONS TO EXISTING FIRE
ALARM SYSTEM SHALL PROCEED PRIOR TO WRITTEN NOTIFICATION
TO AUTHORITY, FACILITIES DEPARTMENT, ELECTRONICS SHOP, A
MINIMUM OF 72 HOURS IN ADVANCE.

FIRE ALARM ADDITIONS IN THE MAIN TERMINAL SHALL USE EQUIPMENT
MANUFACTURED BY -------—--————— oo - AND SHALL BE
CONNECTED TO THE ------ FIRE ALARM COMPUTER LOCATED IN THE
COMMUNICATION CENTER ALL WORK SHALL BE PERFORMED BY AN
AUTHORIZED ------ REPRESENTATIVE.

16400 - CERTIFICATE OF OCCUPANCY

INSTALL A FRAMED COPY OF THE CERTIFICATE OF OCCUPANCY
INCLUDING AFTER HOURS CONTACTS IN THE STOCKROOM
ABOVE THE MANAGER'S DESK.

16500 - HVAC

IF ASTORE IS TO HAVE A NEW ROOFTOP UNIT INSTALLED, SG WILL
BE RESPONSIBLE FOR ORDERING THE APPROPRIATE UNIT. ONLY
YORK ROOFTOP UNITS ARE TO BE SPECIFIED AND ORDERED. ALL
OTHER HVAC EQUIPMENT WILL BE THE RESPONSIBILITY OF THE GC
TO SUPPLY AND INSTALL

IF ASTORE IS TO BE ATTACHED TO THE MALL'S AIR PLENUM RETURN,

THE G.C. WILL BE RESPONSIBLE FOR INSTALLING THE DUCT WORK TO
CONTINUE THE MALL'S RETURN AIR PLENUM AS REQUIRED.

END OF SECTION
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DEMOLITION KEY NOTES

DEMOLITION GENERAL NOTES

SITE VISIT AND ADDITIONAL NOTES:

SPRINKLER/FIRE ALARM NOTES

DEMOLITION PLAN

1 | EXISTG DEMISING WALL TO REMAIN. PATCH AND REPAR AS REQUIRED. T.G.C. OR T.G.C. SUB-CONTRACTOR'S MUST VISIT SITE BEFORE SUBMITTING BID. ANY EXISTING 1. IF EXISTING SPRINKLER MAIN RUNS BELOW 12'-0", CONTRACTOR IS TO RAISE SPRINKLER MAIN TO HEIGHT OF
A oo ot ¢ PELD CONDIAONS D NOTIFY SPENCER GFTS OF ALL CONDITIONS THAT ARE TO REMAIN MUST BE VERIFIED AND CHECKED BEFORE BIDDING. THE 12-0" AFF.
EXIST'G FURRED OUT INTERIOR WALL OR BUILDOUT TO BE REMOVED UNLESS USED TO ALIGN : ARCHITECT MUST BE NOTIFIED IMMEDIATELY FOR ANY DISCREPANCY ON THE DRAWINGS SEEN ON
2 | DEMISING WALL WITH COLUMNS. PATCH AND REPAIR AS REQ'D TO MAINTAIN FIRE RATING AND SITE DURING VISIT. T.G.C IS ALSO RESPONSIBLE TO PATCH AND REPAIR ANY DAMAGED OR 2. SPRINKLER CONTRACTOR SHALL ALTER THE SPRINKLER SYSTEM TO INCLUDE DROPS, HEADS, FACILITIES FOR
EXTEND IF COLUMNS PROTRUDE. B. gﬁ%ﬁgg‘;@‘gf&ﬁgﬁsﬂm RREE’;"Ig'gk UNLESS OTHERWISE NOTED. SEE SPRINKLER UNFORESEEN CONDITIONS ON SITE SO THEREFORE T.G.C. MUST VISIT THE SITE THOROUGHLY. PROPER DRAINAGE AND ANY NECESSARY TEST VALVES ORIFICES OR OTHER EQUIPMENT AS MAY BE REQUIRED.
T ' THERE WILL BE NO ADDITIONAL CHARGE TO OWNER FOR ANY UNFORESEEN OR FOR ANY ALL IN ACCORDANCE WITH THE DEVELOPER'S FIRE UNDERWRITERS APPROVED DRAWINGS AND SPECIFICATIONS.
3 | EXISTG INTERIOR WALL OR BUILDOUT TO BE REMOVED AS INDICATED BY DASHED LINE. PATCH C ARRANGE AND PAY FOR DISCONNECTING. REMOVING AND CAPPING UTILTY SERVICES WITHIN PATCHING AND REPAIRING ON EXISTING CONDITION UNLESS IT IS REQUESTED BY LANDLORD OR
& REPAR EXIST'G ADJACENT SLAB AND DEMISING WALL AS REQ'D TO MAINTAIN FIRE RATING " ARFAS OF DEMOLITION. DISCONNECT AND STUB OFF ALL UTILITES AFFECTED BY THE BUILDING OFFICIAL. T.G.C. MUST PROVIDE IN WRITING FROM THE BUILDING OFFICIAL OR 3. BEFORE PROCEEDING WITH ANY INSTALLATION WORK, CONTRACTOR SHALL FORWARD TWO (2) BLUELINE PRINTS
G.C. TO REMOVE STOREFRONT GLAZING, FRAMING, ENTRANCE, SOFFIT, LIGHTING & SIGNAGE IN THER DEMOLITION WORK. NOTIFY THE AFFECTED UTILTY COMPANY AND BUILDING MANAGER IN LANDLORD, AND PRESENT IT TO OWNER AND ARCHITECT. OF SPRINKLER SHOP DRAWINGS BEARING THE DEVELOPERS FIRE INSURANCE UNDERWRITER'S STAMP OF
4 ENTIRETY, FROM NEUTRAL PIER TO NEUTRAL PIER AND FROM FLOOR TO MALL BULKHEAD ABOVE. ADVANCE AND OBTAIN APPROVAL PRIOR TO THIS WORK. APPROVAL TO THE DEVELOPERS FOR THEIR RECORDS.
PATCH AND REPAIR ALL MALL FINISHES AS REQUIRED TO MATCH EXISTING FINISHES PATCHING AND REPAIRING INCLUDES BUT NOT LIMITED TO:
5 | NEUTRAL PIER TO BE REMOVED — COORDINATE WITH MALL OPS. MNGR. D. PROVIDE & MAINTAIN TEMPORARY LIGHTING & POWER AS REQUIRED FOR THE DEMOLITION 1. ALL THE UNFORESEEN CONDITIONS. 4. THE SPRINKLER SYSTEM SHALL BE TESTED AT WATER PRESSURE OF 200 PSI FOR A PERIOD OF 2 HOURS IN
& CONSTRUCTION PHASES. % [Dmﬁggg EfgéﬂNgR/s&Ag%%Tﬂg:ﬁs THE PRESENCE OF THE DEVELOPER'S REPRESENTATIVE.
6 _ R .
EXSTG DOOR TO REMAN. - REFER TO DOOR SCHEDULE, SHEET A-1. E.  EXCEPT WHERE NOTED OTHERWISE, LEGALLY REMOVE ALL DEMOLISHED MATERIALS OFF SITE 4. DECK / STRUCTURE OR FIRE SPRAY ON ALL EXISTING COLUMNS, DECKING AND BEAMS IN 5. UPON COMPLETION OF THE SYSTEM, THE CONTRACTOR SHALL SUBMIT A WRITTEN CERTIFICATE TO THE
2] GC. T0 VERFY IF EXISTNG COLUMNS IN DEMISING WALL PROTRUDE FROM FACE OF GYP. BD. IF IMMEDIATELY. ORDER TO MAINTAIN RATING THAT IS REQUIRED BY CODE OR BUILDING OFFICIAL. DEVELOPER FROM THE UNDERWRITER STATING THE SYSTEM WAS INSPECTED AND APPROVED.
SO CONTACT SPENCER GIFTS OR ARCHITECT IMMEDIATELY. 6. ANY MECHANICAL, ELECTRICAL OR PLUMBING ISSUES (SEE ENGINEERING DRAWINGS FOR 6. MALL REQURED SPRIKLER CONTRACTOR To SUPPLY PERMITS. SHOP DRAWNGS & PERFORM WORK AS PER NEW
G.C. TO REMOVE ALL SALES FIXTURES, CASHWRAPS, AND SALES SHELVING. G.C. TO PATCH AND F. DEMOLISH IN AN ORDERLY AND CAREFUL MANNER AS REQ'D TO ACCOMMODATE NEW WORK, EXTENT OF DEMOLITION). : :
8 | REPAIR ANY & ALL REMAINING HOLES IN WALL SURFACES AND PREPARE FOR NEW FINISHES. SEE INCLUDING THAT REQUIRED FOR CONNECTION TO THE EXIST'G BUILDING. PROTECT EXIST'G 7. DAMAGED EXISTING FIRE PROC DESIGN AND REQUIRED REGULATIONS. G.C TO COORDINATE WORK WITH SPRINKLER CONTRACTOR.
) STRUCTURAL MEMBERS, PHASE DEMO IN ACCORDANCE WITH CONSTRUCTION SCHEDULE.
21(:1 ;(?RRE;(T)CE'LSALL FLOORING MATERIALS. REMOVE ALL ADHESVES To BARE SUBFLOOR 7. G.C. IS RESPONSIBLE FOR SUPPLYING AND INSTALLING ALL SMOKE DETECTION SYSTEMS TO MEET MALL CRITERIA
9 AND PATCH AND REPAIR AS REQUIRED Gé To ENSURE SLAB 1S SMOOTH AND FREE. FROM G. PERFORM DEMOLITION IN ACCORDANCE WITH APPLICABLE AUTHORITIES HAVING AND LOCAL CODE CONTRACTOR TO COORDINATE ALL INSTALLATION OF MALL SYSTEMS WITH MALL
- 6L JURISDICTION SIBLE FOR VERIFYING DRAWINGS AND SITE CONDITIONS BEFORE BIDDING. REPRESENTATIVE. REUSE ALL EXISTING FIRE ALARM AND SMOKE DETECTION COMPONENTS. BRING TO LIKE NEW
ALL DEPRESSION AND CHANNELS ' NOTIFY ARCHITECT WITH ANY COLUMN DISCREPANCY OR DISCREPANCIES ON SITE. CONDITIONS.
10 G.C. TO REMOVE ALL ELECTRICAL FIXTURES (IE. IDEO MONITOR, TRACK, TRACK HEAD LIGHTING H. REPAIR ALL DEMOLITION PERFORMED IN EXCESS OF THAT REQ'D, AT NO COST TO THE
DATA LINES, JUNCTION BOXES, RECEPTACLES, WIRING, CONDUITS) UNLESS OTHERWISE NOTED. OWNER.
11| G.C. TO REMOVE EXISTING 2'X4’ CEILING TILES, GRID, AND CEILING MOUNTED LIGHTING. . HVAC CONTRACTOR TO INSPECT EXIST'G CONDITIONS PRIOR TO DEMOLITION AND DETERMINE
WHETHER ANY COMPRESSOR REFRIGERANT LINES ARE PRESENT THAT MUST BE PROPERLY
6.C TO REMOVE STOCKROOM SHELVING AND REPLACE WITH EXISTING EQUIPTO UNITS FROM THE SALES ,
12 AREA. INSTALL PER THE FIXTURE PLAN DRAINED (TO E.P.A. STD.), IF DEMOLITION IS REQ'D. T6.C. 15 TO PROYIDE ARCHITECTS W DIMENSIONS UPON COMPLETION OF DEMOLITION.
13| G.C. TO REMOVE CEILING MOUNTED LIGHTING THROUGHOUT . DEMOLISH WITHOUT EXCESS NOISE OR FUMES, SO AS NOT TO DISRUPT BUSINESS OF IMMEDIATELY UPON COMPLETION OF DEMOLITION OR PREPARATION OF DEMISED SPACE FOR
SEJQSEEEFEN@E:OOAATAY LOUD DEMOLITION TO TAKE PLACE AFTER 9:30PM AND MUST FRAMING LAYOUT, T.G.C. IS TO CONFIRM / REPORT TO THE ARCHITECT, ALL EXISTING OR FOUND
721 GG TO VERFY WITH LANDLORD CONSTRUCTION OF BARRICADE AND INCLUDE IN BID - 00AM. CONDITIONS AND DIMENSIONS RELATING TO THE STOREFRONT WHETHER DISCREPANT OR NOT TO
K. ELECTRICAL CONTRACTOR TO DISCONNECT AND STORE EXISTING ALARM SYSTEM INCLUDING THE CONSTRUCTION DRAWNGS. THE ARCHITECT IS TO CONFIRM TO THE OWNER'S
KEY PAD, STROBE LIGHTS, HORN, SENSORS, CONTROL BOX. AND PLUG—IN TRANSFORMER. PROCUREMENT MANAGER AND PROJECT MANAGER, SIGN VENDOR AND GATE / GRILLE VENDOR,
15| EXISTING HVAC UNITS TO REMAIN. SEE MECHANICAL SHEET. TURN OVER TO NEW STORE MERGHANDISER, OR MANAGER AETER CONSTRUCTION IS THAT A MODIFICATION IS NECESSARY OR THAT THE STOREFRONT AS DESIGNED AND
COMPLETED. DIMENSIONED CAN BE ACHIEVED.
16| G.C. TO REMOVE EXISTING SUPPLY REGISTERS. EXISTING DUCTWORK TO REMAIN. SEE MECHANICAL SHEET.
L CAP ALL ABANDONED UTILITIES PER CODE. T.G.C. TO VERIFY EXISTING DIMENSIONS AND LEASE LINE LOCATIONS AFTER DEMOLITION. IF ANY
17| ENSURE EXISTING COLUMN (IF ANY) MAINTAINS FIRE RATING AS REQUIRED DISCREPANCIES G.C. TO NOTIFY THE ARCHITECT AS SOON AS POSSIBLE. AS A RESULT OF A
18| ELECTRIAL SERVICE LOGATION — REFER 70 SHEET E-3 M. ALL TRASH HAULING MUST BE COORDINATED WITH MALL OPERATIONS MANAGER. FAILURE TO CONFIRM ANY EXTRA WORK WILL BE CHARGED TO THE G.C.
79| GC. T VERFY IN FIELD WITH LANDLORD OR MALL OPERATIONS MANAGER DIMENSIONS OF NEUTRAL
PIER AND SPENCER GIFT'S LEASE LINE (INCLUDING ALLOWABLE BUILD-OUT) AND NOTIFY SPENCER
REPRESENTATIVE OF ANY DISCREPANCIES FROM Al.1 SHEET
20| GC. TO VERFY EXISTING EQUIPMENT ABOVE TO ENSURE CLEARANCE FOR 12'~0" GALV. PIPE
LIGHTING LAYOUT. EQUIPMENT TO REMANN. PRIOR TO SUBMITTING HIS OR HER BID, EACH BIDDER SHALL EXAMINE THE SITE AND
FAMILIARIZE HIMSELF WITH ALL EXISTING CONDITIONS PRIOR TO BIDDING THE JOB. NO EXTRA
21| EXSTG DOOR TO BE REMOVED COMPLETE. COMPENSATION WILL BE ALLOWED BECAUSE OF A MISUNDERSTANDING AS TO THE AMOUNT OF
G.C. TO REMOVE THE TOILET ROOM IN ITS ENTIRETY. PLUMBING LINES TO BE TRENCHED & RELOCATED TO WORK INVOLVED OR A LACK OF KNOWLEDGE ABOUT EXISTING CONDITIONS.
22| NEW LOCATION BY LANDLORD. SEE PLUMBING DRAWING FOR NEW LOCATION. ANY UNUSED WATER OR SEWER
LINES SHALL BE CUT BELOW SLAB OR IN WALLS AND BE CAPPED GAS AND WATER TIGHT.
23| EXISTING GLAZING SYSTEM TO REMAIN, G.C. TO CLEAN TO "LIKE NEW" CONDITION.
DO NOT REMOVE EXISTING D-MARK AND/OR ANY ASSOCIATED WIRING FROM THAT POINT BACK
TO THE LANDLORD'S TELEPHONE DISTRIBUTION ROOM.
@ €@ cop €op €op cos
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SALES FLOOR
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SCALE: 1/4" = 1'-0"
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NOTE:
TIME CLOCK FOR STOREFRONT SIGN TO BE

SUPPLIED BY SPENCER, AND INSTALLED BY
6C TO INSTALL POS CONTRACTOR.
ENGLOSURE/SHROUD? G.C. TO BOLT SAFE TO FLOOR IN STOCKROOM
COORDINATE LOCATION WITH S.G. PROJECT MGR.
NOTE: SEE MANUFACTURERS SHOP DRAWING
. ¥ FOR OVERHEAD DISPLAY FIXTURE DETAILS.
/
SYMBOLS < =| BRUSHED STAINLESS {
T L—] (« ) 48"X18"X8' SHELVING 8 SHELVES PER STEEL
E (FF=A) TOWER UNIT S (FF-M) CEILNG WIRE GRID ONIT : N
1 1 l:_l-l , —
- TWO WAY FIXTURE «====  (FF-N) BULLETIN BOARD tz MANAGER'S FILE CABINET H T JENELRY TOWER
| <> TEE SHIRT CUBE uaoess S , N g
~ ( ) MANAGER'S DESK & 48X18”X8 :
] H-BASE FIXTURE o SHELVING 4 SHELVES PER UNIT S %
6' HINGED DROP DOWN PANEL N <
i ((S=D ) 24"x18"X8' SHELVING 8 SHELVES PER
0 BUNKER UNIT
L BODY JEWELRY UNIT %
. > -
—r e=====a SLATWALL SUPPLIED AND INSTALLED
__l__ POSTER UNIT BY GC. FROM 2'—0" AF.F. TO 10’
CASH WRAP — POS ENCLOSURE /COUNTER - AF.F. VETAL SLATRALL — L 300 200 L . |,
“ . /7N 4™ ADA COMPLIANT COUNTER 7 7
i T o) (FF=V) CARD DISPLAY
\\’/
>Z< CASH WRAP — POS ENCLOSURE /ACCESSIBLE COUNTER
N ACCESSIBLE CASHWRAP ELEVATION
AR SCALE: 3/4" = 1'-0"
\ ?/ CASH WRAP — JEWELRY COUNTER
CASH WRAP — BACK WRAP
OVERHEAD DISPLAY FIXTURE
— DROP DOWN PANEL
@ @ 4’7" METAL 4'-7" METAL @ @
SLATWALL TYPICAL SLATWALL TYPICAL
30°-6" METAL SLATWALL TYPICAL TO 11°—6” A.F.F. T0 11°-6" AFF, _TO 11'-6" AFF. 24'—11" METAL SLATWALL TYPICAL TO 11'—6” A.F.F.
11
N 14’-0" 6-0" —\ 10-55" 11°-0%" 10-57" 6'-0" 8-5"
HoLD / \ 16'-0" | 16'—0" I
/ \ I '
Col— - = =) = :
@ || 22, % zzzz77/0 sy S (ST~
B 4 =~< S-A =~ S-A =~
________________ —_ _ : __ — A TA ) el ! = ~d
AfET==EfEg LK. ¢ = B "= B [EEI==EZS /
' . I [ | : | AT Tl |
DROP DOWN PANEL Ia | :(EITK)I Bl 'ﬂ? | E'-Lz)' | DROP DOWN PANEL @
| \ gg%f%f" gEZMTO ﬁ | N Id ﬁ\ | | Id MOUNTED FLUSH TO $
| o B BOTTOM OF BEAM '
| T AR S R . / ’ > TOCKROOM
| I = i PN \ (FF-B)/ %
| I | 7 @O 1 X I):((—E//Z‘—I 7 / Y |
| I ” I LJ.\/_I____ka ___L_ pred § f | |@
I | | (F0) A () ¢ SR
| I \:I I : ‘ 1 Al
N S /
b e . st i RS
I = \ FFX Fr=K g | ‘
T R — i eyl 51 b )
(TN PO Il T Y o 2
ﬂ.&}@!&.ﬂz}é—// LI LTI LT 27227 mmm%&mmﬂuiﬂ%;ﬂu‘m% § : ? d A \ M
| | ¢ \ .
R e < X > P Al 5—0" | |
h 4 | < | % Hf/s//g%ifgw /
@ FF-0) (F-0)(FF-0) == " : ? \ ToILET Roou,”
SALES AREA W1 Y
| iy [ — / [TOILET ROOM
T T N e e e e e e Togatatatatatitas. A———l
N N /////////////////////////////////////// NEW
/
| |
Co— (D - D
N . l |
, 42'-9” METAL SLATWALL TYPICAL TO 11°-6" A.F.F.

FIXTURE FLOOR PLAN

SCALE: 1/4" = 1°-0"
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REFER TO THE RESPONSIBILITY OF NORK ON SHEET AO.
ARCHITEC TYPE LEGEND DOOR SCHEDULE (PATCH & REPANT DOORS RS REGURED) ARCHITEC NOTES ARCHITECTURAL KEY NOTES
NO. ROOM DOOR DOOR DOOR DOOR FRAME FRAME HDA. NOTES A. TENANT CONTRACTOR SHALL FIELD VERIFY ALL EXISTING CONDITIONS PRIOR TO |
SIZE TYPE | MATERIAL FINISH MATERIAL FINISH GROUP START OF ANY CONSTRUCTION / FABRICATION. 1| LEASE LINE
L EXIST'G DEMISING WALL. MAINTAIN FIRE RATING AS REQD. ; 6C. B. DIMENSIONS ARE TO FACE OF GYP. BD. WALLS, UNLESS OTHERWSE NOTED.
<A> T T~ Q |®I ENTRY SIDE-FOLDING, SLIDING 6RILLH - STEEL STEEL STEEL STEEL - XS Voap/E:Psll:er, 6¢.10 SEOAVIDE ¢ INsTN'PLi :F%OKET REFER TO DECOR PLAN, ELEVATIONS & DETAILS FOR WALL FINISHES. 3/4” METAL REVEAL. VERIFY IN FIELD DIMENSIONS WITH LANDLORD OR
NEW q-5" x [2' DOOR, NooD, NG CONTINIOUS 2 | MALL COORDINATOR AND CONTACT SPENCER GIFTS REPRESENTATIVE
i HINGE, CLAD W BRICK ¢ LIMESTONE TO MATCH ADJACENT C. DO NOT SCALE THESE DRAWINGS. USE WRITTEN DIMENSIONS ONLY. SUBMIT TO WITH ANY DISCREPENCIES IMMEDIATELY
EXISTING DEMISING WALL WITH NEW FURRING, 3 5/8" 20 GA MTL STUDS @ FINISHES ARCHITECT ANY DISCREPANCIES FOR CLARIFICATION.
@ = 4 16" 0.C. WITH 5/8" GYP BD FROM SLAB TO 11'-6" AF.F. NEW GYP. BD. TO D. G.C. TO INSTALL & PROVIDE 2A10BC FIRE EXTINGUISHERS. REFER TO SHEET 3 | ELECTRICAL PANEL LOCATION — REFER TO ENGINEERING DRAWINGS FOR SPEC.
‘ rZZZZ 77777 RUN IN FRONT OF EXISTING COLUMNS. MAINTAIN FIRE RATING AS REQD. 2D SALES/STOCKROOH 3-0'N x 6-8°H A STEEL P STEEL P- | [pC-TO INSTALL DIAMOND PLATE COVER A=1.1 FOR LOCATIONS.
4 | TRANSFORMER LOCATION. REFER TO ELECTRICAL DRAWINGS FOR SPEC.
E. ALL WORK SHALL BE IN COMPLIANCE W/ THE ADOPTED LOCAL CODES, AIA
REMOVE & REINSTALL EXISTING WINDOW AFTER THE INSTALLATION OF NEW ,@ TOILET o o et o B STEEL P-5 STEEL P-5 2 A—210 CONDITIONS OF THE CONTRACT FOR CONSTRUCTION, RECOGNIZED
= . DIAMOND PLATE & FURRING, 3 5/8" 20 GA MTL STUDS @ 16 O.C. WTH | NEW S-O'Nx 6-oH INDUSTRY STANDARDS IN THE AREA, ALL MANUFACTURERS RECOMMENDATIONS 5 | DASHED LINES INDICATE FLOOR FIXTURES BY S.G.
(22 27 27 77 5/8" GYP BD, INFILL WINDOW OPENING FLUSH WITH ADJACENT WALLS. l @l EXIT ML b5 s b5 3 7-PIN CYLINDER #43K714CSTK626 ALARM LOCK 250 AND ALL OTHER APPLICABLE CODES.
NEW STOREFRONT WALL W/ 3 5/8" 20 GA. MTL STUDS @ 16" 0.C. WTH WITH MODIFICATIONS D Ny ATRACCDED. REFLAC THE AMERICANS WITH DISABILITIES ACT. ~ | OUTLINE OF WIRE GRID FIXTURE BY S.G. INSTALLED TIGHT TO FRONT WINDOW AND EVEN
@ 5/8" TYPE "X" GYP BD FROM SLAB TO DECK ABOVE. G. ALL WOOD EXCEPT TRIM TO BE FIRE RETARDANT TREATED. ALL WOOD IN WITH TOP WINDOW ANGLE METAL BY G.C.
DOOR HARDWARE DOOR TYPES CONTACT W/ CONCRETE OR CONC. BLOCK TO BE PRESSURE TREATED. 8 | NEW STOREFRONT SAFETY GLASS GLAZING SYSTEM — REFER TO ENLARGED STOREFRONT DETAILS.
., ) H. ALL GLAZED ITEMS TO BE SAFETY GLASS. ALL EXPOSED EDGES MUST BE
NEW SALES STOCK WALL 3 5/8" 20 GA MTL STUDS © 16" O.C. " 0 DOOR o o GROUND & POLISHED. 9 | G.C. TO PROVIDE 1X4 PINE BLOCKING AT 8'0" A.F.F. ALONG WALLS FOR BRACING OF
WITH 5/8" GYP BD FROM SLAB TO DECK. COORDINATE LOCATION GROUP | DESCRIPTION | QTY. ODEL Y Y CLOSER v Y Y v STOCKROOM SHELVING. PAINT TO MATCH ADJACENT WALL TYPICAL.
OF WAL W E0STNG DUCT WORK. SOVE # gl T~ 7 7 7 7 I. G.C. TO PROVIDE FIRE PROOF & WATERTIGHT SEALS AT ALL FLOOR
: # SALES AREA TO STOCKROOM — PENETRATIONS. 10| SIDE FOLDING GRILLE. REFER TO DOOR SCHEDULE FOR SPEC.
NEW TOILET PARTITION 3 5/8" 20 GA MTL STUDS @16 O.C. MTH 5/8" FuL |__|IVES #63036260315 DOOR FULL - SATIN FINISH \\ ,’ . fﬁ;,,,vrf {RSA‘ZIZEEZQ%T g%go%i—f&,ﬂgcf #ifﬁngﬁgFj’gguﬁfE’“jRgf g b & 11| OUTLINE OF EQUIPTO DISPLAY FIXTURE ABOVE. SUPPLIED BY S.G. INSTALLED BY G.C.
GYP. BD. ON STOCK SIDE & WATER RESISTANT GYP.BD. TOILET ROOM SIDE, CLOSER | NON HOLD OFEN..CORBIN No. A 79-100 SBL FINISH \ / REFER TO MANUFACTURES DRAWINGS FOR DETAILS.
s ' K. ALL CORE DRILLING AND PIPE INSTALLATION AND PENETRATIONS SHALL NOT . ..
NEW GYP. BD. CEILING @ 8'-0" AF.F. SEE DETAILS 5/A-5.1 STOP | ] FLOOR MONTED DOOR STOP MITH RISER: IVES436X435 U526D FINISH \ Vo REDUCE THE FLOOR / WALL INTEGRITY AND FIRE RATING OF BASIC BUILDING 12| SLATWALL SUPPLIED BY GC. AND INSTALLED BY GC. FROM 2°-0" A.F.F. TO 10°-0" HIGH
HINGES | | PIANO HINGE - ABH MF6. $A240HD . S ﬂ \\ // ELEMENTS. ALL PENETRATIONS SHALL BE SEALED WITH APPROVED SEALANTS
NEW BUILD OUT, 3 5/8" 20 GA ML STUDS @ 16" 0.C. WITH 5/8" GYP. BD. ON DIAMOND I ki u| ¥ 3 o % L. AND FIRE STOPPING MATERIALS AS TO MAINTAIN THE FIRE RATING OF 3 gA‘i V:Z/zck?‘;’zlj”rv"wi f%‘;?:ﬁi_g ZCE ’;“:;C/’:;’C;_“; ;"E;f’;'wo oD BLOCKING OVER WALL To
SALES SIDE ONLY, FROM SLAB TO 11'-6" AFF. af ¢ o= 2 —{ H SURFACE BEING PENETRATED. R.T.
GROWP | DESCRIPTION | ary. MODEL FIN. hANJFA&WRER . UL ug © // © \\ M. G.C. TO COORDINATE AND PROVIDE ALL REQUIRED ACCESS FOR NEW CONTROLS. 14| 11'-6" A.F.F. PAINT[P=1]FROM 11'—6" TO DECK. SLATWALL SUPPLIED BY SG. & INSTALLED
. . ) p TOLET ROOM || raE 2 7 \ EQUIPMENT, ETC. WHERE APPLICABLE. br ec
NEW BUILD QUT, 6 20 GA MTL STUDS @ 16" 0.C. WITH 5/8 GYP. BD. ON SALES LOCKSET T TPRIVACY LEVER RANDLE TN TSCHLAGE i / \ N. G.C. TO CONFIRM WITH OWNER SCHEDULING REQUIREMENTS FOR PROJECT, 15| 6.C. TO INSTALL FRP ON ALL WALLS TO 4'-0" A.F.F. IN THE TOILET ROOM WHEN REQUIRED.
SIDE ONLY, FROM SLAB TO 11'~6" AFF. TRNE / \ BRI o '
PLATED d [ —~ 0. CONTRACTOR TO VERIFY ALL ELECTRICAL & COMMUNICATION REQUIREMENTS 16 ﬁfhugggyg&%%%gmg@%ﬁgNHXWRE 7O FLOOR SLAB WITH LEG ANCHOR BOLTS, PER
NEW PLUMB. WALL 3 5/8" 20 GA MTL STUDS @ 16" 0.C. FROM SLAB HINGES | 1/2 PRYFBBIT4 CHROME | STANLEY —x % x4 * " - " PRIOR TO SUBMITTING BID & STARTING PROJECT. ’
£ 8'-0" AF.F. WITH 5/8" WATER RESISTANT GYP.BD. ON TOILET ROOM SIDE. ALLOY @ @ 17| LINE OF SOFFIT ABOVE. REFER TO SECTIONS.
' SEE DETAILS 5/A-5.1 CLOSER | |#850IBF (e PULL SIDE) #5260 | CLOSERPLUS P. ALL FLOOR ELECTRICAL BOXES TO BE INSTALLED FLUSH W/ NEW FLOORING AT
I : SLECER 5 %30 DOOR SLECER (3 FER DOoR) - S CASHWRAP. 18| GC. TO INSTALL & PROVIDE 2-A108C FIRE EXTINGUISHERS, LOCATIONS AS PER FIRE
COLUMN DETAILS Q. CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVING ALL TRASH AND SURPLUS MARSHALL. LOCATE AS REQUIRED
REAR EXIT _ MATERIALS FROM THE PREMISES TO A DESIGNATED DUMPSTER LOCATION AS CONTINUOUS PLUGMOLD AT 11°—6” A.F.F. SUPPLIED BY SG. AND INSTALL BY E.C. REFER
PAINT APPLICATION /INSTALLATION *®  [Exi pevices ECL 230, EXIT RIM DEVICE WALARM DETEX SPECIFIED BY THE MALL MANAGEMENT. 19| TO ELEVATIONS, WALL SECTIONS SHEET A—5.1 AND ELECTRICAL DRAWINGS. DO NOT
! PANIC HARDWARE (NOTE: LOCK MUST ATTACH PLUGMOLD TO SLATWALL
. PN HA S : R. CONTRACTOR IS RESPONSIBLE TO MAINTAIN A SAFE CONSTRUCTION ’
WAL o e D SHEEN ECGSHELL LATEX ACCERT_BEOT ATH 1 PO GC. TO CONTACT SG PROJECT MANAGER ALL DIFFUSERS, RECEPTACLES, ACCESS PANELS, HVAC EQUIP. AND COVERPLATES ABOVE
CEILING: " FLAT LATEX OR DRY FALL LOCKSET | |7-PIN CYLINDER #43K114C5TK626 - ALARM LOCK - IFF HIDDEN COLUMNS OR OBSTRUCTION S. ENVIRONMENT WITHIN THE MALL IN ACCORDANCE WITH (OSHA). 20| 10_0" AFF AND IN DECK ABOVE TO BE PAINTED P—1
) ALARM LOCK 250 HARDWARE (WAL BRACKET O O e e L O e G oy T. THE LEVEL OF THE FINISHED FLOOR WITHIN THE STORE MUST BE IDENTICAL TO . .
INSTALLATION CYPSUM BOARD To RECEIVE TWO e ON PLANS. S.G. PROJECT MANAGER WILL . 51| (4) 24" X 12" STANLEY SHELVES MOUNTED TO WALL. HEIGHT — EQUALLY SPACED AT 18"
3 (2) COATS OF LATEX PAINT AFTER BEING PRIMED. HINGES | 1/2 PRIFBBIT ﬂOME STANLEY \’ DIRECT HOW TO HANDLE FRAMING AND THE LEVEL OF THE MALL AT THE LEASE LINE. TENANT'S CONTRACTOR IS INCREMENTS. SUPPLIED & INSTALLED BY G.C.
WOOD TRIM TO RECEIVE TWO (2) COATS OF ENAMEL PAINT AFTER BEING PRIMED. LLOY 3* DIA. PVC PIPE FINISHING. RESPONSIBLE TO ALLEVIATE ANY DISCREPANCIES AFTER REVIEW AND APPROVAL GO TO SUPPLY 4 INSTALL 4° LONG LAMINATE COUNTERTOP
PAINT ALL WRES. RETURN AIR GRILLES, AND SUFPLY AIR GRILLES TO MATCH CLOSER ] #&..BOIBF {.o UL SIDE) #5260 | CLOSERPLUS s oG BY LANDLORD. 22| Y/ WIRE ACCESS HOLE AND GROMMET.
KICKPLATES 2 [0 x 34"W NITH BEVELED EDGES - 3 | BRUSHED | ROCKNOOD U. ANY AND ALL OPENINGS IN THE DEMISING WALL DURING OR AFTER THE WALL'S
COLOR AND FINISH SCHEDULE SIDES. (ON BOTH SIDES OF Door)  |OTAINLES BRICK FROM CONSTRUCTION MUST BE SEALED OFF AROUND ANY MECHANICAL, ELECTRICAL 23| PLAN HOLDER SUPPLIED & INSTALLED BY G.C. SEE DETAIL THIS SHEET.
: STEEL S ~WALL BRACKET A H FLOOR TO EQUIPMENT PASSING THROUGH THE WALL SO AS TO MAINTAIN THE INTEGRITY
(P1) — PITTSBURGH PAINT #326-7 €5-1)- CONCRETE DYE — SCOFFELD, FORMULA ONE - STOP 2 |FLOOR STOP #438 #s26D | IVES n 11=6" AF.F. OF THE REQUIRED ONE—HOUR FIRE RATING. 24 »
SPICED CIDER LIQUID DYE CONCENTRATE #FA1 "GEORGIA CLAY" -E ADA CASHWRAP AREA 54 HIGH
SILENCER 3 |#20 DOOR SILENCER (3 PER DOOR) | - IVES I—/Z__P V. G.C. TO SUPPLY AND INSTALL ALL EQUIPMENT REQUIRED TO MOUNT SMOKE
— SHERWIN WILLIAMS COLOR = CLEAR CONCRETE SEALER PEEPHOLE | #ET16 X U260 (MOUNT @ 56" AFF) |- VES VC CAP DETECTORS IN DUCT WORK AND TIE INTO THE MALL ALARM SYSTEM . UPGRADE 25| BRICK TO 11—6” A.F.F. SUPPLIED BY S.G. INTALLED BY G.C. SEE SHEET A3.1
#SW-6251 — "OUTER SPACE" @ JRUSTRONG COOL WATE GR ECUAL AND 4° BLACK WYL BASE K w PAINTED P1 AS REQUIRED TO MEET CURRENT CODE STANDARDS.
— DELETED FURNS.m"mm" & INSTALLED BY G.C. EXIT DOORS SHALL BE OPENABLE WITHOUT THE USE OF A KEY OR BLAN HOLDER B ' WOOD BASE 26| DROP DOWN PANEL MOUNTED FLUSH TO BOTTOM OF BEAM.
ANY SPECIAL KNOWLEDGE OR EFFORT. THE UNLATCHING OF ANY SUPPLIED & INSTALLED BY G.C.
@' MEGA WALL LEAF SHALL NOT REQUIRE MORE THAN ONE OPERATION. G.C. TO TRENCH FOR POWER AND DATA FROM SIDE WALL TO CASHWRAP. REFER TO E1.0
3" 0.C. STEEL SLATWALL #303 CLEAR ON BRIGHT GALVANIZED L 27| FoR DETAIS.
— DELETED FINISH TYP. cl M PAINTED P1
- CULTURED STONE CULTURED BRICK "ANTIQUE RED” W/ SAKRETE
@ — SHERMAN WILLIAMS TYPE *S" MASONRY MORTAR. 1/2° SPACE
#1004 PURE WHITE SEMI—-GLOSS
@ ~ TEXAS CUT STONE — LIMESTONE PANELS WITH PRE INSTALLED
(P6 ) — PAINT GRAY TO MATCH LIMESTONE MTERED CORNERS
PANEL SHERWIN WILLIAMS — SW-7006
*GRAY MATTERS” @ — GRENEKER-STEEL PLATE RUST BELT DIAMOND PLATE
THRESHOLD
(A4 ) - CRENEKER~STEEL DIAMOND PLATE DOOR COVER
Painting - Scope of Work
Typical - All Projects CO CO CO CO
1 J|P-5 | Toilet room Interior (walls & ceiling) , »
2 | P-5] Toilet room door interior/exterior 90 _4% LEASE LINE TO LEASE LINE
3 |P-5] Stockroom walls to 10'—0" A.F.F. p—em = _ 30—6l” 7 - 7_;» - 7L» 24'—103* 19'—3L"
4 | P-5] Rear Service door interior ;/ \1 % /_ _\ 47 47 OE Jﬁ
5 |P—1] Sales floor demising walls above 10'—0" A.F.F. I | 14'-@” — PLUGMOLD AT 11°-6" A.F.F. 1 | |
6 |P—1] Sales side of Sales/stock wall above 10°'—0" A.F.F. : ' h ’1
7 | P—1] Wall with sales/stock door from floor to deck | C O 5 - s % > > P 27z === ~ ] L =
8 |P—1 | Sales side of sales/stock door - & N inkn ki .j///////A//////////// % 7V AL A T T 5 S~< i J o
N [ 2 A o N |1/ | ! 23 2
9 |P-5] Stockroom side of sales/stock door | ¥ A1 QI E1 :|° @ I_l_ =T = _LI_ _ Nt —— = X
10| P=1] Deck | | L~ |————————<,>T-h-— AVAES B B~ —————— ___IEI_—I_:_I_—IaI ” d4>
11 | P=1] Conduit, pipes & all other items hanging above 10'—0" | = | I S - 25 I I/l R I 5 | R u‘&o
(Except for galvanized pipe hung at 12'—0" for lights) | ol |29 3 SIDES I;I R 5 PI) " > A
12 | P—=2] Sales floor base board | 3 SIDES (TYP ) p V 3 SIDES ﬂ | | | | | Iﬁl ] <‘\> . N
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! s ! SLAB IS SMOOTH AND FREE FROM ALL (TYP.) > F |
| 1 | DERRESSIONS & CHANNELS. ,~ l__-_7/___________________ ————— e ST 2
- \' ] H - r’\ // /&‘ i /A\ N <:\> .ill E I-/A';
= B 7 S K< -
| i o=y pOJNIR IS SNy gy (o
=l RS | \ % 7 | === =
| 2V / / <B> | \\ W 4 0 1 b 55
- . / ’ ” T
Z . i /\‘ \ - = AL B\ / / /\\ % 42 _9£ /‘\ 2:_0n 6: 0,. / > AS,I AS,I
J— - — AN 7 - - T - ’
\ ~ NN U/ 7, /\ " \_/ \_
3 . \ AN s KA2 e
) Y 14|19 14{19 4 2L N/ 57 | |
(YT /) — = ZN- A : iz 4
~4. A\ A-4 - X N DN 25 7 7N
2 2 2, \\ N /\ / //\\/ '\'\
\3,; SN <\ N 2swoEs) 7, 7, v
%/ N\ \(TP) |/ / 7Y o
N AN 7 2
& ‘7}¢ N\ / /f\/ Y
X 2N 4 4 ’
5. \6‘4\ : ,f / \\&/ é;l'
’, 4 Y
Eh - NN \ s 23
w &i‘, N - w PRIOR TO SUBMITTING HIS OR HER BID, EACH BIDDER SHALL EXAMINE THE SITE AND
FNEo. / FAMILIARIZE HIMSELF WITH ALL EXISTING CONDITIONS PRIOR TO BIDDING THE JOB. NO EXTRA
3, \ N COMPENSATION WILL BE ALLOWED BECAUSE OF A MISUNDERSTANDING AS TO THE AMOUNT
y v/ OF WORK INVOLVED OR A LACK OF KNOWLEDGE ABOUT EXISTING CONDITIONS.
ARCHITECTURAL FLOOR PLAN /
SCALE: 1/4* = 1’-0"
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LIGHT AXTURE SCHEDULE LIGHTING PLAN GENERAL NOTES: GENERAL NOTES:
QTY SYMBOL TYPE DESCRIPTION A. AL DIFFUSERS, EMERGENCY UNIT BASE PLATES, RECEPTACLES, ACCESS 1. G.C. TO SUPPLY & INSTALL A FULL FIRE ALARM SYSTEM INCLUDING STROBES & HORN & SMOKE \w\ Er?ls TTSUTSU:%gogf) 'gggﬁkLE -
- PANELS, AND COVERPLATES T0 BE PAINTED TO'MATCH ADJACENT CEILING, DETECTORS AS PER MALL & LOCAL CODES. REUSE EXISTING IF POSSIBLE. e D
42 e | A | THEATRICAL STYLE FIXTURE 12" SQUARE HOOD. SEE ELECTRICAL AND MECHANICAL DRAWINGS FOR LOCATIONS. 2. SPRINKLER HEADS FULLY RECESSED & CAPPED TO MATCH CEILING FINISH.
B. EXIT SIGNS MUST BE INTERNALLY ILLUMINATED. 3. G.C. TO VERIFY EXACT LOCATION OF EXISTING HVAC SYSTEM (VAV, DUCTWORK, ETC), SPRINKLER
1 C | LED LAMP STOREFRONT SIGN ILLUMINATION C. CROSS REFERENCE TO BOTH SHEETS A-2.1 AND E-1.1 FOR LIGHTING FIXTURE MAIN, SPRINKLER LINES, MALL SYSTEMS TO ENSURE PROPER CLEARANCE OF NEW LIGHTING
INFO, SPECIFICATIONS & PLACEMENT. LAYOUT.
7 @ D | 3" JELLY JAR W/GUARD & RED COLORED GLOBE D.  G.C. SHALL PAINT ALL VISUALLY EXPOSED STRUCTURAL, DUCTWORK, PIPING 4. USE #10 AWG-CU WIRING FOR (120V.) CIRCUIT HOMERUNS EXCEEDING 100FT. OF ACTUAL LENGTH. EC. 'TO SUPPLY & INSTALL
ETC. AS PER PLAN UNLESS CURRENT APPLICABLE CODES DICTATE OTHERWISE ELECTRICAL CONTRACTOR SHALL INCREASETHE WIRE SIZE TO SUIT NECESSARY VOLTAGE DROP. :‘{ﬁ (SA,LL(),":)R(EA';EL%NV(';/ PT;FEE (':)??N%RS
5 o oy | 3" JELLY JAR W/GUARD & YELLOW COLORED GLOBE E. REFER TO SPRINKLER DRAWINGS FOR SPRINKLER INFORMATION IN ALL AREAS. VERIFY IN'FIELD. SUGCLSTED B TRACK MAKGF)
5. LAMP LOAD ON TRACK SHALL NOT EXCEED RATING OF TRACK PERN.E.C. 410-101B '
6 | === | F | 4 NARROW FLUOR STRIP 6. PRIOR TO BID CONTRACTOR SHALL OBTAIN A COPY OF THE MALL "STORE DESIGN AND
TYPICAL LIGHTING PLAN KEYED NOTES: CONSTRUCTION MANUAL"FROM MALL AND SHALL ADHERE TO APPLICABLE SECTIONS.
1 | === F1 | 3 NARROW FLUOR STRIP SPRINKLER PLANS AND SPEC'S TO BE SUBMITTED BY SPRINKLER CONTRACTOR.
PO — | | NO CEILNG — OPEN TO DECK ABOVE. SPRINKLER CONTRACTOR TO SUBMIT PLANS TO BUILDING DEPARTMENT AND OBTAIN PERMIT. PIPE HANGERS
3| [ | re SPRINKLER PIPES ARE NOT TO INTERFERE WITH LOCATION OR INSTALLATION OF DROP DOWN
2| EXIT SIGNS MUST BE INTERNALLY ILLUMINATED. (TYP.) WALL MOUNT PANEL UNDER EQUIPTO DISPLAY FIXTURE 11/2° DIA. PIPE
1 g ¢ | COMBINATION LIGHT AND EXHAUST FAN 10. INSTALL SPRINKLERS ON UNDERSIDE OF OVERHEAD DISPLAY FIXTURE UNIT WITH PROTECTIVE E.C. TO SUPPLY & INSTALL
3| 1.1/2" DIA. GALVANIZED PIPE MOUNTED AT 120" AF.F. REFER TO DETAL 1/A2.1 FOR BASKETS TYPICAL.
3| gy -@- ex | UNIMERSAL MOUNT L.E.D. EXIT WITH INTERNAL BATTERY ATTACHMENT INFO. 11.  ALL WIRING MUST BE IN RIDGED CONDUIT
4 FLUORESCENT LIGHT FIXTURES MOUNTED AT SAME BOTTOM ELEVATION AS GRAY BEAM 12. DO NOT ABANDON ANY UTILITIES OR MATERIALS WITHIN LEASE SPACE, REMOVE BACK TO SOURCE.
4 ’ |GHT SUPPORT DETAI
1| oS |EM | UNVERSAL MOUNT EMERGENCY W/ CALCIUM BATTERY ON THE OVERHEAD DISPLAY FIXTURE 13. SUPPORT WIRES FOR CEILING ITEMS MUST NOT BE CONNECTED TO ANY OF LL. MECH, ELEC, | i L P L
S| QUADRAPLEX OUTLETS FOR PLUG=IN LIGHT FIXTURES SUPPLIED & INSTALLED BY PLUMBING OR FIRE PROTECTION PIPING OR EQUIPMENT. 1/ SOAE
0 % 4 | 56" INDUSTRIAL CEILING FAN E.C. SUPPORT RECEPTACLES WITH "CADDY PIPE CLAMPS. 12'-0" OC. TYPICAL
SPACING
RECESSED FIXTURE QUADRAPLEX OUTLETS SUPPLIED & INSTALLED BY E.C. INSTALLED FACE DOWN,
3 [R] J © | EVEN WTH BOTTOM OF GRAY BEAM.
2 | [ k | WALL SCONCE LIGHT ] QUADRAPLEX OUTLETS SUPPLIED & INSTALLED BY EC. USE GREY RECEPTACLE
WTH METAL PLATE. MOUNTED IN CEILING.
1. FIXTURES AND LAMPS SUPPLIED BY TENANT AND INSTALLED BY ELECTRICAL CONTRACTOR 5] NOT USED
UNLESS OTHERWISE NOTED.
2. EQUIP NEW FLUORESCENT LIGHT FIXTURES WITH ELECTRONIC BALLASTS. ; o
3. FIXTURES SHOWN WITH "NL” ARE TO BE NIGHT LIGHTS WITH EMERGENCY BATTERY BALLAST. EMERGENCY LIGHTS WALL MOUNTED AT 120" AF.F.
4. FIXTURES USED FOR EXIT, EMERGENCY, OR NIGHT LIGHTING TO BE ON LOCKOUT CIRCUIT. 1| DUPLEX OUTLET ATTACHED TO CONDUIT FOR REMOTE CCTV CAMERA 12'-0" AFF.
5. GENERAL CONTRACTOR SHALL CLEAN AND RELAMP EXISTING FIXTURES TO REMAIN TO LIKE—NEW CONDITION. SUPPLIED AND INSTALLED BY E.C.
FIELD VERIFY LAMP TYPE. I | RECESSED LIGHTING IN STOREFRONT SOFFIT
5| DUPLEX OUTLET FLUSH MOUNTED IN FACE OF SOFFIT 6° ABOVE BOTTOM OF SOFFIT,
FOR CCTV CAMERA MONITOR SUPPLIED AND INSTALLED BY E.C.
BOSE SPEAKER LEGEND TYP. LIGHTING NOTES: I3 | LED LAMP IN LIGHT BAR. SEE DETAIL 1/A5.1.
298] TYPICAL INDICATION FOR THE » ' Am »
BOSE TO SUPPLY AND INSTALL 1 WOOFER FOR EVERY 4 MIDRANGE QUADRAPLEX OUTLET POSITIONED 14| 1 DIA GALV. PIPE @ 10-0°AF.F., PROVIDE MIN. 3" CLEAR BETWEEN TOP OF PIPE
SPEAKERS. FINAL LOCATION DETERMINED BY BOSE INSTALLER. AT 12°-0'A.F.F. AS REQUIRED FOR & ANY OBSTACLE.
SPEAKERS ARE WIRED TO AMPLIFIER IN STOCK ROOM PLUGGING IN OF THE " =] JUNCTION BOX FOR LIGHT BAR LIGHT TO BE LOCATED INSIDE_STOREFRONT
: CONSTRUCTION. E.C. TO INSTALL LIGHT ON 24 HOUR 7 DAY TIME CLOCK.
@ SPEAKER — SUPPLIED BY BOSE ALL E.C. TO SUPPLY & INSTALL 1 1/2" DIA NOTE: ALL DIMENSIONS SHALL
SOUND SYSTEM AND SOUND SYSTEM (1) CALVANIZED PIPE, ALL-THREAD PIPE 16| 3 FLUORESCENT LIGHT FIXTURES MOUNTED AT SAME BOTTOM ELEVATION AS YELLOW BE FIELD VERIFIED BY &.C.
WIRING. INSTALLED BY BOSE. @ 12'-0 iRl A iGN BEAM ON THE OVERHEAD DISPLAY FIXTURE
AFF. - : :
1 1/2" DIA. GALVANIZED PIPE MOUNTED AT UNDERSIDE OF STOREFRONT SOFFIT. REFER TO DETAIL 1/A2.1 . 6C. RD
SPEAKER — WOOFER SOUND SYSTEMS & WRING IT| FOR ATTACHMENT INFO. PIPE AND LIGHT FIXTURE MUST BE INSTALLED ABOVE SHOW WINDOW GRID. NOTE TO COORDINATE
//é SUPPLIED AND INSTALLED BY BOSE. SPRINKLER LINES W/ PM. (TYP.)
5] TENANT E.C. SHALL FURNISH & INSTALL NEW LIGHT SWTCH, REFER TO ELECTRICAL
DRAWINGS FOR ADDITIONAL INFORMATION
19| TOILET ROOM EXHAUST FAN SUPPLIED BY SPENCER'S, INSTALLED BY E.C..
20( TOP OF LIGHT FIXTURE MOUNTED EVEN W/ SHALLOW GRAY BEAM.
21| NEW "HALO-LIT® SIGNAGE. REFER TO SHEET A4.1B.
NOTE:
BOTTOM OF DECK NEAR STOREFRONT © 19°=8" A.F.F.
BOTTOM OF DECK NEAR BACK OF HOUSE © 12°=-8" A.F.F.
CO G.C. TO V.I.F. ALL DECK DIMENSIONS. CO CO CO @
6” 6"
N ’II 30" [ I\ 58'-0" 15" DIA.GALV. PIPE @ 12'-0" AF.F. [~ 4-0"
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REFLECTED CEILING PLAN

SCALE: 1/4"=1'-0"
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GC. TO INSURE TOP SLAT IS FASTENED AT E‘ 'JB

11’-6"

@EH

7“1\ INTERIOR ELEVATION

e ' om 12° 0.C. THROUGHOUT DISPLAY WALLS. WALL TIGHT TO DECK ABOVE
14'-0" PLUGMOLD MOUNTED AT 11'-6" A.F.F. F USE HILTI TOGGLES WHERE NECESSARY. \
¢ /4
E =
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=r—cae—w=—=:
Ll 7} A y o | I ‘: Y | I 4 p— ’?
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AREA OF 24
X 12 WALL
MOUNTED

20" D .

2'-0"

SHELVES
TN

SINONNNN

1l_bl
5“6.

NEW GRAB BAR

NEW WATER CLOSET— /]
NEW GRAB BAR ——/

\k <

K
"
K
E 6'-0"

. O

NEW WATER
HEATER ABOVE

75\ TOILET ROOM PLAN

@ SCALE: 1/4" = 1'=0"

AREA OF 24" X 12" NALL
MOUNTED SHELVES —

TOLET ROOM ACCESSORY SCHEDULE
SYMBOL MANUFAC., CAT.NO. & ACCESSORIES
p | TOLET PAPER |GEORGIA PACIFIC CHROME PLATED
DISPENSER _|SINGLE ROLL NO. 3P895
prp | PAPER TOWEL |NICKEL TUG WALL MOUNT PAPER TOWEL
DISPENSER  |HOLDER BY UMBRA, 14—1/2"x2-3/4"H.
OR EQUALY APPROVED
NEW
LAVATORY

PIVOT
POINT
*
6FCl—
DUPLEX

AND HORIZONTAL SEAMS.

NGV ~E~ \
. \
%" e "
4-6" M B 3-0" MIN &
" 3-6" MIN .
|
|
Z l§ TII qll :1: : X X A 3 Z L‘g
- b3l [N -aN e I 2. E S|
A-5] A-5] SES| < | R EEE J ol
ML b & EEE by g
/’_\m\/ = I X | 1
GC. TO INSURE TOP SLAT IS FASTENED AT \ 36" | 1o
WALL TIGHT TO DECK ABOVE 12° 0.C. THROUGHOUT DISPLAY WALLS, ] 7 ROLL PAPER 7
f USE HILTI TOGGLES WHERE NECESSARY. 14'-5"| PLUGMOLD MOUNTED AT 11'-6" AFF. (03" PLUGHOLD MOUNTED AT 11'—6" WeF 54" CLEAR FLOOR | |
l f - 32"CLEAR 60" CLEAR FLOOR
: : : : : : :l—!J : : : :E!_Jll SGALE |/4|| = ||_O|| SGALE |/4|| = ||_O||
e — = PIVOT
T = | Péév% A Y \ 3 PR H—ﬁ'r//\x  —
C T — = 2 — — = — — ——% L ngw AREA OF 24" X 12" NALL
——— — —_— — ) — B Oy /~MOUNTED SHELVES
 m——— I : I - = = A
1//_\‘5_‘:\ - — ‘I;_; Y| < Y |= i/.’\
: - : - : - > 1 | —4 : : : 2> 1 Pcl— = \/@,\”u_zsu / y
S==m= == e /
S=S=s == B NN INSULATE ALL | /
EXPOSED PIPE
fl;;p:;:: == N [ :
I I I w w WK
= : : o IO \\ oD =g
N = ‘ o =@ -y x| % =2 [
- | i * > i |0 EN
oW s > olY Y
(F2)3] (P2)3] (P2} 3| [3KF2) 5| o & sE =[N\
z | ¥ ¥ TE S N
o)) o] L ' =
/2" INTERIOR ELEVATION SHOW © ANGLE ‘ T e
A-3| ) SCAE 1/8 =10 |
43" CLEAR FLOOR
@ /WAU- TIGHT TO DECK ABOVE A-43 SCALE: I/4" = |'-0" SCALE: I/4" = |'-0"
/2 ACCESSIBILITY 516N 6
WALL TIGHT TO DECK ABOVE A-Bl GC. TO INSURE TOP SLAT ANS| APPROVED ES. PLASTC A A
IS FASTENED AT 12" 0.C. L~} 6] NEMA RATED SELF EXTINGUISHING
<on THROUGHOUT DISPLAY 4 ADHESIVE MOUNTED _
(\@ 12'-8" PLUGMOLD MOUNTED AT 11'-6" AFF. WALLS. USE HILTI TOGGLES G © EASTEN BAR T0 FR. NOOD
! WHERE. NECESSARY. BLOCKING W/(2) I-I/2" SCREWS
|~ — / AT ENDS AND CENTER SUPPORT
7 === S o oo ~ WHITE TO SUPPORT 250lbs. LOAD
I|I|I|I‘|I|I|I|I|I|I l, IIIII IIIIIIIIIIIIIII = H‘_ \
:I:I:I:I‘\‘:I:I:I:I:I: ,' :|:|: |:|:|:|:|:|:|:| I _E E I/j_l/u _l/u
I:I:I:I::\\:I:I:I:I:I l" ':':' :I:|:|:|:|:|:|: / D‘: .\
Z —— e e ) STOREFRONT ENTRANCE q"|q"\. f
=== == (Y : i : 3 o A Y \/
iy - | {-BULLETIN BOARD. G.C. TO to A 3 A _
. oy T T o O .| LAG SCREW To| BRICK USING > |. { 3|,/ b
T = = oo B Corrr ey P | BRACKET BEHIND CORK = i q <
L= ot & Sosseseouseses ~ | BOARD. ALL INFTALLATION = / 3
5 = === SSsSssmmamees BY G.L. (TYP.) e o
(4 === Lo o O oD CLEAR FLOOR SATIN FINISH @
= e o S=EsSess NOTE: ALL SIGNAGE SHALL CONFORM WITH ALM. GRAB BAR
SES = === s > N = ACCESSIBILITY GUIDELINES, INCLUDING BUT NOT
i ==== L LIMITED TO PROPORTION, COLOR CONTRAST, AND :gﬁ;! e ﬁf:LE“E\S/;
3= = Se== RELIEF AND GRADE 2 BRAILLE REQUIREMENTS.
4% i ' T o
} ELEVATION E SECTION A-A
SCALE: /4" = -O" SCALE: 3" = 0"
A-l) 8 A=Y 1l
@ SCALE:  1/4" = 10" w SCALE: 1/4" = 1'-0" w SCALE:  1/4" = 10"
EEV ATION KEY NOTES 1. GENERAL CONTRACTOR IS RESPONSIBLE FOR WRAPPING ALL HOT WATER & DRAIN PIPES
B — — 2. IT IS THE GENERAL CONTRACTORS RESPONSIBILITY TO PROVIDE HORIZONTAL SOLID WOOD
|| PANTED GYP. BD. SURFACE - FINISH WTH( PT). ROLL DOWN GRILLE WITH STOREFRONT SIGNAGE ON FRONT SURFACE %%K%Gm(ggf RETARDANT AS ﬁ)oc%%)uf/i REQUIRED FOR SUPPORT OF ANY WALL
2 | SLATWALL SUPPLIED BY SG. INSTALLED BY G.C. @ BRICK FACADE WRAPS ONTO INTERIOR SURFACE FROM STOREFRONT , FOR MAXIMUM WEIGHT SUPPORT (P.S.l.) PER SQUARE INCH.
3 | 6" PANTED WOOD BASE BY G.C. - FINISH WTH( P2). GLASS WINDOW STOREFRONT BEYOND WALL
NOTE:
4 | NEW DOOR. REFER TO DOOR SCHEDULE SHEET A 1.1 INTERNALLY ILLUMINATED, WALL MOUNTED EXIT SIGN. EACH BIDDER SHALL EXAMINE THE SITE AND FAMILIARIZE HIMSELF WITH ALL
" SLATWALL ATTACHMENT; EXISTING CONDITIONS PRIOR TO BIDDING THE JOB. NO EXTRA COMPENSATION
> QSEFL.ETX OU(E; &ﬁ”&ﬁt’ﬂf EJE.TZﬁc)Esﬁipﬁ"ET}ﬁD ﬁ%?XEUEST;?”E 8F LIMESTONE PANEL BASE ¢-2). SCREW EACH SLAT EVERY 12° O.C. WILL BE ALLOWED BECAUSE OF A MISUNDERSTANDING AS TO THE AMOUNT OF
- L BLUG MOLD PROVIDED BY SPENCER INSTALLED BY E.C DO NOT STAGGER SEAMS WORK INVOLVED OR A LACK OF KNOWLEDGE ABOUT EXISTING CONDITIONS.
& | ANGLED IRON BOLTED DOWN AT ALL FOUR SIDES FOR WINDOW GLAZING. REFER TO ELECTRICAL DRWGS. s
= | PINNABLE BOARD (BY F.C. INSTALLED BY G.C.) GRILLE ROLL EXPOSED.
& | VENEER BRICK TO 11'-6" AF.F. EXCEPT AT STOREFRONT WALLS INSTALL SIDEWRAP FLUSH AGAINST SLATWALL.
5 | ANGLED IRON BOLTS TO HAVE MITERED CORNERS AT THE VERTICAL REMOVE LOWER REAR SHELF PRIOR TO INSTALL
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GENERAL NOTES:
1. STOREFRONTS: SHALL BE SOLELY SUPPORTED FROM THE FLOOR. ONLY APPROVED HORIZONTAL BRACING TO
BUILDING STRUCTURE AND STOREFRONT BULKHEAD WILL BE ALLOWED. y
<C
2. THE LEVEL OF THE FINISHED FLOOR WITHIN THE STORE ENTRANCE AREA MUST CORRESPOND TO THE LEVEL OF m
THE MALL FINISHED FLOOR AT THE LEASE LINE TO CREATE A SMOOTH TRANSITION. G.C. TO MAKE ALL e
NECESSARY ADJUSTMENTS. o)
=
3. NO ATTACHMENTS TO THE BULKHEAD. A REVEAL IS REQUIRED TO ALLOW FOR FREE MOVEMENT BETWEEN THE =
BULKHEAD AND THE STOREFRONT. STOREFRONT MUST EXTEND ABOVE THE BACKSIDE OF THE LANDLORD e
BULKHEAD A MINIMUM OF 6". 3
] .| . . . ] M. | . . . . . O O O . . O O O O O ) O O O . . O . O O S O ) ) O O . . . . . . . I
Py o 4 EACH BIDDER SHALL EXAMINE THE SITE AND FAMILIARIZE HIMSELF WITH ALL EXISTING CONDITIONS PRIOR TO
S “§ BIDDING THE JOB. NO EXTRA COMPENSATION WILL BE ALLOWED BECAUSE OF A MISUNDERSTANDING AS TO THE
4 3 AMOUNT OF WORK INVOLVED OR A LACK OF KNOWLEDGE ABOUT EXISTING CONDITIONS.
\ 5. PREPARE FRONT SIDE OF METAL MATERIAL ABOVE SHOW WINDOW TO RECEIVE GRAPHICS DESIGN AFTER
INSTALLATION: <€ &6¢
! - 5A.  CLEAN SURFACE WITH MINERAL SPIRITS. 3 8
I [ 5B.  SIZE METAL SURFACE. ] o
! - 5C.  CLEAR COAT FINISH TO RECEIVE PAINTED GRAPHICS. S s
I - | (5 ) E
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. = I (5 & §
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| | ! MALL TLE 1/8" THICK "DIAMOND PLATE* LIJ E é ’§‘
- e ot . I MALL TERRAZZO STRIP TS TALLED W A 5 )
! E == = =k = = - Soreow TR E:
i 7-11 1 /2" BTWNI FACE OF GUIDES ! ez s
- 3/ 4" METAL 11 1/2" BTWN 1 BACK OF TUBES i m‘nﬁ;‘ag %H-' V'S8 4 WMSTALLED BY Ge.
I REVEAL —] . 3/4" METAL REVEAL ! SHEET FLUSH WTH MALL TLE
i 45" g0/ 111" 6'-5 1/4" " I
n | ' J -
. 9'-5 1/2" LENGFH OF LIGHT BAR I
g i —~ I ! / 3"\ DIAMOND PLATE SECTION
I ‘ N 1 A4|A /] SCAE: NTS
i 23'-9" STOREFRONT OPENING V.F. I
- \\ 24'-5 3/8" LEASE LINE TO LEASE LINE l
[ \\ !
i :
| )
(1% \3 ’, 4" METAL PLATE
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ALL THREAD
=
\ Sle S .
|\ STOREFRONT ENLARGED PLAN . SN of| 2 252
———~ ALL DIM'S REPRESENT FACE OF SHEETROCK TO Sl | |2l 2 252
A-4JA J SCALE: 1/2° = 10 FACE OF SHEETROCK, UNLESS OTHERWISE NOTED. ANEE § £2%
21 BN = Powyd
] SN NN R
v ;3
METAL 3/4° BOLT / & = = § %5 £g
zlal|Sl| = cézs
'SPENCERS’ SIGNAGE STOREFRONT LIGHTING WITHIN TUBING - Qlalz|x|all 22288
8" SOLDIER COURSE =:
GRAPHICS PAINTED ON FAUX FOR "SPENCERS’ SIGNAGE. VENEER. BRICK <| § Sl3|l 2 z5¢8¢
ROLLING GRILLE. REFER TO 1 REFER TO DETAILS # & 2 /ALL SCONCE (m) g & E:) zll a cs83
SECTIONS & SIGN DETAILS. A-4.3 #3 SHEET A-5.1 3/4" METAL REVEAL ,— MALL CEILING A-4.3 LIGHT A~
! | / 4\ STOREFRONT DETAIL
| VI 1 IV 1 | 1 VI 1 IV 1 | 1 VI 1 IV 1 | 1 '!I i IV 11 | 1 VI 1 IV 1 | 1 VI 1 IV 1 | 1 VI 1 IV 1 | 1 VI 1 IV 1 | 1 V| 1 IV 1 | 1 VI 1 IV 1 | 1 VI i ! i IV 1 | i VI 1 IV 1 A_4.|A SCALE: 1/2” = 1’—0’
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[ — T I e - INSTALLED BY G.C.
| : | : |§Jm|“5: | : | : E — / I
@ T :l::i::E NGLE IRON BOLTED T0 | @
m e L1 : STOREFRONT CONSTRUCTION. - " >
N 4 = i E E E f EXPOSED BOLTS SECURE GLASE |1 2 =
S W T T T T 1 = [ INTO POSITION. REFER T0 |
X T T T FOLDING GRILLE BEYOND , SECTIONS SHEET A—4.3 FOR
= m B N N I —(— SHOWN_IN_CLOSED_POSITION : FURTHER INFORMATION. I o
- !
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= & & PARKING ‘ ! A-4|A ) SCALE: 1/2" =1-0 A 8 > L1 <
- IN ¢ ]
= .| B REAR | DISTRESSED METAL t Lo 1
S & % Lh | [ SIGN SUPPLIED & = o W g
= . / o [ - & INSTALLED BY S.G. O TS
j‘.’ - /1 o : ANGLE IRON BOLTED TO SILL ! & cSeo s || E a
> I EXPOSED BOLTS SECURE GLASS INTO | O, oI 7
- , [ POSITION. REFER TO SECTIONS - QN =W L
, . —f SHEET A-4.3 FOR FURTHER INFO. ! => 39 O Q)
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3/4" METAL REVEAL EXPOSED TRACK/TUBING FOR LIMESTONE PANEL s @) B
RELOCATED MALL DUTLET s e VENEER BRICK STOREFRONT ’ Y4 METAL REEAL = =
ANGLE IRON BOLTED TO ENTRY -
%ﬁiﬁﬁ?‘_ S;SEHE;FR% " PIERS. EXPOSED BOLTS W/GRAPHICS. REFER T0
COLORBOARD PACKAGE FOR SECURE GRILLE TRACK. COLORBOARD PACKAGE FOR
STOREFRONT RENDERING LIMESTONE PANEL STOREFRONT RENDERING
GALVANIZED 2" PIPING,
m SUPPLIED & INSTALLED BY G.C. A é]:!]
2 '\ STOREFRONT ELEVATION O
A-4|A / SCALE: 1/2" =1'-0°




7/ 1"\ EXTERIOR STOREFRONT ENLARGED PLAN

A-41B ] SCAE 1/2° = 1'-0°

==#——
4

EXISTING GLAZING SYSTEM TO BE REMOVED & /
REINSTALLED AFTER INSTALLATION OF DIAMOND _/
PLATE. GC TO CLEAN TO "LIKE NEW’ CONDITION.-

w

S

o al

_I d
A-3 — GRENEKER-STEEL PLATE ™ /
RUST BELT DIAMOND PLATE BEYOND
WINDOW - CUT TO FIT IN FIELD.

I ) ) B ) ) ) /D,

\
A

\

GENERAL NOTES:

1.

5.

S.A.
5.B.
5.C.

STOREFRONTS: SHALL BE SOLELY SUPPORTED FROM THE FLOOR. ONLY APPROVED HORIZONTAL BRACING TO
BUILDING STRUCTURE AND STOREFRONT BULKHEAD WILL BE ALLOWED.

THE LEVEL OF THE FINISHED FLOOR WITHIN THE STORE ENTRANCE AREA MUST CORRESPOND TO THE LEVEL OF
THE MALL FINISHED FLOOR AT THE LEASE LINE TO CREATE A SMOOTH TRANSITION. G.C. TO MAKE ALL
NECESSARY ADJUSTMENTS.

NO ATTACHMENTS TO THE BULKHEAD. A REVEAL IS REQUIRED TO ALLOW FOR FREE MOVEMENT BETWEEN THE
BULKHEAD AND THE STOREFRONT. STOREFRONT MUST EXTEND ABOVE THE BACKSIDE OF THE LANDLORD

BULKHEAD A MINIMUM OF 6".

EACH BIDDER SHALL EXAMINE THE SITE AND FAMILIARIZE HIMSELF WITH ALL EXISTING CONDITIONS PRIOR TO
BIDDING THE JOB. NO EXTRA COMPENSATION WILL BE ALLOWED BECAUSE OF A MISUNDERSTANDING AS TO THE
AMOUNT OF WORK INVOLVED OR A LACK OF KNOWLEDGE ABOUT EXISTING CONDITIONS.

PREPARE FRONT SIDE OF METAL MATERIAL ABOVE SHOW WINDOW TO RECEIVE GRAPHICS DESIGN AFTER
INSTALLATION:

CLEAN SURFACE WITH MINERAL SPIRITS.

SIZE METAL SURFACE.

CLEAR COAT FINISH TO RECEIVE PAINTED GRAPHICS.
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7-1" w.ri“ \

A
=
7’[1” VIF.

EXISTING GLAZING SYSTEM TO BE REMOVED &
REINSTALLED AFTER INSTALLATION OF DIAMOND
PLATE. GC TO CLEAN TO "LIKE NEW" CONDITION.

i
3\ L
k BACK LIT SPENCER SIGNAGE D
A-3 — GRENEKER-STEEL PLATE

RUST BELT DIAMOND PLATE BEYOND
WINDOW - CUT TO FIT IN FIELD.

|
A-3 - GRENEKER-STEEL PLATE
RUST BELT DIAMOND PLATE BEYOND
WINDOW — CUT TO FIT IN FIELD.
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EXISTING MALL
FACADE

/—BACK LIT SPENCER SIGNAGE

AN
EXISTING GLAZING SYSTEM TO BE REMOVED & \
REINSTALLED AFTER INSTALLATION OF DIAMOND OUTLINE OF CONC. COLUMN
PLATE. GC TO CLEAN TO "LIKE NEW" CONDITION.

/" 2"\ EXTERIOR STOREFRONT ELEVATION

A-4|B ] SCALE:  1/2" = 1'-0"
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A-3 - GRENEKER-STEEL PLATE
RUST BELT DIAMOND PLATE BEYOND
WINDOW - CUT TO FIT IN FIELD.
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EXISTING GLAZING SYSTEM TO BE REMOVED & (
REINSTALLED AFTER INSTALLATION OF DIAMOND OUTLINE OF BUSHES
PLATE. GC TO CLEAN TO "LIKE NEW® CONDITION:
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| LEASE LINE Y .
| 0
' DEMISING WALL z
I NEW METAL SLATWALL SYSTEM. REFER TO SPECIFICATION =
I /__SHEETS & DETAILS FOR FURTHER INFO. SUPPLIED BY SG. E
I INSTALLED BY G.C. (TYP.)
| o
| NEW ENTRY PIER, CLAD IN LIMESTONE PANELS & BRICK VENEER W/ o
| STOREFRONT GRAPHICS. FOR FURTHER INFO, REFER TO SECTION
| A-4.3. SUPPLIED BY S.G. INSTALLED BY GC. (TYP.)
| NOTE: LEASE LINE
| G.C. TO CONFIRM THAT "CULTURED BRICK” SUPPLIED CONFORMS TO T
| , THE_TYPICAL DIMENSIONS SHOWN HERE. G.C. TO NOTIFY PROJECT EXTERIOR WALL < g £
' MANAGER OR*SPENCERGIFTS OF<ANY DISCREPANCIES IMMEDIATELY. NEW METAL SLATWALL SYSTEM. REFER X g
| AKRETE<TYPE "S*MASONRY. MORTAR - GROUT. BETWEEN_ JOINTS USING A ;g;ﬁﬁg%%ﬁ"&ﬁo%EsEJgpﬂcEgE;¢ILSSG — Q 5
| MORTAR BAG, ~TOOL JOINT AS'REQ'D TO-ACHIEVE "WEATHERED" TYP NSTALLED BY 6., (TYP) : O s 2
| -3 — GRENEKER<STEEL PIATE RUSF.BELT DIAMON SUPPLIED BY S.G., :
| PLATE THRESHOLD ~CUT TO'FIF'IN FIELD: INSTALLED BY G.C. O b g
| *\DRYWALL QVER3-5/8" METAL STUDS: i g
'_8" x'10" MIN./POCKET IN"ENTRY. PIER FOR FOLDING : ) %
: COORDINATE GRILLE INSTALLER. INSTALL 5/8" PLYWOOD PQ&KT gF_ 130FF|T INSTALL 2 X 8 BLOCKING IN %
| P TRACK"ABOVE & FLOOR SOCKET GUIDE BELOW, SURPLIED BACKING FOR PIVOT WALL SOFFIT FOR HINGED PANEL N = _ 3
| Y GRILLE\MFR. /ALL INSTALLATION BY. GRILLE INSTALER (TYP.) BRACKET Oc 8 x
| FLOGR SOCKET_ GUIDE, SUPPLIED>EY GRILLECMFR. T oot
1
| T - N T : R R e | 2" x 2" STEEL ANGLES WITH MITERED CUT CORNERS, N T 5@
I )y TERLINE..OF G GRILLE. S BY'G ~ALL INS N u - LOCATE STOREFRONT GLAZING. LAG SCREW TO ut L1 L= 28
| BY GRILLE SUPPLIER. SEE DOOR SCHEDULE<SHEET A<1.1 (TYP: B - WALL METAL FRAMING, USING 3/4" BOLT, DESIGN - - D |(—)' S &
BR= A e INTENT IS TO ACHIEVE AN “INDUSTRIAL" k Qo
S L YW00 CRILLEPOCKET 000k ONCERTINVOUS PIAND-HINGE. APPEARANCE. REFER TO STOREFRONT SECTIONS LLI E g <
SHEET A-4.3 ALL BY G.C. (TYP.) C5os
7 S ESTONE\TO MATCH_ADJACENT FINISHES. | — | | g3
I 1 1/2" X'5/8" 0D BACKING PAINTED . SUPPLIED BY GC: F 7 [ 1/2" TEMPERED SAFETY GLASS. F F LLS8®
| S$3 x 3K 1/4° SUPRORT TUBE_SUPPLIED BY ALLOW 1/2 GAP @ SIDES BETWEEN
| A GLASS AND CULTURED BRICK VENEER.
LLEGUI PLIED BY 6 A | 7
| s INSTALLATION"BY GRILLECINSTALER. (TYP, - i ' 1/ -
I N T , M| f T 1
e e ey ey ey ey ey St g g e — T T T T N ,
/ NJ___—3/4" METAL REVEAL
G.C. TO EXTEND MALL STANDARD TILES / /
3/4" METAL REVEAL TO NEW STOREFRONT CLOSURE LINE SEE / | "CULTURED BRICK" FLAT & CORNER PIECES AS REQ'D, SECURED TO DRYWALL IN
DETALL 3/A-4.1 ) KNEE WALL / GLAZING BASE BELOW. SEE / RUNNING BOND PATTERN W/ APPROVED MASONRY ADHESIVE. SEE EXTERIOR
CENTERLINE OF FAUX OVERHEAD GRILLE. SUPPLIED BY SECTIONS SHEET A-4.3 / ELEVATION 2/A-41 FOR SPEC. SUPPLIED BY SG. INSTALLED BY GC. (TYP.)
GRILLE MFR. ALL INSTALLATION BY GRILLE SUPPLIER. 2X10 FIRE TREATED WOOD BLOCKING FROM FLOOR TO VENEER BRICK STOREFRONT WITH GRAPHICS — REFER TO COLORBOARD PACKAGE
, , UNDERSIDE OF SOFFIT, TYP. FOR STOREFRONT RENDERING
SPENCERS' SIGNAGE, STOREFRONT / /
GRAPHICS PAINTED ON ROLLING GRILLE
REFER TO SECTIONS & SIGN DETAILS. / /
"CULTURED BRICK” FLAT & CORNER PIECES AS REQ'D, SECURED TO DRYWALL IN RUNNING / /
BOND PATTERN W/ APPROVED MASONRY ADHESIVE. SEE EXTERIOR ELEVATION 2/A—4.1 ;
FOR SPEC. SUPPLIED BY SG. INSTALLED BY GC. (TYP.) VENEER BRICK STOREFRONT g{fCKPIL,TQYgSDTg?ﬁ'S(}'X&PA'NT / /
WTH GRAPHICS — REFER TO COLORBOARD PACKAGE FOR STOREFRONT RENDERING —
2x4 BLOCKING FOR = ®
CONNECTION OF STEEL ANGLE % 1 NP
= <02
5/8" GP. BD. PRODED & — llo]_|3]] 3252
INSTALLED BY G.C. (TYP.) AN H E B EERE
7)) \NJ]O] O l"_D' o ) g 5 ”
2" x 2 STEEL ANGLES WITH MITERED CUT S NN R
CORNERS, ON ALL 4 SIDES OF GLAZING. ATTACH — AEEIEREE
WTH 1/2° X 2 1/2" HEX HEAD LAG SCREW © 24" =|al=|| 2 c2¢2
0.C., THRU 1/2" PLYWOOD BACKING & WOOD — 1, Al alE 218l & 22¢e8
BLOCKING. ALL BY G.C. (TYP.) SHEE 213l 5 z:=¢¢
RUBBER GASKETS AS REQD.— o g SAE H IR
ALL BY G.C. (TYP.)
Wy SCALE: 1'=3/4"
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.

15'-9 1/4" AF.F.

EXISTING MALL CEILING TO REMAIN
3/4" METAL REVEAL

3-5/8" 20 GA. METAL STUD BOX HEADER
SUPPLIED & INSTALLED BY G.C.

11'-11° AF.F.

DN

e &

—

N
R =\

/

Z_ kAl _

>3—5/8" 20 GA. METAL STUD
H FRAMING AT 16" 0.C.

3-5/8" 20 GA. DIAGONAL
fBRACING AT 48" 0O.C.

TOP OF GRILLE

TOP TRACK ATTACHED TO HEADER ABOVE.
COORDINATE WITH GRILLE INSTALLER.

LIGHTING BAR BY G.C. REFER TO
STOREFRONT ELEVATION SHEET A-4.1A
AND DETAIL 1 & 3/A5.

"SPENCERS” SIGNAGE, ON FAUX GRILLE

_¢ 8'-6" AF.F.

U SOFFIT — FINISH W/P1

PAINT TYPICAL

G.C. TO PROVIDE & INSTALL 10° POCKET DOOR, ——
3/4° PLYWOOD, HUNG ON A CONTINUOUS

PIANO HINGE, CLAD W/ BRICK & LIMESTONE TO
MATCH ADJACENT FINISHES

FOLDING GRILLE, PROVIDED BY GRILLE
MFR., INSTALLED BY GRILLE MFG.

MALL COMMON AREA

GRILLE SUPPORT TUBE. PROVIDED
& INSTALLED BY GRILLE INSTALLER

GRILLE GUIDE. PROVIDED & \/
INSTALLED BY GRILLE INSTALLER

"CULTURED BRICK” IN "RUNNING BOND® PATTERN ——4&._

W/ MORTAR-FILLED JOINTS. FOR FURTHER INFO.,
SEE PLAN DETAIL SHEET A-4.2, EXTERIOR

ELEVATION 2/A-4.1A INSTALLED BY G.C. SUPPLIED
BY S.G. (TYP.)

I
o

_¢2'—6' AF.F.

"LIMESTONE™ PANELS, FROM FLOOR TO 2'-6"
AF.F. SEE EXTERIOR ELEVATION SHEET A-4.1A

SUPPLIED BY SG. INSTALLED BY G.C. (TYP.)

GALVANIZED 2" PIPING,
SUPPLIED & INSTALLED BY G.C.

TENANT SPACE

717\ SECTION THRU STOREFRONT @ ROLLING GRILLE

Wy SCALE: 1”=1'-0"

20 (33 mils)GAUGE 3 5/8" METAL STUD
FRAMING. (TYP.).

3-5/8" 20 GA. METAL STUD BOX HEADER
SUPPLIED & INSTALLED BY G.C.

5/8" TYPE "X" GYP. BD. W/ J-BEAD
EDGES. PROVIDED & INSTALLED BY G.C.

(TvP.)
PAINTP=]

20 GAUGE (33 Mils) 3-5/8" METAL  — |
STUDS @ 12" 0.C. MAX. (TYP.)

OVERHEAD DOOR CORP. # F—265 METAL —
SLATS TO MATCH ENTRY GRILLE. SCREW

TO FRAMING AS REQ'D. SUPPLIED BY

S.G. INSTALLED BY G.C. (TYP.)

)

/777777221

S aTan

2x4 BLOCKING FOR CONNECTION OF STEEL—"

|/
‘1

%
?
%
%
%

ANGLES
&

2" x 2" STEEL ANGLE, ON ALL 4 SIDES
OF GLAZING. ATTACHED WITH 1/2° X 2
1/2" HEX HEAD LAG SCREW @ 24" 0.C.,
THRU WOOD BLOCKING. ALL BY G.C.
(TYP.)

RUBBER GASKETS AS REQD. ALL BY G.C.
(TrP.)

[ 2\ SECTION THRU STOREFRONT @ SHOW WINDOW

N

S e

EXISTING MALL CEILING TO REMAIN
3/4" METAL REVEAL

_¢ 111" AFF.

_.I_O

20 GAUGE (33 Mils) 3-5/8" METAL STUDS
0 12° 0.C. MAX. (TYP.)

LIS

_é 10-7" AFF.

5/8" TYPE "X" GYP. BD. CORNER BEAD ALL‘/

OUTSIDE CORNERS. TAPE, SPACKEL & SAND
AS REQ'D, PAINT P1. ALL BY G.C. (TYP.)

~
~
~
~
~

MALL COMMON AREA

"CULTURED BRICK" IN "RUNNING BOND® PATTERN W/
MORTAR-FILLED JOINTS. FOR FURTHER INFO., SEE PLAN

DETAIL SHEET A-4.2, EXTERIOR ELEVATION 2/A-4.1A
INSTALLED BY G.C. SUPPLIED BY S.G. (TYP.)

1/2" TEMPERED SAFETY GLASS.
PROVIDED & INSTALLED BY G.C.

"CULTURED BRICK™ BEYOND. INSTALLED
BY G.C. SUPPLIED BY S.G. (TYP.)

~

_¢2’—6" AFF.

_¢1'—6" AFF.,

"LIMESTONE” PANELS SECURED WITH APPROVED— 1=

MASONRY ADHESIVE TO 1/2° CEMENTITIOUS
BACKER BOARD ATTACHED TO METAL STUDS

6" 18 GA. METAL STUDS @ 12" 0.C.C MAX.
BY G.C. (TYP.)

N
R rrzrrrrrrrirrrrrprrrrizzza
- . * . A

. ~

1
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i
— R — e
\I |
7 x
Vi J; 3-5/8" 20 GA. METAL STUD
/ FRAMING AT 16" 0.C.
7 7
7 7
v/ 3-5/8" 20 GA. DIAGONAL
J BRACING AT 48" 0.C.
[ 3
b_d
|
NIH
| L
| | SOFFIT — FINISH W/P1 PAINT
| TYPICAL
B | L]
/
/ L
| [
o |
| L]
| g-2" A.F.F.$_
I
|
|
[ [ &
| o
(V2]
—
=
<C
=
=
|
I BULLETIN BOARD. G.C. TO LAG
SCREW TO BRICK USING BRACKET
BEHIND CORK BOARD. ALL
o] I I INSTALLATION BY G.C. (TYP.)
| 4£-2" AFF.
o | 5
vyl N
A A

HILTI OR APPROVED EQUAL ANCORS 2'-0" O.C.

I

~5/8" TYPE "X" GYP. BD. W/ J-BEAD

EDGES. PROVIDED & INSTALLED BY
G.C. (TYP.). PANT§-6)

6" PAINTED MDF_BASE BY G.C.
— FINISH WTH

@ SCALE: 1”=1'-0"

GENERAL NOTES:

1. STOREFRONTS: SHALL BE SOLELY SUPPORTED FROM THE FLOOR. ONLY APPROVED
HORIZONTAL BRACING TO BUILDING STRUCTURE AND STOREFRONT BULKHEAD WILL BE
ALLOWED.

2. NO ATTACHMENTS TO THE BULKHEAD. A REVEAL IS REQUIRED TO ALLOW FOR
FREE MOVEMENT BETWEEN THE BULKHEAD AND THE STOREFRONT. STOREFRONT MUST

EXTEND ABOVE THE BACKSIDE OF THE LANDLORD BULKHEAD A MINIMUM OF 6.

3. TENANT'S WALL FINISH SCHEDULE SHOULD CALL FOR A MINIMUM OF 5/8” GYPSUM
BOARD SMOKE BARRIER RUNNING UP THE BACK SIDE OF THE LANDLORD'S BULKHEAD
AT THE FRONT LEASELINE (FROM ABOVE THE TENANT'S STOREFRONT TO THE METAL
DECKING ABOVE). ALL WORK TO BE BY TENANT.

4. SG SUPPLIES ONLY THE BRICK AND PRE—CAST PANELS FOR THE STOREFRONT.
ALL OTHER LABOR AND MATERIALS FOR BRICK AND PRE—CAST PANELS IS BY GC.

PRIOR TO SUBMITTING HIS OR HER BID, EACH BIDDER SHALL EXAMINE THE SITE AND

EXTRA COMPENSATION WILL BE ALLOWED BECAUSE OF A MISUNDERSTANDING AS TO
THE AMOUNT OF WORK INVOLVED OR A LACK OF KNOWLEDGE ABOUT EXISTING
CONDITIONS.

FAMILIARIZE HIMSELF WITH ALL EXISTING CONDITIONS PRIOR TO BIDDING THE JOB. NO

5/8" TYPE X" GYP. BD.
3 5/8" METAL STUD
FRAMING. (TYP.).

"CULTURED BRICK™ W/
MORTAR—FILLED JOINTS.

1/2" PLYWOOD

"LIMESTONE® PANEL WITH
PRE-MITERED CORNERS

i

3\ SECTION @ BRICK ¢ LIMESTONE
Wy SCALE: 1/2"=1'-0"
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PROVIDE ACCESS FOR\

|4
-

- ~——— DOUBLE LAYER FRT. 3/4"
B3 PLYWOOD BLOCKING IN AREA OF
~ LIGHT TUBE ATTACHMENT ONLY.

4
3

418

ALL BY GC.
MALL

¥y WELD CONTINUOUS.

VIS I/
- Y

JESCO LED FIXTURES INTERLOCKING
/ SYSTEM SUPPLIED BY S.G. INSTALLED

POWER FEED. DETERMINE
LOCATION IN FIELD.

)
/

ANN

BY G.C.

WELDED END PLATE BEYOND.
(TYP.)

tr |\

1/4” THICK STEEL ANGLE.
(TYP.) WITH CLOSED ENDS

AN NN NN NN

L
7
418

LAG SCREW THRU WALL FACE INTO
DOUBLED PLYWOOD BLOCKING,

%"
E USING 1" DIA. BOLT TO ACHIEVE
“INDUSTRIAL LOOK" DESIGN INTENT.

LIGHT BAR INSTALLED AFTER BRICK

IS INSTALLED LIGHT BAR SUPPLIED
& INSTALLED BY G.C.

1/4" THICK STEEL PLATE. (TYP.)
SEE A-4.1 FOR LOCATION &

\ \
1/2° FR. PLYWOOD SHEATHING

FROM FLOOR TO 11'-6" AF.F.

TYPICAL SALES AREA WALL
- 5/8" DRYWALL.

INDIVIDUAL METAL
*  SLATWALL SLATS 6 3"
— 0.C., FROM BASE TO
. 11°-6" A.F.F. SCREW EACH
SLAT @ 12" 0.C. SEE
A-3.1 FOR SPEC. SUPPLIED
BY SG. INSTALLED BY GC.

<

— 3/4" x 6" WOOD BASE. TYP. AROUND
PERIMETER OF STORE. INSTALLED
USING FINISH NAILS (DO NOT SCREW).
FINISH WTH
P2 PAINT.

NOTES FOR NEW CONSTRUCTION ONLY:

| 20 GA DEEP LEG TRACK W/0.145 # x1* X-DNI
N L—| HILTI SHOT PIN (ESR-1663) @ 24" 0.C. MAX.
N 6" AT EACH END, 2 MIN. PER TRACK

HILTI FASTENER X-U 536, 36 MM PREMOUNTED
~ WASHER, ICC REPORT #ESR2388

HEIGHT.
717\ SECTION THRU LIGHTING BAR /2" SECTION THRU SLATWALL ¢ BASE
A-5| / SCALE: 6" = 1-0° @ SCALE: 6" = 1'=0"
.
— 1” DIA. BOLT. (TYP.)
JESCO LED FIXTURES ¥ cj‘?
RN T L | S

CONTINUOUS WELD. (TYP.)

|| MOUNTING PLATE. (TYP.)

/STEEL ANGLE LIGHT TUBE CONCEALS
"BRITE STRIP® LIGHTING. SEE
ELECTRICAL DWGS. FOR SPEC.

STOREFRONT

SEE A-4.1 FOR LOCATION & HEIGHT.

73"\ LIGHTING BAR ELEVATION @ BRACKET

A-S|

SCALE: 3" =1'-0"

@ NOT USED
A5| / SCALE N.TS.

3 5/8" 20 GA. METAL TRACK

an e

v

3 5/8" 25 GA. METAL STUD
016" 0.C.

3/4” F.R. PLYWOOD ON
600S162—-54 MTL. JOISTS
@16 0.C.

+x SPRINKLER NOTE:
SPRINKLER CONTRACTOR TO
PROVIDE SPRINKLER COVERAGE

ABOVE / BELOW DECK AS
REQ'D. BY LOCAL CODE.

3 5/8" METAL STUDS, 20 GA.
@ 16" 0.C.

REF. TO WALL TYPE D

|
PARTITION WMTH DECK
& PARTITION ABOVE

WITH HILTI DX TYPE NK
FASTENERS @ 18" 0.C. TYP.
aPER ICBO EVALUATION
EPORT #1290 TYP.)

— 5/8" GYP. BD.

75"\ WALL SECTION THRU TOILET ROOM

A-5| ] SCALE: 11/2" = 1'-0"

3 5/8™" METAL TRACK, 20 GA.

=N
A\

REF. TO NALL TYPE D

*x SPRINKLER NOTE:
SPRINKLER CONTRACTOR TO
PROVIDE SPRINKLER COVERAGE

ABOVE / BELOW DECK AS
REQD. BY LOCAL CODE.

3/4" FR. PLYWOOD ON
600516254 MTL. JOISTS
@ 16" 0.C.

1 1/4"x4" FIRE RESISTANT
WOOD EDGING, PAINT @

3 5/8" METAL STUDS, 20 GA.
@ 16" 0.C.

WTH HILT DX TYPE NK
FASTENERS @ 18" 0.C. TYP.
&PER ICBO EVALUATION
EPORT #1290 TYP.)

5/8" GYP. BD.

I
PARTITION WMTH DECK ABOVE

3 5/8" METAL TRACK, 20 GA.

\/ EXPOSED DECK ABOVE.
PAINT

GYP. BD. FROM FLOOR TO
DECK ABOVE.

METAL STUDS,
SEE WALL TYPES

YP. BD. FROM FLOOR TO
DECK ABOVE. SEE INTERIOR
ELEVATIONS SHEET A-3.1
FOR PAINT SPEC. ALL BY

G.C. (TYP)

11'-6" AFF. $_
\ SURFACE MOUNTED

RACEWAY OR OUTLET STRIP
TO PROVIDE POWER AT
SELECT LOCATIONS. REFER
TO INTERIOR ELEVATIONS
SHEET A-3.1 & ELECTRICAL
DWGS. FOR SPEC. SUPPLIED

BY SPENCER, INSTALLED BY
E.C.

1/2" F.R. PLYWOOD
SHEATHING

FROM FLOOR TO
11'-6" AFF.

INDIVIDUAL METAL
SLATWALL SLATS @ 3"
0.C., FROM 11°-6" AF.F.
TO BASE SCREW EACH
SLAT @ 8" 0.C. INSTALL
STARTING FROM THE TOP
DOWN. SEE A-3.1 FOR
SPEC. SUPPLIED BY SG.
INSTALLED BY GC.

G.C. TO MAINTAIN ALL FIRE
RATINGS FOR ALL EXISTING
FIRE RATED CONSTRUCTION
PER UL, FIRE, & LOCAL
CODES. (TYP.)

b S [ e (e e @@ e S r3 e Jfe e @ [ (e ;@ s _Jse s s [ [ & [ _f} [ s s __Jfe s M @ @ g (@ s s &l

B DNO I M T A b T I Y T I OO AW T DG PO T T W SV R A AR B W T TUWCL LI A Tt G 4K W AL FIMTTET S V2 TR T T W 8 T . LR T R 2l ol A CRACY A8 O WS W A A o e i T OO AN IR T R A, A 2 SN VAL Dl L5500 T el Ty W oA Pl AP 5 TS AT TTADE LMW R WA 2 WU L X K P e W L Pt WY TR AP T I T I A AP AT A PR A A T AT W2 2, KA D § T P S % Y SOPYTR F7LTT TE FU M U AR Y 7 K2R T Y b P T TP A e T Y0 .0 O AT O 24 A WA TV P O 4 T YLV IO D FUW Y A [l R 700 W73 MORY P, AT, T TR I A B M | Sy P

 m—

\
EXISTING CONCRETE SLAB

TO REMAIN

7B\ WALL SECTION SALES AREA/STOCK

16’8 1/4” DECK ABOVE (V.LF.)

N\ EXPOSED DECK ABOVE.
PANT

FIRE CAULK @ DECK
AS REQUIRED BY G.C.

G.C. TO SPRAY FIRE
PROOFING ON DECK ABOVE
IF REQUIRED BY LOCAL
FIRE  OFFICIAL

GYP. BD. FROM FLOOR TO
DECK ABOVE.

Pl W AT 4 TOFTCS AT O 2 AT WA P VR P I T EXLOY RO De PO A [l R 70K o WF3 o MR P, AW TR TR TP, I US4 3 St | e A P2

METAL STUDS
SEE WALL TYPES

11'-6" AFF. $_

1/2" FR. PLYWOOD
SHEATHING
FROM FLOOR TO

11'-6" AF.F.

16’8 1/4" DECK ABOVE (V.LF.)

INDIVIDUAL METAL
SLATWALL SLATS @ 3"
0.C., FROM 11°-6" AFF.
TO BASE SCREW EACH
SLAT @ 8" 0.C. INSTALL
STARTING FROM THE TOP
DOWN. SEE A-3.1 FOR
SPEC. SUPPLIED BY SG.
INSTALLED BY GC.

G.C. TO MAINTAN ALL FIRE
RATINGS FOR ALL EXISTING
FIRE RATED CONSTRUCTION
PER UL, FIRE, & LOCAL
CODES. (TYP.)

g Je & __Je e __Jfe _Jje _Jje _Je _Jje _Je _Je ;@ _Je e _Je _Je _sj§e _Je _Je _Je __Je _Je _Je _Je _Je _Jje _Je _Je__Je\ _Jje _Je _Je _Je _Je \sre _Je__Je

B > MO I G A W N I YR T I b SO AT S O LTV IO SV R A YA 0 A WP TR MO LY O L WA W AP AL AT S VD R I T O 8 1w LY X RO 7 M 08 PR CAAC YR G PO T W A 7 o P o T WO W A IR I R A A 3 TN AT CaT T L5505 T Wl Ty A Pl AP o ™S ST AT L Ear W R iR T VLI T T P e B WL Py WIS TR SO STU T T I A A P AT A PR A M T AL I 3, K0 D0 5 Tk P N IS0 SO0 71T T LY M W YN 7 KL T Y Lk P R

~

@ SCALE: 11/2" = -0

NOTE:
ALL METAL STUDS TO MEET METAL STUD MANUFACTURER'S
ASSOCIATION SPECIFICATIONS, ICC ER 4943P

q \ q
EXISTING CONCRETE SLAB

TO REMAIN

7“A™\ WALL SECTION SALES AREA
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ELECTRICAL FLOOR PLAN KEYED NOTES .
3
(1) GRAY DUPLEX RECEPTACLE @ 1'—0" AF.F. USE GRAY RECEPTACLE WITH METAL COVER PLATE. -
o
14'=0" — PLUGMOLD AT 11—6" A.F.F. 4'-0" 8'-0" 8'-0" 8'-0" 8'-0" 6'-0" 8'-0" @ CONTRACTOR TO INSTALL OR REUSE BELL AT 12'-0" A.F.F. (IF NOT EXISTING). SEE SHEET FOR LOCATIONS. E
A3 A Atd (3) PLUGMOLD: ONE ROW OF PLUGMOLD @ 11'~6" AF.F TO BOTTOM. SEE SHEET A3.1 & A5.1 FOR DETALLS. DO NOT 5
14'-0° — PLUGMOLD AT 11'—6° AFF ATTACH PLUGMOLD TO SLATWALL. (TYP) @
10 TELCO/” t'
E0ARD Ol (4) INSTALL GRAY DUPLEX RECEPTACLE IN OSP POST AT 48" AF.F.. USE EXISTING KNOCKOUT FOR LOCATION.
.4 P % / 74 T ~~ T ~w T ~w |
4 ( LI LA LI ZD ////A////ﬁr A a RNy Do~ b T~ (5) DUPLEX RECEPTACLE AT 5'~0" AF.F. USE GRAY RECEPTACLE WITH METAL COVER PLATE MOUNTED HORIZONTALLY —
S 1 (e, O e, SO TYPICAL
A-15
A-7 | A-23 (6) INSTALL WIRELESS SENSOR TRANSMITTER ON STOCKROOM SIDE, ABOVE DOOR. ]
5) ps A-21 28
| @_/ (7) SERVICE DOOR PUSHBUTTON AT 60" AFF. (IF NOT EXISTING). WIRE TO BELLS IN SALES & STOCKROOM PER WIRING Z 2 g
C A-29 DIAGRAM THIS SHEET. £ =
| | | ) A-31,33,35 . : Oy
| | dm U =
| ) () " E (8) (1) ONE THERMOSTAT (SEE MECHANICAL DWGS) - 58
sv 2 D L\Il
I —(1) {9) EC TO TUCK AND SECURE JESCO LED POWER CORD IN CORNER OF SPINNER THRU BASE AND INTO CASH WRAP W £ 2
| @\ AREA PLUG. FASTENERS PROVIDED IN KIT. SEE DETAIL #3 @ SHEET E1.1. 8 =
A-23 » 5
: A-37,39,41 Y GFI DUPLEX RECEPTACLE AT 42" AFF. E g s
. = 5
: o (11 24 HR. CALENDAR TYPE TIMECLOCK. o Zs
- I 34
N (2) ELECTRICAL EQUIPMENT (SEE ELECTRICAL RISER DIAGRAM). (- Z g2
< ‘7//////////4—7/////////////% = &
9| ¥ (3 TOILET ROOM EXHAUST FAN SEE LIGHTING SHEET E2.0. < 2z
A-1 Q| Y
§ % DOUBLE DUPLEX (QUAD) RECEPTACLE MOUNTED AT 42" AF.F. (PROVIDE NEW IF NOT EXISTING)
3|
°IL g (i5) RECEPTACLE TYPE 5-20R PROVIDED BY E.C. TO BE INSTALLED PER CEC 26-704.
042 % g NEW PUSHBUTTON & BUZZER TO BE WIRED TO CASHWRAP. SEE WIRING DIAGRAM ON THIS SHEET.
—40, J
A-21 At S g (i7) DUPLEX RECEPTACLE AT 18" AF.F. (PROVIDE NEW IF NOT EXISTING).
- \
.;;;? RJ-45 DOUBLE PORT DATA JACK AT 12" +/— AFF FOR DATA LINES (E1&E2). (SEE PHONE/DATA CABLE
2 INSTRUCTIONS THIS SHEET) RUN DATA LINES E-1 & E—2 BACK TO RJ-45 JACK AT MANAGER'S DESK. (SEE
g PHONE/DATA CABLE INSTRUCTIONS THIS SHEET)
DOUBLE DUPLEX (QUAD) RECEPTACLE MOUNTED AT 18" AFF. FOR T.V. & V.CR.
(20) NOT USED.
O (2 NON-FUSED DISCONNECT SWITCH MOUNTED ABOVE TOILET CELING FOR CONNECTION OF TANK TYPE WATER HEATER.
(22) DEDICATED DOUBLE DUPLEX (QUAD) RECEPTACLE WITH DEDICATED GROUND AT 12t AF.F. (NO OTHER DEVICES ON
THIS CIRCUIT, RUN IN SEPARATE CONDUIT).
3 3 2N (23) DEDICATED DUPLEX RECEPTACLE AT 12"+ AFF. FOR JESCO JEWELRY CABINET LIGHTS. NOTE: THE CIRCUITS USED
7 N TO POWER THE JESCO LIGHTS AND SHALL NOT BE USED FOR ANY OTHER PURPOSE AND ARE TO BE CONTROLLED
7 v BY SWITCH A. SEE SHEETS E2.0 AND E3.0 FOR LIGHTING CONTROLS.
7 GENERAL NOTES
A-9 74 \30\‘ 4y Ru-11 TELEPHONE JACK AT 12"t AF.F. FOR LINE 1. RUN LINE 1 BACK TO D-MARC IN STOCKROOM. (SEE
7 // 7 1. ELECTRICAL WORK SHALL CONFORM TO THE ONTARIO ELECTRICAL SAFETY CODE, C.E.C. PROVINCIAL AND LOCAL PHONE/DATA CABLE INSTRUCTIONS THIS SHEET)
oy 7 . JURISDICTIONAL ORDINANCES INCLUDING LANDLORD’S CONSTRUCTION GUIDELINES.
2 NEW PUSHBUTTON & BUZZER AT CASH DESK WIRED TO BUZZER AT MANAGER'S DESK (SEE DETAIL #2 @ SHEET
6’*_&\ // Ak 1 POWER PLAN 2. REGARDLESS OF THE EXISTING CIRCUITING, IT IS THE RESPONSIBILITY OF THE ELECTRICAL CONTRACTOR TO PROPERLY @ E1.1). VERIFY LOCATION OF PUSHBUTTON & BUZZER WITH TENANT PROJECT MANAGER I(DRIOR T0 INSﬁALLATION. § 0 8 .
S SCALE: 14" = 10" BALANCE ALL BRANCH PHASES OF THE ELECTRICAL PANEL TO WITHIN 10% OF EACH OTHER. " ( % N o § 18
RJ-11 TELEPHONE JACK AT 12"+ AF.F. FOR LINE 1 (L1) RUN LINE 1 BACK TO D-MARC IN STOCKROOM. (SEE o ) 52
3. MAXIMUM LOAD OF BRANCH CIRCUIT SHALL BE 75% OF RATED CAPACITY. T PHONE/DATA CABLE INSTRUCTIONS THIS SHEET) :i S % = E 1
% | w5228
4 ALL LIGHTING FIXTURE WORK SHALL BE WRED PER ONTARIO ELECTRICAL SAFETY CODE. (&7 R4=11 TELEPHONE JACK AT 7"+ AFF. FOR LNE 2 (L2) RUN LINE 2 BACK TO D-MARC IN STOCKROOM. (SEE NI PIE (EREEE
5. PROVIDE CIRCUIT BREAKER LOCK-ON FOR THE FOLLOWNG IF THEY OCCUR: —-ROLL-DOWN GRILLE- EMERGENCY/ EXT & PHONE/DATA CABLE INSTRUCTIONS THIS SHEET) - a = § 5088
— -— — — -— O ow [a)]
SE;T'EL#&HTSSYSTEL%?EFRONT SIGN~ CASH REGISTER— SECURITY AND TELEPHONE OUTLETS— TIME CLOCK— FIRE RJ-45 DOUBLE PORT DATA JACK AT 12"+ A.FF. FOR DATA LINES (E1 AND E2). RUN DATA LINES E1 AND E2 BAK || B m| B X = Q 5Py
TO RJ-45 JACK AT MANAGER’S DESK. (SEE PHONE/DATA CABLE INSTRUCTIONS THIS SHEET) 5 2 § alall o Zegt
6. ANY FIRE ALARM DEVICES AND SYSTEM FOUND IN THIS PREMISES SHALL BE MAINTAINED OPERATIONAL DURING AND a2lalalBlglle """
AFTER CONSTRUCTION. NOTIFY THE LANDLORD AND OBTAIN ITS APPROVAL FOR RELOCATION, MODIFICATION, AND/OR @9 CASH REGISTER # 1 — ADA
DELETION OF EXISTING F.A. DEVICES TO SUIT NEW STORE LAYOUT. THIS CONTRACTOR TO BEAR THE COST FOR F.A. WORK CASH REGISTER # 2
DONE BY THE LANDLORD'S CONTRACTOR. TEST AND VERIFY UPON COMPLETION AND PROVIDE TEST REPORT AS PER .
CAN/ULC S537. ALL FIRE ALARM SYSTEM DESIGN OR DESIGN MODIFICATION AND INSTALLATION SHALL BE IN »
+ AFF. . :
CONFORMANCE WITH ONTARIO BUILDING CODE, CAN/ULC S524 LATEST EDITION AND ONTARIO ELECTRICAL SAFETY CODE. D Bg‘;;g;”ﬁﬂ}Dé’&%ﬁ&‘{?ﬁ%ﬁ’“;;%’,ﬁ%P;Qﬁtf QST7BE GSFE[F, {3’5 fﬁ?”oﬁf&s},ffwggg C&E,,%R%‘,ﬂ{ﬁ”ﬁgﬁ’ T
SHARE NEUTRAL OR GROUND WITH OTHER EQUIPMENT. SEPARATE POWER, NEUTRAL, AND INSULATED GROUND WIRES,
7. ALL WRING MUST BE IN E.M.T. OR RIGID CONDUIT. E.M.T. FLEXIBLE CONDUIT MAY ONLY BE USED FOR FINAL MINIMUM SIZE #12 AWG SHALL BE RUN TO THE CIRCUIT BREAKER PANEL BOARD WHERE GROUND WIRE SHALL BE
CONNECTIONS FROM OUTLET BOXES TO LIGHT FIXTURES, MOTORS, APPLIANCES, ETC., MAX. LENGTH 6 FEET, NO BX, TIED TO THE GROUND TERMINAL ISOLATED FROM NEUTRAL. DO NOT USE CONDUIT FOR GROUNDING AS THIS MAY n
ROMEX, ARMORED CABLE, ETC. ALLOWED. NOT BE CONTINUOUS. CASH REGISTER CIRCUIT SHALL BE RUN IN SEPARATE CONDUIT. >
8. SUPPORT WIRES FOR CEILING ITEMS MUST NOT BE CONNECTED TO ANY OF THE L.L. MECH, ELEC, PLUMBING OR FIRE @ SAW CUT AS REQUIRED FOR ELECTRICAL CONDUIT UNDER SLAB. COORDINATE SAW CUTTING OF FLOOR SLAB WITH g
PROTECTION PIPING OR EQUIPMENT. LANDLORD PRIOR TO COMMENCING WORK. NOTE: LOCATION SHOWN ON POWER PLAN IS SCHEMATIC. DETERMINE BEST || &
LOCATION IN FIELD.
9. EC. TO RUN ALL CONDUIT AT DECK HEIGHT AND DROP DOWN FEEDS AS REQUIRED TO FIXTURES. EE
10, EC. T0 RUN CATSE CABLE FROM THE "D—MARC" T0 THE PHONE JACKS AT THE CASH & WRAP. NOTE: DIMENSIONS A.F.F. ARE TO CENTERLINE OF DEVICE (RECEPTACLE, PHONE JACK, ETC.)
11. EC. IS RESPONSIBLE FOR CODE COMPLIANCE. ENSURE ALL ELECTRICAL IS IN COMPLIANCE WITH ONTARIO ELECTRICAL PHONE/DATA ¢ADLE INSTRUCTIONS
SAFETY CODE. BRING ALL ELECTRIC UP TO CODE AS REQUIRED. AT REGISTER # 1 (register fowerds reer of store):
12. SEE SHEET E3.0 FOR ELECTRICAL PANEL SCHEDULE, E2.0 FOR FIXTURE SCHEDULE, THIS SHEET FOR SYMBOL LEGEND, 1. Electrician to install TWO CAT-5 Data cable drops from Register #1 location to the E
AND SHEETS E1.1 FOR DETAILS, ETC. wall in the stockroom @ 18 AFF near the manager’s desk. Install one Double Port <
RJ-45 Ethernet wall-faceplate with jacks at each end. Mark faceplate ports E-1 and A
13. DEMOLITION: REMOVE ALL EXISTING ELECTRICAL EQUIPMENT, FIXTURES, SYSTEMS, CONDUIT AND WIRE, ETC., NOT BEING )
USED. DO NOT JUST ABANDON. 2 IIEnsthItl lgt&igiie RJ-11 telephone jack marked Line 1 and one RI-11 telephone jack
: - - I~
14. COORDINATE FIXTURE JUNCTION BOX REQUIREMENTS W,/ FIXTURE VENDOR. marked line 2. Wre each to D-merk location in stockroom. Leave a 10" whip at the i Z
end near the D-mark (or electrical panel if D-mark is not yet installed) ™ <
15, FOR EXACT LOCATION OF MECHANICAL EQUIPMENT REFER TO MECHANICAL DRAWINGS. 3. Electrician to install ONE CAT-5 Data cable from Register #1 to register #2 in 0,\© ('7) Q -
conduit. Leave a6’0” whip at eachend. Terminate to a RJ-45 male plug on both Q Q o
SYMBOL LEGEND N CONTEACIOR SHALL NOSENE T WRE SIZE T0 ST NECBSSARY WOLTACE DRoP VERIFY W PEDL ends, Install and leave a pull string i this conduit as well R =T 0
: : 3. Electrician must test and verify continuity at the Data Cable ends. Q LLI
4. Install additional 1”” empty conduit with pull string stubbed up from below Register E Qe % ;
/7 | HoweRn To Pave, AUDIO SYSTEM 110 low Rister 72 e
O RS
<= W
~ ELECTRICAL PANEL AT REGISTER # 2 (reqgister towards front of store): NG = Q- :,' i N
[ | DISCONNECT SWITCH (SIZE AS REQUIRED) 1. REFER TO EQUIPMENT INSTALLATION MANUALS FOR ADDITIONAL DETAILS. 1. Install and wire one RI-11 telephone jack. Mark it Line 1. LG' Ly g LISJ N 1
b~
Q
|! TRANSFORMER 2. ALL CABLE TO BE 18 AWG, 2 CONDUCTOR UNLESS OTHERWISE SPECIFIED. AT MANAGERS DESK IN STOCKROOM § % g E SE E()
1. Install and wire one RIJ-11 telephone jack @ 18 inches AFF. Mark it Line 1. AOMNOG —_—
\V/ TELEPHONE OUTLET ,
3. INSTALL SURFACE MOUNT DS—100 SPEAKERS TO DETAIL INSTALL SPEAKERS AT 13 AFF. i o
(D [ JUNCTION BOX IN STOCKROOM NEAR ELECTRICAL PANEL: 5 > N
m DUPLEX RECEPTACLE 4. EQUIPMENT SHOULD BE INSTALLED ON SHELF PROVIDED BY GC/EC ABOVE THE MANAGER'S DESK. 1. Install and wire (1) RI31X telephone jack near spare receptacle at electrical panel. P ) bl EIJ)
Mark it line 1. [ = e
& QUADPLEX RECEFTACLE 5. INSTALL VOLUME CONTROL NEAR THE MANAGER'S DESK IN AN EASY ACCESSIBLE LOCATION. % 5 S _|
A 24HR 7 DAY=TIME CLOCK THE FIRE PARTITION WALLS SEPARATING TENANTS SHALL BE ONE—HOUR FIRE—RESISTIVE e 8 E L
CONSTRUCTION EXTENDING FROM THE FLOOR TO THE CEILING. PLEASE NOTE THAT OPENINGS IN
& | waLL switcH 6. GC/EC RESPONSIBLE FOR PROVIDING A DOUBLE GANG J-BOX FOR VOLUME CONTROL. RATED WALL ASSEMBLIES ARE LIMITED IN ACCORDANCE WITH IBC SECTIONS 712, 713, AND 715.
STEEL ELECTRICAL OUTLET BOXES THAT DO NOT EXCEED 16 SQUARE INCHES IN AREA ARE
® SMOKE DETECTOR 7. ADJUST BASS AND TREBLE ON FRONT OF AMP. PERMITTED, PROVIDED THAT THE AREA OF SUCH OPENINGS DOES NOT EXCEED 100 SQUARE FEET
OF WALL AREA. OUTLET BOXES ON OPPOSITE SIDES OF RATED WALL ASSEMBLIES SHALL BE
[¢] PUSH BUTTON SEPARATED BY A HORIZONTAL DISTANCE OF NOT LESS THAN 24 INCHES. APPROVED LISTED
& | poor BuzZER 8. INSTALL RACK EARS AND SECURITY COVER. NON—METALLIC OUTLET BOXES MAY BE USED AS NOTED IN EXCEPTION 2 OF SECTION 712.3.2.
BUZZER 9. GC/EC RESPONSIBLE FOR PROVIDING A DOUBLE GANG J-BOX FOR VOLUME CONTROL. NOTE 0
LOW VOLTAGE TRANSFORMER (MOUNTED i
T ABOVE HUNG CEILING) ELECTRICAL CONTRACTOR SHALL VISIT SITE AND VERIFY EXISTING CONDITIONS. ELECTRICAL
NOTE CONTRACTOR IS RESPONSIBLE FOR REMOVING ALL ELECTRICAL DEVICES (LIGHT FIXTURES,
THERMOSTAT —_— RECEPTACLES, SWITCHES, ETC.) AND EQUIPMENT INCLUDING CONDUIT & WIRING BACK TO PANEL,
N.L. NIGHT LIGHT “ON CANADIAN STORES ONLY'RUN 2 CAT 5 CABLES FROM REGISTER 1 TO REGISTER 2. THAT IS NOT BEING REUSED. NOTHING SHALL BE ABANDONED IN PLACE.




REGISTRATION SEAL

ARCYIs 10N
MANAGEMENT CONSULTANTS

1950 CRAIG ROAD, SUITE 300

PH. (314) 415-2400

www.arcv.com

ST. LOUIS, MO 63146

FAX (314) 415-2300

ZONE INDICATOR 1

ZONE INDICATOR 2
,NDE%’SE ZONE INDICATOR 3 MOUNTING HOLE
SWITCH 1
SWITCH 2
s T CONNECTION
/ /POWER SWITCH E TERMINAL COVER\ le
SPEAKER % /ADAPTER JACK POWER SWITCH SUTRUT
O) CONNECTIONFFFT—= AC ADAPTOR
’\ADAPTER JACK  TERMINAL — .
\ %% 1/ ~ | »
FRONT STAND BACK MOUNTING SCREW
FUNCTION: NOTES:

1. MOUNTING ON A WALL: USE THE MOUNTING SCREW ON A WALL.
LEAVE SOME LENGTH OF THE SCREW OUT FOR THE MOUNTING
HOLE OF THE RC-10U.

2. DESK TOP: PULL OUT THE STAND ON THE BACK OF THE RC-10U
AND PLACE IT ON ANY FLAT SURFACE.

3. COORDINATE LOATION WITH PROJECGT MANAGER ON SITE.

\i
S B

TOP FRONT NOTES: SIDE BACK

1. SEE MANUFACTURERS INSTRUCTIONS FOR INSTALLAION.
2. COORDINATE LOCATION WITH PROJECT MANAGER ON SITE.

WIRELESS SENSOR SYSTEM SCHEMATIC

SCALE: NONE

SWITCH 1 |ACTIVATING "LEARN MODE" AND
"OUTPUT DURATION MODE

SWITCH 2 |ACTIVATING "VOLUME ADJUSTMENT
MODE” AND MAKING SELECTION

BELL LOCATED AT
FRONT OF STORE
BELL LOCATED AT
REAR OF STORE
O
O
o
BELL LOCATED
IN STOCKROOM

q
o F\
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BUZZER and BELL SYSTEM

SCALE: NONE

ﬁJASCO LED
— -
= /_ POWER CORD FOR LED LIGHTS TYP (3) SIDES OF CASE. DO
Vs NOT INSTALL ON REGISTER SIDE OF CASE.
/'PUSH BUTTON FOR BUZZER.
N4 7
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%
Nllig __ ;/
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" godod / 7/
7 | C
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\ALL ELEC./ DATA BOXES TO BE LOCATED 6" OL.C. FROM BOTTOM OF

CABINET.

CASHWRAP SCHEMATIC ELEVATION

SCALE: NONE
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REGISTRATION SEAL

LIGHTING PLAN GENERAL NOTES:
o} €o) o) o) o)
A. AL DIFFUSERS, EMERGENCY UNIT BASE PLATES, RECEPTACLES, ACCESS PANELS, AND
COVERPLATES TO BE PAINTED TO MATCH ADJACENT CEILING, SEE ELECTRICAL AND
o o 6” MECHANICAL DRAWINGS FOR LOCATIONS.
N 3'-0" [T\ 58'-0" 15" DIA.GALV. PIPE @ 12'—0" A.FF. [ 4-0"
/ \ B. EXIT SIGNS MUST BE INTERNALLY ILLUMINATED.
@ 2] l &) C. CROSS REFERENCE TO BOTH SHEETS A-2.1 AND E-1.1 FOR LIGHTING FIXTURE INFO, .
— T — — = = — — = = = — = = = — — — — - SPECIFICATIONS & PLACEMENT. g3
LV 2 LV 2 _ v/ a || 83
K| N e S PTYLLLEL " T AR S £ 2 s
A=2 =] - N A-16 A-{16 el o EM!1 . .| D.  G.C. SHALL PAINT ALL VISUALLY EXPOSED STRUCTURAL, DUCTWORK, PIPING ETC. AS PER E =%
| N N H EM1 Nl jé'ﬁ 5 / S N PLAN UNLESS CURRENT APPLICABLE CODES DICTATE OTHERWISE. @) < 3
J 3 —— K [ ” | :
NN < /\ F | A-16 ¥ ™ 50" GALV PIPE ¢>— E.  REFER TO SPRINKLER DRAWINGS FOR SPRINKLER INFORMATION IN ALL AREAS. -3 "
\ DA A | = oA\ A QA o (2 - w2
| \ : = p— =R = \EZ/ \ : e 8 =
_16 . ",
'L 0 | I\ T 5e ‘o0 L ‘o0 L ‘o0 e | TYPICAL LIGHTING PLAN KEYED NOTES: .
ol | = N 7 7 i
H AB %,' N | | | NO CEILNG - OPEN TO DECK ABOVE. q °s
3 -ng Y 1 ] S g3
13 J R | ? Mo Fa 2| EXIT SIGNS MUST BE INTERNALLY ILLUMINATED. (TYP.) WALL MOUNT ag S o
11 v : < 5 ~ — 3| 11/2" DIA. GALVANIZED PIPE MOUNTED AT 12'-0" AF.F. REFER TO DETAIL 3/E2.0 FOR = §§
W % /
™ 1|° | < g ATTACHMENT INFO. -
| % \ _
12 z ? | A=12 A8 4| 4 FLUORESCENT LIGHT FIXTURES MOUNTED AT SAME BOTTOM ELEVATION AS GRAY BEAM ON THE
o N . g////////////—/////////% A 9 OVERHEAD DISPLAY FIXTURE
[ W - ? 5 | QUADRAPLEX QUTLETS FOR PLUG-IN LIGHT FIXTURES SUPPLIED & INSTALLED BY E.C. SUPPORT
X . 4 RECEPTACLES WITH "CADDY PIPE CLAMPS. 12'-0" OC. TYPICAL SPACING
= 3 N / g 6 | QUADRAPLEX OUTLETS SUPPLIED & INSTALLED BY E.C. INSTALLED FACE DOWN, EVEN WITH
| S TYP y = / BOTTOM OF GRAY BEAM.
@ - i P 1k B : Aﬁ B Aﬁ . ’ ? ////////// QUADRAPLEX OUTLETS SUPPLIED & INSTALLED BY E.C. USE GREY RECEPTACLE WITH METAL
+—, 8 =N CONC. BEAM © o / 4 1 :
S — | . S|< g v, v % PLATE. MOUNTED IN CEILING.
JI_ ) e N 10'-4” AFF. , % f
= N Sl TP 44’-9" 15" DIA.GALV. PIPE @ 12'-0" AF.F. ° ? & | NOT USED.
. MY 1% 2
. A—f A |l T e 6"/ A-16 %7/////////////////////////////////////// q | EMERGENCY LIGHTS WALL MOUNTED AT 12'-0" AFF.
T |w Em N "A-16 mﬂqy / g
K -I © & — — — — - 0 — — — — — _ CO 0| DUPLEX OUTLET ATTACHED TO CONDUIT FOR REMOTE CCTV CAMERA 12'-0" AF.F. SUPPLIED AND
T - | g, INSTALLED BY E.C.
| |
LL)E'P p 1| | RECESSED LIGHTING IN STOREFRONT SOFFIT
|2 | DUPLEX OUTLET FLUSH MOUNTED IN FACE OF SOFFIT 6" ABOVE BOTTOM OF SOFFIT, FOR CCTV
CAMERA MONITOR SUPPLIED AND INSTALLED BY E.C.
| I3 | LED LAMP IN LIGHT BAR. SEE DETAIL 4 THIS SHEET.

LIGHTING PLAN 12| 1" DIA GALV. PIPE @ 10'-0"AFF. PROVIDE MIN. 3' CLEARANCE BETWEEN TOP OF PIPE & ANY
1 OBSTACLE.
1/4" =|_0" z
15| EC. SHALL INSTALL DISCONNECT SWTCH FOR SIGNAGE CIRCUIT(S) AS REQUIRED BY N.EC. 600. ||| & .
REFER TO PLANS FOR NUMBER OF CIRCUITS REQUIRED. LOCATE TRANSFORMER FOR GRAPHICS SN ol|| 2 25¢
LIGHTING INSIDE SOFFIT SO AS NOT TO BE VISABLE FROM MALL. SR > =l 252
5] L) S|l £ €8s
|6 | 3 FLUORESCENT LIGHT FIXTURES MOUNTED AT SAME BOTTOM ELEVATION AS YELLOW BEAM ON AR e kel O peoiy
THE OVERHEAD DISPLAY FIXTURE. A NN N R I EEREE
mlRl=|]| © 25%%
|71 11/2" DIA. GALVANIZED PIPE MOUNTED AT UNDER STOREFRONT SOFFIT. REFER TO DETAIL =2l L 222y
LIGHT FEXTURE SCHEDULE LAMP SCHEDULE 3/E2.0 FOR ATTACHMENT INFO. PIPE AND LIGHT FIXTURES MUST BE INSTALLED ABOVE SHOW Hlalz i all g £288
WINDOW GRID. <r—-§m3 o zpSt
REF LAMP/ WATTS/ FIXTURE MANUFACTURER Ol<|alz|g|| a w83
QTY  SYMBOL  TYPE MANUFACTURER  CATALOG NO. DESCRIPTION NofEs  Vouts REc sur PEN waL | {ANE/ WRTTS/ PR LR R/ 1&| TENANT E.C. SHALL FURNISH & INSTALL NEW LIGHT SWITCH. SWTCH SHALL BE BY "Sensor || 2] B A O]~
/ SWITCH, INC. 900 NORTHROOP ROAD, WALLINGFORD, CT 06492. PHONE: 203-265-2842.
43 e | A CON TEC  [CTL5038118RPB—S| 10 SQUARE HooD, = - 1 120 X 1 23 23 PRaD3 PASSIVE INFRARED SWITCH MODEL WSD—W (WHITE).
, CTL-5038—S | THEATRICAL STYLE FIXTURE TCP 19 [ TOILET ROOM EXHAUST FAN SUPPLIED BY SPENCER’S, INSTALLED BY E.C..
@ —| 8 Al | CON-TEC COLOR/CM4 | 12" SQUARE HOOD. CLG. MTG. 1 120 X1 23 23 PF3823
36" LED D P 20| TOP OF LIGHT FIXTURE MOUNTED EVEN W/ SHALLOW GRAY BEAM.
1| — | ¢ JESCO 1 120 X | 1.6 | 95 9.5
S401-36/30 | STOREFRONT SIGN ILLUMINATION 21| NEW "HALO LIT® SIGNAGE. SEE DETAIL ON SHEET A4.2. "
3” JELLY JAR W/GUARD & RED TBD =
” -l
3 ® D-Y MOSPEN SP-68 $ELﬂngC3ﬁ8R“E’ G};’f‘gBDE& 1,2 120 X 1 13 17 CF1 3}82 /830 1. G.C. TO VERIFY EXACT LOCATION OF EXISTING HVAC SYSTEM (VAV, DUCTWORK, ETC), SPRINKLER g
MAIN, SPRINKLER LINES, MALL SYSTEMS TO ENSURE PROPER CLEARANCE OF NEW LIGHTING &
_ MERCURY MM1320CTELBUNI | 4’ NARROW FLUOR STRIP TBD LAYOUT.
6 F METALU SNF—REV—4 1,24 | 120 | X 1 32 32 F032/835
; 2. USE #10 AWG-CU WIRING FOR (120V.) CIRCUIT HOMERUNS EXCEEDING 100FT. OF ACTUAL LENGTH.
1 |=== | F1 | MERCURY MM1250CTELBUNI | 3° NARROW FLUOR STRIP 1,24 | 120 | x 1 25 27 TBD ELECTRICAL CONTRACTOR SHALL INCREASE THE WIRE SIZE TO SUIT NECESSARY VOLTAGE DROP.
METALU SNF—REV-3 F025/835 VERIFY IN FIELD.
3| = | e COOPER IcF232uNveBgt | 4 FLUOR STRIP 1,234 120 X 2 32 62 ,_-O3T2'3/D730 3. LAMP LOAD ON TRACK SHALL NOT EXCEED RATING OF TRACK PER ONTARIO ELECTRICAL Q
SAFETY CODE.
1 g o NUTONE MODEL COMBINATION LIGHT AND EXHAUST| 120 X 9 18 70 SYLVANIA >
QTXENT10FLT | FAN 18W/ELS/M/GU/27K 4. PRIOR TO BID CONTRACTOR SHALL OBTAIN A COPY OF THE MALL "STORE DESIGN AND A
CONSTRUCTION MANUAL” FROM MALL AND SHALL ADHERE TO APPLICABLE SECTIONS.
2 ] K INTENSE MWP12CF32BZ-L | WEDCE COMPACT FLUORESCENT 1 120 X 1 32 36 INCLUDED
5. ALL WIRING MUST BE IN RIGID CONDUIT. E
=52 UNIVERSAL MOUNT L.E.D. EXIT N
3 | Ex EX STANPRO RMPOWHIB WITH INTERNAL BATTERY 1,4,7 120 X -— | - 3 L.E.D. 6. DO NOT ABANDON ANY UTILITIES OR MATERIALS WITHIN LEASE SPACE, REMOVE BACK TO SOURCE. Eé' %
o =
- UNIVERSAL MOUNT EMERGENCY W/ 7. SUPPORT WIRES FOR CEILING ITEMS MUST NOT BE CONNECTED TO ANY OF LL. MECH, ELEC
EM STANPRO SLMCO6036—2M 1,4 120 2 12 24 INCLUDED : , ELEC, N Q
o EMQ Cy W EMERGENCY BATTERY PACK X X PLUMBING OR FIRE PROTECTION PIPING OR EQUIPMENT. % r OQ
10| _Jm [EM1| STANPRO SLMCO6050-2M | UNIVERSAL MOUNT EMERGENCY W/ 414 | 120 x | x 2 | 20 [ 40 INCLUDED 8. ALL EMERGENCY LIGHTING AND EXIT SIGN FIXTURES AND DESIGN SHALL COMPLY WITH THE K Z
] EMm1 REQUIREMENT OF ONTARIO BUILDING CODE, CSA C22.2 NO. 141 STANDARD. % 8 >
3 ~— DOUBLE LAYER F.R.T. 3/4° PLYWOOD » [N
~ E.C. TO SUPPLY & INSTALL AR = BLOCKING IN AREA OF LIGHT TUBE — H CANARM cpseFrk | 96 INDUSTRIAL CEILING FAN 1,24 | 120 X — | - 97 L O
YN _ RL38 (KIT) RECESSED FIXTURE <=
WA . = VELD CONTUOUS. 3 [&®] J CON-TECH | e 3802-B-BLK (TRIM) 1 120 | X 1t ] 150 | 150 150W PAR38 ELECTRICAL CONTRACTOR SHALL VISIT SITE AND VERIFY EXISTING CONDITIONS. r o i <
ELECTRICAL CONTRACTOR IS RESPONSIBLE FOR REMOVING ALL ELECTRICAL W O ]
| MALL 1. FIXTURES AND LAMPS SUPPLIED BY TENANT AND INSTALLED BY ELECTRICAL CONTRACTOR UNLESS OTHERWISE NOTED. DEVICES (LIGHT FIXTURES, RECEPTACLES, SWITCHES, ETC.) AND EQUIPMENT O = L g o
| JESCO LED FIXTURES INTERLOCKING SYSTE 2. EQUIP NEW FLUORESCENT LIGHT FIXTURES WITH ELECTRONIC BALLASTS. INCLUDING CONDUIT & WIRING BACK TO PANEL, THAT IS NOT BEING REUSED. E =z
EC. TO SUPPLY & INSTALL - SUPPLIED BY S.G. INSTALLED BY G.C. 3. FIXTURES SHOWN WITH "NL” ARE TO BE NIGHT LIGHTS WITH EMERGENCY BATTERY BALLAST. NOTHING SHALL BE ABANDONED IN PLACE. >SS W at
172" ALL THREADED W,/ PIPE. HANGERS oo ROIDE AGCESS FOR—— A ool 4. FIXTURES USED FOR EXIT, EMERGENCY, OR NIGHT LIGHTING TO BE ON LOCKOUT CIRCUIT. SIMMmA O
el " OCATON N FELD a ol RU WELDED END PLATE BEYOND. (TYP.) 5. GENERAL CONTRACTOR SHALL CLEAN AND RELAMP EXISTING FIXTURES TO REMAIN TO LIKE—NEW CONDITION. FIELD VERIFY LAMP TYPE. 2
MIN. 6'-0" 0.C. ALONG PIPE. (OR AS ' A=y 1/4° THICK STEEL ANGLE. (TYP.) WITH 6. CONTRACTOR TO CONFIRM WITH FIXTURE SUPPLIER THAT ALL LIGHTING FIXTURES ARE CSA APPROVED OR U.L.C. TESTED g =
SUGGESTED BY TRACK MANUF.) Y CLOSED ENDS 7. CONTRACTOR TO CONFIRM WITH LANDLORD IF GREEN RUNNING MAN TYPE EXIT SIGN IS REQUIRED. = - . —
\ Zz O
NOTE: ALL DIMENSIONS SHALL 0 b ¢ ¢ R e L
: BE FIELD VERIFIED [] [] [] [] g < 20
_____ ¥ BOSE SPEAKER LEGEND TYP. LIGHTING NOTES: - o 3 o —
= DISPLAY LTG |GENERAL LTG |A-14 A-12 o 2
VY e | <+ LAG SCREW THRU WALL FACE INTO DOUBLED TYPICAL INDICATION FOR THE =
PIPE HANGERS YA X PLYWOOD BLOCKING, USING LARGE DIAMETER BOSE TO SUPPLY AND INSTALL 1 WOOFER FOR EVERY 4 MIDRANGE QUADRAPLEX OUTLET POSITIONED CONTACTOR |CONTACTOR |CASHWRAP | STOCK (2] = Q
~ / gggﬂ‘zm LOT AL(ltl(-;I'I.IETV% ;g«wgm&;% SPEAKERS. FINAL LOCATION DETERMINED BY BOSE INSTALLER. AT 12'-0°A.F.F. AS REQUIRED FOR THIS SHEET FOR WIRING AND CIRCUITING ONLY. REMOTE REMOTE JESCO LTG  |STRIP
11/ DA, FPE . S —— BRICK IS INSTALLED LIGHT BAR SUPPLED & SPEAKERS ARE WIRED TO AMPLIFIER IN STOCK ROOM "LDILG‘II{IG;'G%)G(\ 77/9,{? I:%F THE "A FOR LOCATION OF LIGHTS, CEILING TYPES, SWITCH SWITCH LOCAL SWITCHI LIGHT SWITCH
E.C. TO SUPPLY & INSTALL / INSTALLED BY 6. @ SN - SUPPUD BY S0% AL E£C. To SUPPLY & INSTALL 1 12" oia | | HEIGHTS, AND MISC. CEILING ITEMS & FEATURES, CONTRACTOR T0 VERIFY EXACT CONFIGURATION
1/4 THK STEEL PLATE. (TYP) SOUND SYSTEM AND SOUND SYSTEM @ GALVANIZED PIPE, ALL—THREAD PIPE REFER TO REFLECTED CEILING PLAN. REQUIRED WITH SPACE AVAILABLE. PROVIDE
SEE A—4.1 FOR LOCATION & HEIGHT. WRING. INSTALLED BY BOSE. @ 12'-0° CLAMPS & UNISTRUT AS REQUIRED. LABELS AS DIRECTED BY OWNER. SWITCHES
AFF. MOUNT PIPE @ 12°-0" AFF. TYPICAL. SHALL NOT BE MOUNTED HIGHER THAN 48
ALL RECEPTACLES, LIGHT SINITCHES AND
SPEAKER — WOOFER SOUND SYSTEMS & WRING '
3 LIGHT SUPPORT DETAIL 4 SECTION THRU LIGHTING BAR /6 SUPPLIED AND INSTALLED BY BOSE. THERMOSTATS SHALL BE MOUNTED PER ) SWITCH BANK L]
NONE NONE ICC/ANS| AllIT.1, 2003, SECTION 308. IN NONE
GENERAL OUTLETS SHALL BE AT 15" (MIN.)
AND 48" (MAX).




ELECTRICAL NOTES & SPECIEICATIONS

GENERAL NOTES (AS APPLICABLE)

1. COMPLETE SYSTEMS: PROVIDE LABOR, MATERIALS, EQUIPMENT

AND TRANSPORTATION TO RECEIVE, INSTALL, ADJUST AND PUT INTO
OPERATION COMPLETE ELECTRICAL SYSTEMS IN ACCORDANCE WITH THE
INTENT OF THE CONTRACT DOCUMENTS. PROVIDE PRODUCTS NOT MENTIONED
BUT OBVIOUSLY NECESSARY AND INCIDENTAL TO THE COMPLETION OF

THIS WORK.

2. SCOPE: WORK SHALL INCLUDE, BUT NOT BE LIMITED TO THE FOLLOWING,
MECHANICAL WORK AS REQUIRED FOR COORDINATION, POWER DISTRIBUTION,
FIRE ALARM SYSTEMS AND INSTALLATION OF MATERIALS.

3. UTIUTIES: COORDINATE WITH ALL UTILITY SERVICES. NOTIFY
UTILITES OF COMMENCEMENT OF WORK. MAKE ALL ARRANGEMENTS FOR
TEMPORARY SERVICES. PROVIDE ALL WORK AND MATERIALS NECESSARY
TO COMPLY WITH ALL UTILITY REGULATIONS AND REQUIREMENTS.

4, PERMITS: OBTAIN ALL NECESSARY PERMITS TO BEGIN AND CONTINUE
WTH WORK. PAY AL ASSOCIATED FEES FOR PERMITS AND OTHER
MUNICIPAL AND GOVERNING REQUIREMENTS.

5. EXPERIENCE: ALL WORK SHALL BE PERFORMED BY QUALIFIED
ELECTRICIANS, UNDER THE SUPERVSION AND DIRECTION OF A
SUPERINTENDENT HAVING SUCCESSFUL EXPERIENCE INSTALLING AND
SUPERVISING EQUIPMENT AND SYSTEMS OF SIMILIAR TYPE AND SIZE
AS INDICATED BY CONTRACT DOCUMENTS.

6. REGULATIONS: ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH
CURRENT RULES, REGULATIONS AND INDUSTRY STANDARDS OF THE ONTARIO
BUILDING CODE, ONTARIO ELECTRICAL SAFETY CODE, C.E.C., C.U.L,, IPCEA,
NEMA, NFPA, OSHA, NATIONAL ELECTRIC SAFETY CODE AND ANY LOCAL
CODES, LAWS, ADA, OR ORDINANCES.

IN THE EVENT THAT A DISCREPANCY IS FOUND IN THE CONTRACT
DOCUMENTS, THE ENGINEER SHALL BE NOTIFIED IMMEDIATELY.

7. COSTS AND CONDITIONS: EXAMINE AND BECOME FAMILIAR WITH ALL
CONTRACT DOCUMENTS IN THEIR ENTIRETY. SURVEY THE PROJECT AND
BECOME FAMILIAR WITH EXISTING CONDITIONS AND SCOPE OF WORK. ALL
COSTS SUBMITTED SHALL BE BASED ON A THOROUGH KNOWLEDGE OF ALL
WORK AND MATERIALS REQUIRRED. ANY ADDITIONAL COSTS DUE TO FAILURE
TO COMPLY WITH THIS REQUIREMENT SHALL BE THE RESPONSIBILITY OF

THE CONTRACTOR.

8. SPECIFICATIONS: BECOME FAMILIAR WITH ALL SPECIFICATIONS,

DESIGN CRITERIA, AND EQUIPMENT REQUIREMENTS PRIOR TO ANY
EQUIPMENT PURCHASE OR INSTALLATION. REFERENCE SPECIFICATION FOR
DEVICES, MATERIALS, AND WORKMANSHIP REQUIREMENTS. ADDITIONAL
REQUIREMENTS ARE GIVEN IN THESE NOTES AND THE DRAWINGS. THERE
SHALL BE NO DEVIATION FROM SPECIFICATIONS WMITHOUT THE WRITTEN
APPROVAL OF THE ENGINEER.

9. COORDINATION: COORDINATE WORK WITH ALL OTHER TRADES, GIVE
SPECIAL CONSIDERATION TO COORDINATE INSTALLATION OF LIGHTING,
SPRINKLER PIPING AND DUCTWORK. COORDINATE WALL OUTLET LOCATIONS
WTH MILLWORK. COORDINATE WALL SWTCHES WITH DOOR SWINGS. VERIFY
EXACT LOCATION, COLOR, AND FINISH OF OUTLETS AND DEVICES WITH
INTERIOR DESIGNER, ARCHITECT OR DESIGNATED TENANT REPRESENTATITVE
PRIOR TO INSTALLATION.

10. PRODUCTS: ALL PRODUCTS SHALL BE NEW, SPECIFICATION GRADE.
PRODUCTS OF A SIMILAR NATURE SHALL BE OF THE SAME TYPE AND
MANUFACTURER. PROVIDE THE STANDARD PRODUCTS OF MANUFACTURERS
REGULARY ENGAGED IN THE PRODUCTION OF SPECIFIED PRODUCTS, UNLESS
OTHERWSE REQUIRED BY DRAWINGS. ALL PRODUCTS SHALL BE
CONSTRUCTED AND INSTALLED IN ACCORDANCE WITH NATIONALLY
RECOGNIZED AND ACCEPTED STANDARDS AND PROCEDURES.

11. COMPATIBILITY: ALL NEW ELECTRICAL DISTRIBUTION EQUIPMENT
SHALL MATCH AND BE COMPATIBLE WITH EXISTING EQUIPMENT, BY
MANUFACTURER, TYPE, APPLICATION AND SHORT CIRCUIT RATING.

12. IDENTIFICATION: ALL ELECTRICAL DISTRIBUTION EQUIPMENT,
TRANSFORMERS, PANEL BOARDS AND OTHER ENCLOSED EQUIPMENT SHALL
BE IDENTIFIED AS INDICATED IN THE CONTRACT DOCUMENTS, SAID
IDENTIFICATION SHALL CONSIST OF PERMANENTLY ATTACHED ENGRAVED
LAMINATED PLASTIC NAMEPLATES. EACH BRANCH CIRCUIT OVERCURRENT
PROTECTION DEVICE SHALL BE IDENTIFIED BY CIRCUIT NUMBER AND
SCHEDULED INSIDE PANEL DOOR. EACH BRANCH CIRCUIT SPLICE OR
TERMINATION SHALL BE IDENTIFIED BY PANEL AND CIRCUIT DESIGNATION
SHOWN ON THE JUNCTION OR OUTLET BOX, OR UPON INDIVIDUAL WIRES IN
CASES WHERE MORE THAN ONE OF EACH PHASE CONDUCTOR OCCUR.

13. WMIRING: ALL CONDUCTORS CARRYING GREATER THAN 50 VOLTS SHALL
BE MINIMUM #2 AWG, SOLID, CU SOFT DRAWN OF 98% CONDUCTIVITY,
UNLESS NOTED OTHERWISE.

INSULATION: PROVIDE TYPE THW, THWN, THHN, OR XHHW TYPE
INSULATIONS. COORDINATE INSULATION TYPES WITH CONDITIONS, C.E.C.
REQUIREMENTS AND CONDUIT FILL REQUIREMENTS. ALL WIRING SIZES
ARE BASED ON 60 OR 75 DEG. C INSULATION, ACCORDING TO CURRENT
RATING, REGARDLESS OF ACTUAL INSULATION USED. TYPE "AC” OR "MC”
CABLE IS ACCEPTABLE ONLY WITH TYPE THHN INSULATION.

HOME RUNS: PROVIDE MINIMUM #10 AWG WIRING ON ALL HOMERUNS
GREATER THAN 100 FEET.

COLORS:

PHASES: 208V WYE 240V DELTA 480V

A BLACK BLACK BROWN

B RED ORANGE (HIGH LEG)  ORANAGE

C BLUE BLUE YELLOW
NEUTRAL WHITE WHITE WHITE w/TRACER
GROUND GREEN GREEN GREEN

14. GROUNDING: ALL CICUITS SHALL BE RUN WITH #12 AWG INSULATED

GREEN COPPER GROUND WIRE, UNLESS OTHERWISE NOTEDD. USE OF CONDUIT

AS A GROUND IS UNACCEPTABLE.
AT SERVICE: PROVIDE BONDING JUMPER BETWEEN GROUND BUS AND

NEUTRAL BUS. PROVIDE GROUNDING ELECTRODE CONDUCTORS AND GROUNDING

ELECTRODES PER C.E.C..

15. CONDUIT: ALL WIRING SHALL BE IN CONDUIT, MINIMUM 1/2" (EM.T.

IS ACCEPTABLE WITH COMPRESSION FITTINGS ONLY). FLEXIBLE

METAL CONDUIT IS ACCEPTABLE ONLY WITH SEPARATE INSULATED GROUND
WRE, AND ONLY FOR SWMITCH DROPS OR LIGHTING FIXTURE WHIPS, ENT,
ALUMINUM CONDUIT, NM ("ROMEX"), NM AND SNM ARE NOT ACCEPTABLE.

RIGID CONDUIT: CONDUIT OVER 2" IN DIAMETER, OR EXPOSED TO
WEATHER, OR EXPOSED TO POTENTIL DAMAGE, OR USED FOR SERVICE
ENTRANCE SHALL BE GALVANIZED RIGIG STEEL TYPE.

PVC CONDUIT: PVC CONDUIT, MINIMUM SCHEDULE 40, IS ACCEPTABLE
ONLY FOR USE BELOW GRADE, AND ONLY WHEN INSTALLED WITH WIDE
RADIUS RIGID STEEL TURNS.

ROUTING: CONDUIT ROUTING SHOWN IS SYMBOLIC AND
DIAGRAMMATIC. INSTALL CONDUIT TO FIT ACTUAL FIELD CONDITIONS.

BELOW GRADE: COVER METALLIC CONDUIT BELOW GRADE WITH
ASPHALTUM OR BITUMASTIC TAPE. SEAL JOINTS AGAINST WATER.

16. CONDUIT FITTINGS: ALL FITTINGS SHALL BE COMPRESSION OR
THREADED TYPE. USE OF SET SCREW FITTINGS IS NOT ACCEPTABLE.

17. CIRCUIT BREAKERS: ALL BRANCH CIRCUIT OVERCURRENT PROTECTION
DEVICES SHALL BE 20 AMPERE INVERSE TIME TYPE CIRCUIT BREAKERS
UNLESS NOTED OTHERWISE. 120/240 VOLT CIRCUIT BREAKERS SHALL BE
RATED AT 10,000 AIC MINIMUM, MULTI-POLE BREAKERS SHALL BE
INTEGRAL UNITS. USE OF HANDLE TIES IS NOT ACCEPTABLE.

CIRCUIT BREAKERS USED FOR LIGHT SWITCHING SHALL BE

UL LISTED "SWITCHING DUTY BREAKERS".

18. FUSES: ALL FUSES 600 AMPERES OR LESS SHALL BE U.L. LISTED
CLASS RK1 OR J, LOW-PEAK, DUAL ELEMAENT, TIME DELAY, 600 VOLT.
ACCEPTABLE MANUFACTURERS: BUSSMAN, GOULD SHAWMUT.

19. PENETRATIONS: ALL PENETRATIONS THROUGH FIRE-RATED SLABS AND
PARTITIONS SHALL BE FIRE PROOFED TO THE SAME OR GREATER RATING
THAN THAT OF THE SLAB OR PARTITION. WHERE CONFLICTS OCCUR, NOTIFY
ARCHITECT OR INTERIOR DESIGNER.

20. ALTERNATES & SUBSTITUTIONS: SUBMIT FOR APPROVAL ALTERNATES
OF ALL ITEMS SPECIFIED ON THESE DRAWINGS. THE CONTRACTOR SHALL

SUBSTITUTION PERFORM IN AN EQUAL OR SUPERIOR MANNER TO THE
SPECIFIED ITEM. INFORMATION SUBMITTED FOR THE ENGINEER'S
CONSIDERATION SHOULD INCLUDE PERFORMANCE CHARACTERISTICS,
ILLUSTRATION OF FIELD APPLICATION AND COMPARISON OF THE
SPECIFIED ITEM TO THE INTENDED ALTERNATE.

"ALTERNATE" REFERS TO A LUMINAIRE, FIXTURE, DEVICE, EQUIPMENT
ITEM OR MANUFACTURER OTHER THAN THAT SPECIFIED ON THE DRAWINGS
OR IN THE SPECIFICATIONS

21. SHOP DRAWING AND SUBMITTALS: SUBMIT MANUFACTURERS' STANDARD
PRODUCT INFORMATION, PERFORMANCE SPECIFICATIONS, PHYSICAL
DIMENSIONS AND OTHER INFORMATION NECESSARY FOR ENGINEER TO
INSURE COMPLIANCE WITH SPECIFICATIONS. SHOP DRAWINGS SHALL BE
SUBMITTED FOR APPROVAL PRIOR TO ORDERING AND INSTALLING ANY
EQUIPMENT.

22. PROJECT RECORD DOCUMENTS: UPON COMPLETION OF WORK, PREPARE
LIGHTING AND POWER PROJECT RECORD DOCUMENTS (AS—-BUILTS®) ON A
SUITABLY REPRODUCIBLE MEDIUM (MYLAR OR VELLUM), PRESENT
COMPLETED DRAWINGS TO OWNER, AND TWO SETS OF PRINTS TO INTERIOR
DESIGNER OR ARCHITECT. "AS—BUILT" DRAWINGS SHALL INCLUDEALL
BRANCH CIRCUIT WORK, ANY PANELBOARD INFORMATION AVAILABLE, FINAL
SWITCHING, ETC.

23. WARRANTY: WARRANT ALL MATERIALS, EQUIPMENT, AND INSTALLATION
FOR A PERIOD OF ONE YEAR FROM DATE OF ACCEPTANCE BY OWNER.

GENERAL LIGHTING NOTES (AS APPLICABLE)

1. FIXTURE TYPES: REFERENCE LIGHTING FIXTURE SCHEDULE AND
REFLECTED CEILING PLAN FOR COMPLETE DESCRIPTION OF EACH FIXTURE
TYPE. LIGHT FIXTURES ARE IDENTIFIED BY LETTERS AND SYMMBOLS.

2. SMITCH LOCATIONS: TYPICAL SWITCHING SHALL BE SHOWN.

3. EXIT SIGNS: FURNISH EXIT SIGNS WITH INTEGRAL 30 MINUTE
NICKEL-CADIUM BATTERY BASED EMERGENCY POWER SOURCE.

4. EMERGENCY LIGHTING: SUPPLY EMERGENCY FIXTURES WTH
INTEGRAL 30 MINUTE BATTERY.

5. FIXTURE LOCATIONS: REFERENCE REFLECTED CEILING PLAN FOR
EXACT LOCATIONS OF LIGHT FIXTURES, COORDINATE INSTALLATION IN
FIELD WITH TENANT AND ENGINEER. COORDINATE AIMING OF
ADJUSTABLE FIXTURES IN FIELD WITH TENANT.

6. INSTALLATION: WIRE FROM JUNCTION BOXES TO FIXTURES OR
SWITCHES AS INDICATED. ADDITIONAL JUNCTION BOXES MAY BE REQUIRED
BEYOND THOSE SHOWN.

7. SUPPORT ALL FIXTURES ACROSS CEILING TEES OR FROM STRUCTURE
ABOVE. IN NO CASE SHALL CEILING TILES OR PLASTER CEILING SUPPORT
ANY FIXTURE.

GENERAL POWER NOTES (AS APPLICABLE)

1. GENERAL: VERIFY EXACT LOCATION OF OQUTLETS AND DEVICES WITH
OWNER PRIOR TO INSTALLATION. PROVIDE OUTLET BOXES, DEVICES,
COVERPLATES AND FLANGES AS REQUIRED.

2. COORDINATION: MOUNT ALL OUTLETS AT 15" AF.F. UNLESS NOTED
OTHERWISE. REFERENCE ARCHITECT'S DRAWINGS, PLANS, & ELEVATIONS
FOR ALL HEIGHTS, DIMENSIONS AND CONFIGURATIONS OF DEVICES NOT
INDICATED ON THESE DRAWINGS. REFERENCE SAME DRAWINGS FOR
EQUIPMENT NOT IDENTIFIED.

3 CONVENIENCE OUTLETS: ALL CONVENIENCE OUTLETS SHOWN SHALL
BE NEMA TYPE 5-15R, SPECIFICATION GRADE (HUBBELL #5262) DUPLEX
RECEPTACLES WITH COVERPLATES TO MATCH EXISTING. IVORY COLOR.

ACCEPTABLE MANUFACTURERS:

HUBBELL
LEVITON
PASS & SEYMOUR

FLOOR SERVICE BOXES: PROVIDE STEEL CITY CONCEALED SERVICE
FLOOR BOXES CONFIGURED AS INDICATED ON PLAN. PROVIDE POWER,
COMMUNICATIONS, DATA & SECURITY WHERE SHOWN. PROVIDE #GAB CAST
PRESET FOR WORK IN CONCRETE.

4. |G & GFI RECEPTACLES: ALL ISOLATED GROUND DEVICES (IG) AND
GROUND FAULT INTERRUPT (GFT) DEVICES SHALL BE RATED 15 AMPERES
AND SHALL HAVE A DEDICATED INSULATED GREEN GROUND WIRE. THE

AND PANEL GROUND BUS.

ISOLATED GROUND RECEPTACLES SHALL BE U.L. LISTED 15 AMPERE
(HUBBELL $G-5262).

GROUND FAULT RECEPTACLES SHALL BE U.L. LISTED, RATED 15
AMPERES (HUBBELL #GF-5262)

5. TIMECLOCKS: PROVIDE EZ CONTROLS 24-HOUR, 7-DAY TIMECLOCK
TO CONTROL SIGNS, LIGHTING AND OTHER CYCLIC LOADS IDENTIFIED BY
OENER’S REPRESENTATIVE. PROVIDE CONTACTORS AS REQUIRED. VERIFY
EXACT LOCATION AND WIRING REQUIREMENTS.

6. INSTALLATION: DROP FROM JUNCTION BOXES TO DEVICE AS
INDICATED. ADDITIONAL JUNCTION BOXES MAY BE REQUIRED BEYOND
THOSE SHOWN.

7 EQUIPMENT EXPOSED TO WEATHER SHALL BE WEATHERPROOF.

SPECIAL SYSTEM NOTES

1. TELEPHONE SYSTEM: PROVIDE BACKBOARDS, CONDUITS AND WRING
AND/OR EMPTY CONDUIT WITH PULL STRING (SEE POWER PLAN FOR EXACT
LOCATIONS AND REQUIREMENTS.) COORDINATE WORK WITH TELEPHONE
SUPPLIER. COORDINATE ALL CONDUIT ROUTING WITH FIELD CONDITIONS.
PROVIDE CONDUIT FOR TRUNKS, PROVIDE CONDUIT FOR RUNS EXPOSED

TO WEATHER OR DAMAGE.

2. TELEPHONE / DATA RECEPTACLES: FURNISH AND INSTALL CONDUITS
FROM OUTLETS TO A MINIMUM 6" ABOVE CEILING. FIELD VERIFY EXACT
REQUIREMENTS WITH TELEPHONE EQUIPMENT SUPPLIER AND INSTALLER.
CONTRACTOR IS TO FURNISH AND INSTALL CONDUIT WIRING AND TWO
RJ-11 JACKS (NOT JUST ONE JACK WITH SPLITTER) AND THE JACKS
MUST BE LABELED WITH PERMANENT MARKER WITH THE TELEPHONE
NUMBERS AT THE CASHWRAP COUNTER.

3. FIRE ALARM: VERIFY FIRE ALARM REQUIREMENTS IN FIELD WITH
LOCAL AUTHORITY HAVING JURISDICTION. FURNISH AND INSTALL NEW
INITATION AND ANNUNCIATION DEVICES. PROVIDE WIRE AND CONDUIT
FOR TIEING NEW FIRE ALARM INITIATING AND SIGNALLING DEVICES TO
NEAREST AAILABLE FIRE ALARM INITIATING ZONE. VERIFY EXISTING
FIRE ALARM SYSTEMHAS CAPACITY FOR ADDITIONAL EQUIPMENT.
PROVIDE ADDITIONAL CAPACITY AS REQUIRED FOR NEW EQUIPMENT.
MEET ALL A.D.A. REQUIREMENTS. ALL FIRE ALARM SYSTEM DESIGN OR
DESIGN MODIFICATION AND INSTALLATION SHALL BE IN CONFORMANCE
WITH ONTARIO BUILDING CODE, CAN/ULC S524 LATEST EDITION AND
ONTARIO ELECTRICAL SAFETY CODE. ALL FIRE ALARM SYSTEM SHALL
BE VERIFIED IN CONFORMANCE WITH CAN/ULC S527 TO ENSURE
SATISFACTORY OPERATION.

WHEN REUSING EXISTING PANELS, E.C. SHALL VERIFY THE CONDITION AND QUANTITY OF ALL EXISTING CIRCUIT BREAKERS. REPLACE DAMAGED BREAKERS WITH NEW.
PROVIDE ANY ADDITIONAL OR BREAKERS OF DIFFERENT AMPERAGE OR POLE AS REQUIRED TO MEET THE END RESULT INDICATED IN THE PANEL SCHEDULE. NEW
BREAKERS SHALL BE OF THE SAME MFG AND CHARACTERISTICS OF THE EXISTING. THE SUBMISSION OF THE BID PROPOSALS SHALL BE CONSIDERED EVIDENCE THAT
THE CONTRACTORS HAVE MISITED THE SITE. NO EXTRA PAYMENTS WILL BE ALLOWED TO THESE CONTRACTORS ON ACCOUNT OF EXTRA WORK MADE NECESSARY BY
HIS FAILURE TO MISIT THE SITE.
12 9
PANELBOARD DESIGNATION A NEW INSTALL ___  EXIST LOCATION ___  RELOCATED EXIST X_
120/208 voirs _3.pHase 4 wre, soud NEUTRAL _225 awpere Bus _225 awpere maN ___ LUG
TOP FED ___ BOTTOM FED l FLUSH MTD ___ SURFACE MTD _X_
CKT LOAD| WIRE [BRKR wyfBRKR| WIRE [LOAD
4 DESCRIPTION WATTS rvorl o [size 5] A ; ¢ [2lsze|szE rvpe| YATTS DESCRIPTION
1 [RECEPTACLES SHOWWINDOW (5) | 900 R [12] 20 [1 2100 | 1020 [ 12 [ L [1200 [STOREFRONT SIGN 2¢
@ 3 | CASH REG. 16. (2) 720 | R [1220][1 | 1216 | 120 | 12 | L [496  |SHOW WINDOW LIGHTS 49
5 | REC-CASH WRAP (2) 720 | R |12]20 1 | 729 H1[20[12] L |9 EXIT LIGHTS 6 ¢
7 | WREMOLD 540 | R [12|20 1 1483 | 1120 |12 [ L |943 | THEATRICAL LIGHTS 8
PANEL A DEMAND 9 | WREMOLD 1080 [ R |12 ]20]1 [ 1250 | 112012 L [170  |powN LIGHTS 10
11 | WIREMOLD 540 R [12]20]1 | 734 H1[20[12] L [194 [srock/ResTRoom LieHTS 12
LOAD CONNECTED | DEMAND 13 | RECEPTACLES (4) 720 | R |12 |20 |1} 1080 | 120 [12] L [s60  ]uesco Lep 14
LIGHTING & SIGN 5,350W 5,350W 15 | RECEPTACLES (6) 1080 | R | 12201 | 1809 | 120122 [729 ([em/n 169
RECEPTACLES 13,320W 7,992W 17 | RECEPTACLES (6) 1080 | R [12]20 |1 | 1980 H1[20[12| R [900 [sec. cam 18 ¢
MISC. 720W 720W 19 | RECEPTACLES MNGRS DESK (2) | 540 R [12]20]1}H 1440 | 1] 20 [ 12| R [900 [sec. cam 200
WATER HEATER 1,440W 1,440W 21 | REC. RESTROOM/HVAC 720 R [12] 201 | 792 | 1f20[12]L |72 EXTERIOR LIGHTS 22
FURNACE 23,260W 23,260W 23 | VAV CONTROLS 180 M 12 ] 20 |1 I 900 |— 1120112 R |720 CLG. RECEPTACLES (2) 24
25 | WATER HEATER 1440 | M [12]20]1] 2520 } 1{20 [ 12| R {1080 [cLc. RECEPTACLES (3) 26
TOTAL 44,000W 38,762W ¢ 27 | TELCO 360 M |12]20]1 | 360 | 1120 - | - [--  |spare 28
@ 29 | sECURITY 180 M |12]20]1 | 1380 |H1]{ 20 [ 12| L [1200 |sToRESIDE SiGN 3¢
38,762W + (208 X1.73) = 107.7 AMPS DESIGN 31 | EDH-1 1920 | H [ % [ 20 |3 3000 } 1{20 [ 12| R {1080 [cLe. RECEPTACLES (3) 32
33 1920 1 [ 1920 | 1120 - | - |-- |sPaRe 34
e | I
35 1920 [ 1920 H1| 20 SPARE 36
37 | EDH-2 2500 | H | %] 303 2500 | 1120 - | - [--  |spaRe 38
39 2500 1A | 7500 | 2/ 60| % | H |5000 |epH-3 40
SERVICE DEMAND 4 2500 . [ 7500 H [—9—__[5000 [  — |42
LOAD CONNECTED | DEMAND L = LTG OR SIGNAGE
| 14100 || 14847 || 15143 | suB ToTALS R = RECEPTACLE
TRANSFORMER 44090W | 38762w M = MISCELLANEOUS
CONNECTED LOAD ___44090_ H = H.VAC.
PHASE BALANCE ____ 6.9% K = KITCHEN
TOTAL 44,0908 | 38762
NOTE: ALL BREAKERS SHALL BE BOLT—ON, UNLESS OTHERWISE NOTED. IF NOT FOUND EXISTING, E.C. SHALL PROVIDE ISOLATED
38,762W = (600 X1.73) = 37.3 AMPS DESIGN ® - INDICATES THIS CIRCUIT TO RECIEVE HANDLE LOCK-ON CLIP GROUND BAR.
T/C 1 OR T/C 2 — INDICATES THIS CIRCUIT TO BE CONTROLLED BY A TIMECLOCK 1 OR 2
% - REFER TO ONE-LINE DIAGRAM FOR WIRE SIZE TO THIS EQUIPMENT

T/C
T/C

T/C
T/C

T/C

T/C

REGISTRATION SEAL

ARC%SION

MANAGEMENT CONSULTANTS

www.arcv.com

ST. LOUIS, MO 63146
FAX (314) 415-2300

1950 CRAIG ROAD, SUITE 300

PH. (314) 415-2400

ELECTRICAL GENERAL NOTES:

ELECTRICAL CONTRACTOR SHALL VISIT SITE AND VERIFY EXISTING
CONDITIONS. ELECTRICAL CONTRACTOR IS RESPONSIBLE FOR REMOVING
ALL ELECTRICAL DEVICES (LIGHT FIXTURES, RECEPTACLES, SWITCHES,
ETC.) AND EQUIPMENT INCLUDING CONDUIT & WIRING BACK TO PANEL,
THAT IS NOT BEING REUSED. NOTHING SHALL BE ABANDONED IN PLACE.

PRIOR TO BID CONTRACTOR SHALL OBTAIN A COPY OF THE "TENANT
STORE DESIGN AND CONSTRUCTION MANUAL® FROM ARCH. OR MALL AND
SHALL ADHERE TO APPLICABLE SECTIONS.

PRIOR TO INSTALLATION OF ROUGH ELECTRICAL WIRING, CONTRACTOR
SHALL CHECK NAMEPLATE DATA OF ALL H.V.A.C. EQUIPMENT, WATER
HEATERS, AND OTHER EQUIPMENT, IN ORDER TO OBTAIN CORRECT WIRE
SIZES, VOLTAGES, AND OVER-CURRENT PROTECTION. ADEQUATE SERVICE
CAPACITY MUST BE PROVIDED. SUBJECT TO ELECTRICAL INSPECTION.

CONTRACTOR SHALL VISIT SITE, NOTIFY ENGINEER OF ANY
DISCREPANCIES PRIOR TO BID. IF ANY EXISTING EQUIPMENT IS TO BE
REUSED, IT WILL BE REQUIRED TO SATISFY THE REQUIREMENTS OF THE
CURRENT CEC WITH REGARDS TO RATING, IDENTIFICATION, USE, WIRE
BENDING SPACE, ETC. AS IF THEY WERE NEW.

ELECTRICAL RISER DIAGRAM NOTES

EC SHALL FELD VERFY EXACT KALC. RATING OF
LANDLORD'S DISTRIBUTION EQUIPMENT,

E C SHALL BALANCE ALL PANELS AND ELECTRICAL
EQUIPMENT TO 10% (+) BETREEN PHASES: A/B, B/G,
A/C REGARDLESS OF CIRCUITING INDICATED.

PROPER CLEARANCE MUST BE MAINTANED ABOUT ELEC.
EQUIPMENT PER CEC. FIELD VERFY EXACT MOUNTING

SPACE AVALABLE IN ELECTRICAL ROOM PRIOR TO
INSTALLATION OF ELECTRICAL EQUIPMENT.

TENANTS E. C. SHALL FURNISH A TYPEWRITTEN
OIRECTORY FOR ALL ELECTRICAL PANELS.

1. ALL CONDUCTORS SIZED FOR 75 DEGREE C.
2. CONTRACTOR TO SUPPLY AND INSTALL ALL
DISCONNECTS AND FUSES AS REQUIRED.

THE INFORMATION OF EXISTING ELECTRICAL
EQUIPMENT WAS TAKEN BASED ON SURMWEY.

SIZE MATCHES OR EXCEEDS THE
MINMUM SIZE. PRIOR TO BID. IF NOT
REPLACE AS REQUIRED TO MEET

E.C. TO CONFIRM THE FUSE AND WIRE

MINMUM.
ROOF
" UNE
EDH—1 EDH—3
| RECEPTACLE TO
EXIST. N BE INSTALLED 4 EXIST.
DISC. FOR DISC.
| SWTCH mmmmcs\\d_b SWTCH
|
INTERCEPT INCOMING SERVICE AND EXTEND TO NEW REMAIN REMAIN
PANEL LOCATION. (VERIFY EXACT LOCATION AND .~ NEW
DISTANCE IN FIELD) 3 #12 +
 ; EDH—2 1 #12_GND,
S Eust | IN A 3/4" C.
_—— RECEPTACLE TO <>— NEW
I 375"0"' d—b/ BE INSTALLED 2 46 +
TO AN FOR 1 #8 GND,
‘ MAINTENANCE IN'A 3/4° C.
NEW
348 + NEW
148 GND, | 2.2
INA1"O.—<I = IN A 3/4° C. =
T EXIST. (MIN) gs;vm + TWO (2) NEW LIGHTING
E.C. TO FIELD VERIFY T & o 1 #10 GND, CONTRETORS
EXACT METER N+ e IN A 3/4° C. = 8 OR 12 POLE EACH (SEE
RECUIRENENTS | NEUA VECHANIGALLY HELD
EXISTING LANDLORD @ RELO W | WITH (2) SMTCHES ASCO
600V _SWITCH GEAR WITH &‘Q ! T3 MTD +48" AFF.
60A ]_f
c
NEW .
200A SW /e c
| WITH NEW
| 125A FUSE
g T ‘e ab
L 3ND, ONE (1) NEW TIME
/ ‘ INA1T C CLOCK (7) DAY
EXIST. 60A SW WITH P /0 + CALENDAR TYPE
EXIST.(MIN) 60A FUSE—| | GND, TORK 7000 SERIES
ISO GND (4 POLE 40 AMP)
I 1-1/2" C.
bﬁ‘AESE S xmo. 45 KVA TRANSFORMER FLOOR
—< MOUNTED, DRY TYPE STEP DOWN FROM
600V TO 208/120V W/$6 GRD GROUND
a NV TO BUILDING STEEL

ELECTRICAL RISER DIAGRAM

SCALE: NONE
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HVAC SPECIFICATIONS

HVAC NOTES

FIRE PROTECITION

LANDLORD CLOSE-OUT NOTES

1. CONTRACTOR SHALL FURNISH ALL LABOR AND MATERIALS REQUIRED FOR A THE "TENANT CRITERIA MANUAL" FORMS A PART OF THESE SPECIFICATIONS. ANY DISCREPANCY BETWEEN THESE THE FOLLOWING INFORMATION MUST BE PROVIDED TO THE ENGINEER PRIOR TO FINAL
: 1. HAVE SPRINKLER INSTALLATION PERFORMED BY A CONTRACTOR APPROVED BY THE LANDLORD LISTED
COMPLETE INSTALLATION IN ACCORDANCE WITH ALL CURRENT ONTARIO SPECIFICATIONS AND THE *TENANT CRITERIA MANUAL" THE MANUAL SHALL SUPERSEDE. ANY EQUIPMENT REQUIRED OF BY IAO AND LICENSED FOR SPRINKLER INSTALLATION BY THE AUTHORITEES. SOE, INSCECTION, AND ISSUANCE. OF THE ENGINEERS FINAL SICN OFF LETTER TO HVAC SYMBOLS
) ggﬁ'}% T%%DIESIS_IA?_TDP'&%%ADLE CA?D(EUSARANTEE FROM DEFECTS FOR ALL THE MANUAL BUT NOT SHOWN ON THESE SPECIFICATIONS SHALL BE PROVIDED AT THIS CONTRACTOR'S EXPENSE. SPRINKLER SYSTEM MATERIALS TEST AND SAFETY CERTFICATE STATING THAT THE ——D—— CONDENSATE DRAIN LINE RETURN AR GRILLE 3
: 2. HAVE SPRINKLER SYSTEM SIZED BY HYDRAULIC DESIGN. HAVE SPRINKLER DRAWINGS SUBMITTED TO i
MATERIALS AND WORKMANSHIP FURNISHED ON PROJECT FOR ONE YEAR FROM TENANT'S MECHANICAL CONTRACTOR SHALL ACCOMPLISH THE FOLLOWING: THE OWNERS INSURANCE UNDERWRITER AND OBTAIN THEIR APPROVAL DR SHON SPRINKLER SYSTEM 1S INSTALLED TO MEZT NFPA 13 TISEI TOILET EXHAUST |Z| SUPPLY AR DIFFUSER 2
DATE OF FINAL ACCEPTANCE BY OWNER. PROVIDE EXTENDED GURANTEES 1. THIS CONTRACTOR SHALL BRING EXISTING VAV UNITS TO LIKE NEW CONDITIONS. ADVISE SPENCER'S ON-SITE SMOKE DETECTION DEVICE RA.~ RETURN AR o)
FOR EQUIPMENT WHERE APPLICABLE. REP. AND LANDLORD OF ANY DEFICIENCIES PRIOR TO MAKING REPAIRS. REFER TO REUSE OF EXISTING EQUIPMENT | 3. I[)TRIA?MI']'I;ES RAI'ZNS[I;OANL?_IBFI,I-EI;I{1 I‘%FNP[;%CSUPIEN%E%%O%EQSB%OTI?S PARSFPRAE%EUIQIE[? ggB#IIE ,SATJ?'II?IORI'HES ggﬁg&%gnﬂm INFORMATION MUST BE PROVIDED TO THE OWNER UPON PROJECT ] SPRINKLER HEAD S.A. SUPPLY AR >
3. SUBMIT FOR APPROVAL, THE REQUIRED NUMBER OF SHOP DRAWINGS AND NOTES FOR ADDITIONAL INFORMATION. FURNISH AND INSTALL DUCTWORK, DIFFUSERS, REGISTERS, HANGERS, . o
AN ACTURERS LTERATURE N HVAC, EUPMENT AND, MASERALS 10 LANDLORD SUPPLIED THERMOSTAT AND ALL ITEMS REQUIRED TO PRODUCE A COMPLETE AND OPERABLE HVAC HAVING JURISDICTION, AND SHALL BEAR THE SEAL AND SIGNATURE OF A PROFESSIONAL ENGINEER, | 1 AR BALANCE REPORT SMOKE DETECTOR ®  CONNECT TO EXISTING k=
, SYSTEM. FILES THESE DRAWINGS WITH LOCAL BUILDING DEPARTMENTS AND AUTHORITIES HAVING JURISDICTION | 2. LETTERS OF WARRANTY FROM THE MECHANICAL AND ELECTRICAL CONTRACTORS. Q) THERMOSTAT o]
THE ARCHITECT OR OWNER'S REPRESENTATIVE. AND OBTAIN ALL NECESSARY APPROVALS AND PERMITS. CONTRACTOR SHALL BEAR ALL COSTS OF 3. AS BUILT DRAWINGS AND MANUALS. AIR DEVICE TYPE 0
4. CONTRACTOR SHALL PROVIDE AND PAY ALL FEES AND PERMITS. TENANT'S MECHANICAL CONTRACTOR SHALL FURNISH AND INSTALL THE FOLLOWING: PREPARING SHOP DRAWINGS, CALCULATIONS, AND SECURING PERMITS AND APPROVALS. REUSE OF EXISTING EQUIPMENT NOTES ® TEMPERATURE SENSOR AR VOLUME IN o
5. CONTRACTOR SHALL VISIT THE JOB SITE AND OBSERVE ALL EXISTING 1. DUCTWORK: THE MECHANICAL CONTRACTOR IS TO CHECK ALL EXISTING DUCTWORK FOR AIR LEAKAGE AND U Qu T.AG. TRANSFER AR GRILLE CUBIC FEET/MINUTE (CFM)
CONDITIONS SEALED ACCORDINGLY. THE SYSTEM SHALL BE BALANCED, DIFFUSER OUTPUT AGAINST UNIT NAMEPLATE AIR 4. HAVE DRAWINGS AND CALCULATIONS SUBMITTED TO THE OWNERS INSURANCE UNDERWRITER.
' : ' 1. EXISTING AR CONDITIONING EQUIPMENT SHALL BE REUSED AS INDICATED ON THE | DAMPER
6. DRAWINGS ARE DIAGRAMMATIC AND INTENDED TO SHOW APPROXIMATE QUANTITIES, SO AS TO HAVE 5% OR LESS AR LEAKAGE. CONFIRM THAT ALL SPECIFIED INSULATION IS IN PLACE 5. INSTALL ALL PIPING. DROPS. AND HEADS. PROVIDE TEST CONNECTIONS PIPED TO DRAIN OR TO DRAWINGS. POINTS OF SERVICE SHALL INCLUDE, BUT NOT BE LIMITED 10, THE
: OUTDOORS. HAVE SYSTEM TESTED TO THE APPROVAL OF AUTHORITIES, UNDERWRITERS, AND THE
WITH OTHER TRADES AND MAKE ALTERATIONS AS REQURED WTHOUT INCLUDING ALL COLLARS AND DAMPERS ARE SECURE. FURNISH AND INSTALL (WHERE REQUIRED), IN COMPLIANCE OWNER 2 INSPECT AND LUBRICATE BEARINGS. AND SHAFTS AS PER MANUFACTURERS
WITH THE MOST RECENT SMACNA STANDARDS FOR LOW AND MEDIUM PRESSURE, NEW DUCTWORK, INSULATION : : £
ADDITIONAL COST TO OWNER. : : ' REQUIREMENTS. 28
FLEX DUCT, GRILLES, REGISTERS, DIFFUSERS, VOLUME DAMPERS, FIRE DAMPERS, SMOKE DETECTORS, SECONDARY 53
7. ALL MATERIALS LISTED OR ITEMIZED IN THIS SPECIFICATION, MUST HAVE CONDENSATE DRAIN, ETC. NECESSARY TO RENDER THE SYSTEM OPERATIONAL AS DESCRIBED IN THESE PLANS AND| 5 ENSURE SPRINKLER SYSTEM INSTALLATION IS COORDINATED WITH DUCTWORK INSTALLATION. SPRINKLER - 000601y GLEAN INTERIOR OF UNIT, AIR DEVICE SCHEDULE @ r AN
NFPA RATINGS AS FOLLOWS: SPECIFICATIONS AND AS REQUIRED BY THE LANDLORD, LOCAL AND PROVINCIAL CODES. HEAD POSTANNG SHALL COMPLY WITH NFPA-13 REQUIREMENTS FOR DISTANCE AND HEIGHT o INSPECT AND MANTAN ALL CONTROLS FOR UNIT. REPLACE. AS REQURED PLAN g7y TS FACE T NECK OTES ®) Z 4
A. FLAME SPREAD — NOT OVER 25. : - : : MARK | ¥ MODEL NO. SizE | SizE SIZE =
B. SMOKE DEVELOPED — NOT OVER 50. 2. CONTROL WIRING AND CONTROLS: THE MECHANICAL CONTRACTOR IS TO FURNISH AND INSTALL ALL NECESSARY 7. COORDINATE CHANGES TO EXISTING SPRINKLER SYSTEM WITH ALL TRADES PRIOR TO INSTALLATION CONTRACTOR MAY CLEAN AND REUSE EXISTING DUCTWORK AND THERMOSTAT IF A 4 300—RL 168" |14°x6" N/A DIFF. | 1,2,3 — 5' IT;%
C. FUEL CONTRIBUTED — NOT OVER 25 WIRING (IN CONDUIT IF REQUIRED) AND CONTROLS REQUIRED TO PROVIDE A COMPLETE AND OPERATING SYSTEM. : : THEY ARE IN GOOD CONDITION AND MATCH THE SIZE AND SPECIFICATIONS OF Q
: - MODIFY EXISTING SPRINKLER PIPING AS REQUIRED TO COMPLY WITH NFPA CODE, AND TO SUIT NEW AT 1S AL LED oUT ON THESE: CONSTRUCTION DOGUMERTS, 5 2 00-RL e |16 N/A D, | 1,23 7,
ALL MATERIALS SHALL BE "SELF EXTINGUISHING'. THE MECHANICAL CONTRACTOR SHALL INSTALL THERMOSTAT FURNISHED BY LANDLORD (SEE CODED NOTE 5). SPRINKLER HEAD LAYOUT, AND TO AVOID INTERFERENCE WITH NEW DUCTWORK AND EQUIPMENT. =L = 8 =
8. ALL DUCTWORK SHALL BE GALVANIZED SHEET METAL DESIGN AND STANDARD CONDITIONS FOR THERMOSTAT SHALL BE AS FOLLOWS: ALLOWENCES FOR ADDITIONAL WORK AND MATERIALS REQUIRED TO SUIT SITE CONDITIONS AND 6. CONTRACTOR SHALL PROVIDE NEW DUCTWORK, SUPPLY DIFFUSERS AND RETURN c |2 300-RL 16"x8" [ 14°x6 N/A  |DIFF. | 1,235 g
ALL DMENSIONS ARE NET INSDE CLEAR. COOLING: 75T MAXIMUM OCCUPIED COOLING TEMPERATURE REROUTING OF EXISTING AND/OR NEW SERVICES SHALL BE INCLUDED IN TENDER PRICE. GRILLES AS NECESSARY TO SATISFY THE INTENT OF THESE DRAWINGS. D | 1 300-RL a8 |6°%6" N/A | DIFF. | 1,34 % g
7. ENTIRE HVAC SYSTEM SHALL CONFORM TO THE EXISTING BUILDING CONSTRUCTION o 2
9. NOT USED. 85F COOLING NIGHT SETBACK. 8. ADJUST SPRINKLER DROPS TO SUIT LAYOUT AND CEILING HEIGHTS. égBEéL,I&N%PIZLLIEAL?ALI\IIEDEgI{?EgR]IngJAARIo BUILDING CODES, STATE AND LOCAL E |2 350-RL 2458 |26 N/A 16 |4 @ §§
10.  NOT USED. * i)
HEATING:  70F MAXIMUM OCCUPIED HEATING TEMPERATURE OR APPROVED EQUAL X 2
fl. ALL SEALANTS MUST BE WATER-BASED & “LOW TOXICITY', OR HAVING ZERO OR 60 HEATING NIGHT SETBACK. S S REQURED, | EADS SRALL BE REMOVED. PROVIDE NEW SPRINKLER HEADS AND NEWPIPING 1 8. e MECHANIAL CONTRACTOR MUST VERIFY ALL EXISTNG CONDITIONS AND NOTES: kR
LOW V.0.C. CONTENT. ONLY LEAD-FREE SOLDER IS TO BE USED. THIS INCLUDES ’ SERVILVES AT TRE JD OllE. 1.REFER TO PLAN FOR THROW PATTERN = 25_/
SUCH AS OIL BASE PAINTS, LACQUERS, SEALANTS THAT ARE SPRAY APPLIED . . .oy 4.FRAME SHALL FIT GYP. BOARD ROUGH IN
MUST BE DONE AND CURED OFF—SITE AND SHOULD ONLY BE USED IF NO 4. ALL UNDIPOSED DUCTWORK SHALL BE INSULATED PER 2012 OBC. DUCTWORK WTHN 10" OF THE uNT saLL | 7 SORCERLED EOMAIC SHRMCEE KL LS8 FELARLE REBE, 6 T LAt SRR L |10 AL MORK, COUPMENT AND B‘EC%%S\,%%'E'SSU&ER@‘&%@}gﬁ SYSTEM T 600D 5.TOP OF FRAME TO BE AT BOTTOM OF CONCRETE BULKHEAD
ENVIRONMENTAL PRODUCTS ARE AVAILABLE FOR THE REQUIRED APPLICATION. BE INTERNALLY LINED WITH 1 1/2" ACOUSTICAL INSULATION. DUCT DIMENSIONS ARE NET FREE AREA ONLY. DUCT FINISH. AT NOT ADDITIONAL EXPENSE. CONTRACTOR SHALL VERIFY ALL ON SITE
12 ALL DIFFUSERS TO BE PAINTED P1 — SPICED CIDER. SIZE MUST ACCOMMODATE. INSULATION THICKNESS. «  UPRIGHT AUTOMATIC SPRINKLER HEADS (165 RELIABLE MODEL 6" WITH NATURAL BRONZE FINISH. CONDITIONS PRIOR 10 BID
. : -1, EXISTING VAV BOXS 1_AND 2 WITH ELECTRIC DUCT HEATER 1 AND 2 BELONG TO THE
13, NOT USED. 5. FIRE DAMPERS MUST BE INSTALLED AT ALL LOCATIONS WHERE DUCTWORK PENETRATES A FIRE RATED WALL. SIDE WALL HORIZONTAL SPRINKLER HEADS (165°) RELIABLE MODEL F-1 LANDLORD. COORDINATE WITH LANDLORD PRIOR TO MAKING REPAIRS AND BID. ALL JOINTS, SEAMS AND CONNECTIONS FAN SCHED
14, AR BALANCE REPORT MUST BE SUBMITTED TO FIELD PROJECT MANAGER PROVIDE ACCESS DOORS AS REQUIRED. FIRE DAMPERS TO BE OF THE TYPE APPROVED BY THE AGENCIES HAVING IN DUCTWORK SHALL BE SECURELY .
JURISDICTION 11. ADD NEW SPINKLER HEADS AND PIPING WHERE REQUIRED DUE TO SITE CONDITIONS TO OBTAIN THE
AT COMPLETION OF JOB. . FASTENED AND SEALED WITH WELDS,
NECESSARY APPROVALS FROM LOCAL AUTHORITIES AND UNDERWRITERS.
GASKETS, LISTED MASTICS, OR LISTED MARK EF—1
15.  CONTRACTOR MUST USE HVAC UNIT SPECIFIED ON PLAN, 6. WHEN NEW DUCTWORK CONFLICTS WITH EXISTING DUCTWORK, PIPING, ETC., NEW DUCTWORK SHALL BE SET UP TAPES. IN ACCORDANCE WITH 2012 OBC
OR DOWN AS REQUIRED. 12. SUBMIT A SEPARATE PRICE FOR THE ADDITION AND/OR DELETION OF ONE SPRINKLER HEAD OF EACH : SERVES TOILET
16. gggggﬁ%‘ v;%IHﬂléDHTAsLLAr%v:)%UE%WéCE)m(NésﬂQIT%I:zE;\sS|ﬁoﬂsEIL%LE65§?C“CAL TYPE SPECIFIED. ANY NUMBER OF SPRINKLER HEADS CAN BE INCORPORATED AT THIS UNIT PRICE. TYPE /DRIVE DIRECT
CONNECTIONS TO BE WRAPPED WITH UL. LISTED 181 TAPE. 7. PROVIDE SPLITTER OR VOLUME DAMPERS ON ALL NEW SUPPLY AR DUCT SPLITS AND TAPS AND AR = ”
- ' EXTRACTORS ON ALL SUPPLY AR REGISTERS. 13. ALL SPRINKLER HEADS LOCATED WITHIN 12" OF SURFACE MOUNTED TRACK LIGHTING FIXTURES SHALL SUBMIT A CERTIFIED TEST AND AR
BE 212F TYPE. MAINTAIN MINIMUM 6” CLEAR BETWEEN SPRINKLER HEADS AND TRACK LIGHTING E:hgtlggDREggR;P;gOLHAEL TEEISATNTA r?I;‘lDAIR ES.P. IN WG. 25"
8. THIS CONTRACTOR IS TO HIRE LANDLORD'S SPECIFIED CONTRACTOR FOR ALL ROOF PENETRATIONS IF REQD. FIXTURES. ORSEPOWER _
BALANCE SHALL NOT BE DONE BY THE
9. THE MECHANICAL CONTRACTOR, AS PART OF THER WORK, IS TO STENCIL THE TENANT NAME AND SPACE 14. PROVIDE NATIONAL FIRE PROTECTION LTD. MODEL NO. ABC—-050WF-3A—10BC RATING FIRE MECHANICAL CONTRACTOR, BUT BY A RPM (MAX) —
NUMBER ON ALL IF REQ'D EQUIPMENT WITH 4" HIGH BLOCK LETTERS (2" HIGH BLOCK LETTERS ON ALL SMALL EXTINGUISHERS, ALL COMPLETE WITH MOUNTING BRACKETS. LOCATE AS DIRECTED ON SITE. INDEPENDENT TESTING COMPANY SONES (MAX) 0.7
ﬁq%lf\',wﬂf WHERE 4" WILL NOT FIT) IN A COLOR APPROVED BY THE BUILDING MANAGER / CONSTRUCTION 15 FIRE DAWPERS AND FIRE STOP FLAPS MUST BE PROVIDED AS REQUIRED. VOLTS/PHASE /RERTZ | 120,160
16. SPRINKLER DISTRIBUTION WITHIN TENANT SPACES SHALL BE IN ACCORDANCE WITH NFPA-13 AND MANTPACTURER NOTORE
OUTSIDE_ARR IS PROVIDED BY LANDLORD THRU SUPPLY AR TO VAV BOX. * LOCAL FIRE DEPARTMENT. TENANT IS REQUIRED TO UTILIZE LANDLORD DESIGNATED CONTRACTOR FOR MODEL NUMBER QTXENTTOFLT
ANY NECESSARY MODIFICATION AND THE ISSUANCE OF A CERTIFICATE STATING MEETS WITH CODE. NOTES
MECHANICAL - CODED NOTES
7] EXISTING HVAC EQUIPMENT, DUCTWORK, HANGERS, ASSOCIATED CONTROLS, ETC. NOT
SCHEDULED TO BE RELOCATED OR RE—USED SHALL BE DISCONNECTED AND REMOVED FROM > i
JOB SITE. DO NOT JUST ABANDON, FIELD VERIFY EXACT CONDITIONS AND LOCATIONS PRIOR TO NI B L2,
BIDDING. g J © § sed
) =z 5
5 | EXISTNG VAV BOX WITH PNEUMATIC CONTROLS TO BE RELOCATED. FIELD VERIFY EXACT MAKE, w|o]l x| f'o; x £5%
MODEL, SIZE AND LOCATION. REPORT ANY DEFICIENCIES TO LANDLORD AND SPENCERS AR B e
ON-SITE REPRESENTATIVE PRIOR TO SUBMITTING A BID. EXISTING VAV BOXES ARE PROPERTY US|l sl 2 225s
OF THE LANDLORD. COORDINATE WITH LANDLORD PRIOR TO MAKING REPAIRS. SEE PLAN FOR al=|Sl S 2213
CFM ADJUSTMENTS. =|a|=|| 222 2
3] QIl § 258
3 | EXISTING ELECTRIC DUCT HEATER (HYDRO-AIR MODEL EDH—7.5-208, SERIAL NO. 886-569, - = 215 Bl 2 £5x¢
208V/60, 7.5KW) TO BE RELOCATED AS SHOWN. FIELD VERIFY EXACT LOCATION. REPORT ANY ol < § 22|l 8 S5¢e2
DEFICIENCIES TO LANDLORD AND SPENCERS ON-SITE REPRESENTATIVE PRIOR TO SUBMITTING A w|AjAalo|
BID. EXISTING ELECTRIC DUCT HEATER IS PROPERTY OF THE LANDLORD. COORDINATE WITH
LANDLORD PRIOR TO MAKING REPAIRS. SEE PLAN FOR CFM ADJUSTMENTS. @ cO
4 | EXISTING ELECTRIC DUCT HEATER (MIN. 5 KW @ 208/3/60) TO REMAIN. FIELD VERIFY EXACT | ,
MAKE, MODEL, SIZE AND LOCATION. REPORT ANY DEFICIENCIES TO LANDLORD AND SPENCERS EXIST. 22°x18" S.A
ON-SITE REPRESENTATIVE PRIOR TO SUBMITTING A BID. EXISTING ELECTRIC DUCT HEATER IS N J\,_ _J\,_- 9'-9 3/4" AFF
PROPERTY OF THE LANDLORD. COORDINATE WITH LANDLORD PRIOR TO MAKING REPAIRS. SEE _ EXIST. 24°16" RA JIST. 168 SA
PLAN FOR CFM ADJUSTMENTS. I - EXIST. 4" SPRINKLER MAIN o5 AFF. \ A el
GJ— /—11'-8" AFF. I oFoF 9-91/4" AFF. @
5 | NEW VAV COMPATBLE THERMOSTAT PROVIDED BY LANDLORD AT TENANT G.C.'S EXPENSE. CO _ al — — — — — F —f ~ — — — — — — e = — — — - 5
CONTRACTOR TO INSTALL 4'-0" AF.F. COORDINATE LOCATION WITH PROJECT MANAGER ON L \‘ " = FL“V AR — = T i IUA/A I ' = -
SITE. EXISTING THERMOSTATS MY BE RELOCATED AND REUSED IF ALLOWED BY LANDLORD AND ENURS » I N ' 21 F |/ / F || F 122 -~
IN GOOD WORKING ORDER. COORDINATE WITH LANDLORD IF THERE ARE REQUIREMENTS FOR \ “ EXIST. 8 SPRINKLER MAIN e TR 11 5 % 1 4 / 1 ! I 2
LANDLORD APPROVED CONTRACTOR TO DO CONTROL/THERMOSTAT WORK PRIOR TO BID. | ”\4 N 11-8 A-F-F-\_ |E e | | _\\ _ K@ ~ < __B /: —— - — / I_I o | VAV |1 o
( . - - - - - | — — - - | —_——
y . . - . - . - 18 / — %] 400 CFM QI@—I |
6 | NEW TOILET EXHAUST FAN PROVIDED AND INSTALLED BY HVAC CONTRACTOR. MECHANICAL v N n mEER4Rre b | VAY-2 . N R 2\ / QID—I | \ — . . .
CONTRACTOR SHALL EXTEND NEW 4"¢ TOILET EXHAUST DUCT TO LANDLORD'S EXISTING I NN\ N = = = b=—t========= = = = == = o 15hiE — 1 {4 | eoH-1 | |
N Je 7 — = ® \"a
EXHAUST MAIN. FIELD VERIFY EXACT SIZE AND LOCATION. | ! DN / ===‘1= - ) . ‘4AV—1 . \ °
| I N\ i L 1 NEW 22"x8" S.A. NEW 26"x8” S.A. ~—— EXIST. 16”x16” R.A.
7 | CONTRACTOR TO ENSURE DOOR IS UNDERCUT ADEQUATELY FOR AIRFLOW. | |/ii 12 AR \9 ne. = W ;jg | P22718" sl 5 o'-1 3/4" AFF.
“ \\
8 | PROVIDE NEW SPRINKLER HEAD TO UNDERSIDE OF OSP SHELF AS REQUIRED. COORDINATE " g d@ e \ N 4 =13 = = 13 -/ vAvV=2 |17 _E_ ! 15|TYP. ] e
EXACT LOCATION WITH OSP. MODIFY SUPPLY PIPING AS REQUIRED. NO PIPING OR HEADS | I \ NEW 16”x8" Ty / \ 1000 GM 1| Bl 5
PERMITTED WITHIN 2'-0" OF DROPDOWN PANELS. REFER TO SHEET A1.1 FOR PANEL LOCATIONS I I : AN SA—_ i / A\ A\ EDH-2 i | T /A A
| I (I / 44 300, 16 . . A
9 | SPRINKLER HEAD (TYPICAL). PROVIDE NEW AS REQUIRED TO ACCOMMODATE OPEN-TO-DECK | o\ N S RN mﬂﬂﬂﬂjmnma& R il /7 7'\ N \300/ |
CEILING. COORDINATE EXACT LOCATION(S) WITH NEW LIGHTS AND CEILING FIXTURES. MODIFY | i 21 . \ | | N T T T T T EST, 2002 SA. _:"I?r_ - _r'r flf L) EXIST. 22°X18" S.A. / | ° ~
SUPPLY PIPING AS REQUIRED. \300/ "> \ ) TT| TIT I TT| I 9'-10 1/2" AFF. A7 T~ "1 Ly
L | | o~ || y 101 1/2" - N\ EXIST. 22"x18" S.A. 0 L
! il AN N (. /r AO— =@ H ===t =t == R - A § u"*l‘-H-——ﬂ=——-'=|' - afd - - — T Wz 8- 1/2" AF.F Q- ™)
10| PROVIDE NEW SPRINKLER HEAD IN TOILET ROOM CEILING. N S0 1l L m 1 L | g g o ah 0 K
N\ UL I e e e Tie Tt S - N LD NS N oy Q
11| LANDLORD'S EXISTING SPRINKLER MAIN. FIELD VERIFY EXACT SIZE AND LOCATION. s NEW 66" N Az fo bz 74 Y — Jétym})ﬂmﬂﬁ% S R N [ pe—— - ! \joo/ ] S 0
| ” ”
12| PROVIDE NEW FULLY CONCEALED SPRINKLER HEAD FOR STOREFRONT WITH BLACK CAPS AS SA. 8 8 | EXIST. 20°x16" S.A. R % 1
REQUIRED. MODIFY PIPING AS REQUIRED. I WL P PP Typ 101 1/2° AFF. - " x=z <
T o EL ° ° ° ° ° L O<
13| NEW "LOW PRESSURE” SUPPLY AR DUCT INSTALLED BY HVAC CONTRACTOR. PROVIDE RVl o \Z\[D na /a} ™ /A ual /a\ = /a = ) (_>
TRANSITIONS AS REQUIRED, DUCT DIMENSIONS ARE CLEAR INTERNAL AIR PATH DIMENSIONS. eI AN Y v/ -l v/ W = W = [ -l CITWO =
CONNECT TO EXISTING DUCT WORK AS REQUIRED. FIELD VERIFY. I II < ~~~~~~~~~ . 14 | 16 52"39111/142 i'lé'F o rSg i <
=3 - rTT T -
11 | | e S
14| DUCTWORK LOCATED IN CONDITIONED SPACE. DOES NOT REQUIRE INSULATION. éﬁr | /7 b BE REMOVED BACK g LS w || T
N IS S L] Jr 4 4 1 |/ TO BEYOND NEW = ~ < Ly 3 =
15| EXISTING SUPPLY DUCTWORK TO REMAIN. FIELD VERIFY EXACT SIZE AND LOCATION. E = ’ ggﬂc}a 19 G P T /] L P WALL <D S2o2<x || O
REPAIR/REPLACE AS REQUIRED. a4 oo . - ’1 _____ — — — — o % 8 % % % LL j
M| e
=TI I I < ]
16| EXISTING SUPPLY DUCTWORK TO BE REMOVED AS INDICATED. 16 | EDH-3 & MODIFIED | g HE al
17| NEW TRANSFER AIR GRILLE SUPPLIED AND INSTALLED BY HVAC CONTRACTOR. INSTALL AS HIGH R oATED s BE = 5 |
AS POSSIBLE/PRACTICAL IN WALL. COORDINATE WITH GENERAL CONTRACTOR AND OTHER CO _ SE oM. EROVIDE. NEW = =
TRADES. PAINT GRILLE TO MATCH ADJACENT SURFACE. REFER TO AIR DEVICE SCHEDULE FOR S & DUCTWORK E} > >
ADDITIONAL INFORMATION. A : o o o)
| @)
18| EXISTING DUCTWORK TO BE CUT BACK NEAR DEMISING WALL FOR OPEN ENDED RETURN DUCT. | \ | 0 | E
19| EXISTING DUCT HEATER (BROAN NORTRON MODEL 21B10, 10KW, 1/3 HP 46 AMPS ©240/1/60, NEW 18°x10” SA.
34.152 BTUH, 750 CFM) TO BE RELOCATED NEAR STORE FRONT FOR AFTER HOUR HEATING 19-6" AFF.
AND IS PROPERTY OF TENANT. FIELD VERIFY EXACT LOCATION. MECHANICAL CONTRACTOR IS 1 MECHANICAL PLAN
TO CLEAN AND PROVIDE GENERAL MAINTENANCE AS REQUIRED. Scale: 14" = 10"
20| NEW GRILLE BELOW EXISTING BULKHEAD, ELBOW NEW DUCTWORK UP TO TIE INTO NEW BRANCH
LINE. FIELD VERIFY EXISTING CONDITIONS.
O
21| PROVIDE AND INSTALL NEW FIRE DAMPER IN EXISTING DUCT TO REMAIN.
22| NEW 4°¢ T.E. TO LANDLORD’S T.E. MAN. FIELD VERIFY.




HVAC LOAD CALCULATIONS

HANGER WIRE

AV

ROOF JOIST

SHEET MTL. DUCT HANGER
RECTANGULAR DUCT

REGISTRATION SEAL

DESIGN COOLING DESIGN HEATING
COOLING DATA AT Jul 1500 HEATING DATA AT DES HTG
COOLING OADB/WB 87.0°F/73.0 °F HEATING OADB /WB -11.0°F/-11.9°F

Sensible Latent Sensible Latent
ZONE LOADS Details (BTU/hr) (BTU/hr) Details (BTU/hr) (BTU/hr)
Window & Skylight Solar Loads 0 ft? 0 - 0 ft2 - -
Wall Transmission 1949 ft2 2472 - 1949 ft2 13369
Roof Transmission 376 ft2 2210 - 376 ft2 3581
Window Transmission 0 ft2 0 - 0 ft2 0
Skylight Transmission 0 ft? 0 - 0 ft2 0
Door Loads 28 ft? 71 - 28 ft2 664
Floor Transmission 1889 ft2 0 - 1889 ft2 0
Partitions 136 ft? 303 - 136 ft? 442
Ceiling 0 ft2 0 - 0 ft2 0
Overhead Lighting 2016 W 6032 - 0 0
Task Lighting ow 0 0 0
Electric Equipment 1269 W 3907 - 0 0 -
People 29 5087 5853 0 0 0
Infiltration 646 1011 4253 0
Miscellaneous - 5696 0 - 0 0
Safety Factor 20% / 20% 5285 1373 20% 4462 0
>> Total Zone Loads 31709 8237 26770 0
Zone Conditioning - 36139 8237 - 26212 0
Plenum Wall Load 0% 0 - 0 0
Plenum Roof Load 0% 0 0 0
Plenum Lighting Load 0% 0 0 0
Return Fan Load 1900 CFM 0 - 1900 CFM 0 -
Ventilation Load 0 CFM 0 0 0 CFM 0 0
Supply Fan Load 1900 CFM 2113 1900 CFM -2113
Space Fan Coil Fans - 0 - 0
Duct Heat Gain / Loss 5% 1585 - 5% 1338 -
>> Total System Loads 39837 8237 25438 0
Central Cooling Coil 39837 8239 0 0
Central Heating Coil 0 - 25438 -
>> Total Conditioning 39837 8239 25438 0
Key: Positive values are clg loads Positive values are htg loads

Negative values are htg loads Negative values are clg loads

Design Parameters:

City Name ..........cceeveviennns
Location ........cccceeveveeeeeenenn.
Latitude ......oovveeeiiiiiieeeeeen.
Longitude .......cccoeeiveieeennnn.
Elevation .......ccccoooeveiiiinin.
Summer Design Dry-Bulb
Summer Coincident Wet-Bulb
Summer Daily Range
Winter Design Dry-Bulb
Winter Design Wet-Bulb
Atmospheric Clearness Number
Average Ground Reflectance
Soil Conductivity ...............

........................................................................... Belleville
.............................................................................. Ontario
.................................................................................... 44.1 Deg.
.................................................................................... 77.3 Deg.
.................................................................................... 86.3 ft
..................................................................................... 87.0 °F
............................................................................... 73.0 °F
............................................................................................ 20.0 °F
....................................................................................... -11.0 °F
....................................................................................... -11.9 °F

Local Time Zone (GMT +/- N NOUIS) .ooouuiiiiiiiiiie e 5.0 hours

Consider Daylight Savings Time
Simulation Weather Data
Current Data is ..........cc......
Design Cooling Months

....................................................................................... N/A
.................................................................. User Modified
........................................................... January to December

.................................................................................. 0.800 BTU/(hr-ft-°F)
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