AT REGISTER # 1 (register towards rear of store):

1.

@

Electrician to install TWO CAT-5 Data cable drops from Register #1 location to the
wall in the stockroom @ 18” AFF near the manager’s desk. Install one Double Port
RJ-45 Ethernet wall-faceplate with jacks at each end. Mark faceplate ports E-1 and
E-2 at both ends.

Install & wire one RJ-11 telephone jack marked Line 1 and one RJ-11 telephone jack
marked line 2. Wire each to D-mark location in stockroom. Leave a 10" whip at the
end near the D-mark (or electrical panel if D-mark is not yet installed)

Electrician to install ONE CAT-5 Data cable from Register #1 to register #2 in
conduit. Leave a 6°0” whip at each end. Terminate to a RJ-45 male plug on both
ends. Install and leave a pull string in this conduit as well.

Electrician must test and verify continuity at the Data Cable ends.

Install additional 1” empty conduit with pull string stubbed up from below Register
#1 to below Register #2.

AT REGISTER # 2 (register towards front of store):

1.

Install and wire one RJ-11 telephone jack. Mark it Line 1.

AT MANAGERS DESK IN STOCKROOM:

1.

Install and wire one RJ-11 telephone jack @ 18 inches AFF. Mark it Line 1.

IN STOCKROOM NEAR ELECTRICAL PANEL:

1.

Install and wire (1) RJ31X telephone jack near spare receptacle at electrical panel.
Mark it line 1.



