
1. DRAWINGS TO BE READ IN CONJUNCTION WITH MECHANICAL AND ELECTRICAL 
ENGINEER'S DRAWING AND SPECIFICATIONS.  REPORT ANY DISAGREEMENT OR 
CONFLICTS BETWEEN CONSULTANT'S DRAWING TO OOMPH FOR CLARIFICATION.  

2. ANY CONFLICTS, OMISSIONS, DISCREPANCIES AND DISAGREEMENT IN 
ARCHITECTURAL DRAWINGS AND SPECIFICATIONS SHALL BE REPORTED TO OOMPH 
PRIOR TO ANY WORK PROCEEDINGS FOR IT'S CLARIFICATION AND INSTRUCTIONS.

3. ALL WORK IN THIS CONTRACT SHALL CONFORM TO THE ONTARIO BUILDING CODE 
INCLUDING ALL IT'S LATEST AMENDMENTS AND REVISIONS.

4. PRIOR TO PARTITION LAYOUT ON SITE,  CHECK AND VERIFY ALL FORESEEABLE 
INTERFERENCE TO EXISTING BASE BUILDING CONDITIONS.  REPORT TO OOMPH  FOR 
FURTHER INSTRUCTIONS.

5. PROVIDE NECESSARY TEMPORARY HOARDINGS BETWEEN EXISTING AREAS TO 
REMAIN AND CONTRACT AREA.  PROVIDE DOOR WITH LOCKSETS.  DO NOT BLOCK 
FIRE EXITS AND/OR ACCESS TO EXITS.

6. GENERAL CONTRACTOR SHALL COMPLY WITH BASE BUILDING WORK 
PROCEDURES AND REGULATIONS.  PROTECT ALL EXISTING BASE BUILDING SYSTEMS 
AND EQUIPMENT DURING CONSTRUCTION.  THE GENERAL CONTRACTOR IS 
RESPONSIBLE FOR THE REPAIRS OF ANY DAMAGES TO THE BASE BUILDING CAUSED 
BY GENERAL CONTRACTOR AND /OR BY HIS /HER SUB- TRADES.

7 . REVIEW PLANS, ELEVATIONS & DETAILS FOR MILLWORK AND ALL WALL HUNG 
ITEMS TO ENSURE ADEQUATE BLOCKING IS PROVIDED WITHIN PARTITIONS AND 
CEILINGS.

8. THE GENERAL CONTRACTOR TO PROVIDE ALL NECESSARY FASTENINGS, 
ANCHORS, BRACKET, ACCESSORIES AND SUPPORTS REQUIRED FOR FABRICATION 
OF THE WORK.

9. CHECK AND VERIFY FLOOR LEVEL PRIOR TO ANY PARTITION LAYOUT.

10. ALL EDGES OF DRYWALL PARTITIONS ARE TO BE SMOOTH AND PLUMBLINE TRUE.  
PROVIDE SKIM COAT ON EXISTING WALL IF NECESSARY TO ASSURE PLUMBLINE 
TRUE.

11. ALL GYPSUM WALL BOARD PARTITION TO BE FILLED, TAPED, SANDED AND PRIMED 
TO FLOOR TO RECEIVE FINISHES.  REPAIR ALL DAMAGED EXISTING WALL FACES TO 
RECEIVE NEW FINISHES.

12. GENERAL CONTRACTOR  IS TO SUBMIT SHOP DRAWINGS FOR ALL MILLWORK 
ITEMS AND OTHER FABRICATED ITEMS FOR DESIGNER'S APPROVAL PRIOR TO WORK 
FABRICATIONS.

14.  METAL STUD FRAMING FROM BULKHEAD/VALENCE DETAILS TO BE SECURELY 
FASTENED TO SLAB AS REQUIRED FOR STRUCTURAL SUPPORT.  PROVIDE CROSS 
BRACING ABOVE CEILING TO SLAB FOR ADDITIONAL  SUPPORT WHERE REQUIRED.

15.  GENERAL CONTRACTOR IS RESPONSIBLE FOR REPAIRING DAMAGES TO ANY 
FIRE SEPARATION IN CONTRACT AREA.  MAINTAIN EXISTING FIRE SEPARATION 
THROUGH THE CONTRACT AREA.

16.  ALL NEW PARTITIONS THAT RUN TO FINISHED CEILING, BUILD AROUND AND 
PROVIDE SEAL AT  ALL DUCTS, CONDUITS & SPRINKLER LINES.   
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GENERAL  NOTES:

1). Do not scale  drawings .

2). General  contractor  and all subcontractors  must verify all job  
dimensions , drawings , details  and specifications  and  report  any 
discrepancies  to designers  before  proceeding  with work. Oomph  will 
not be  liable for any errors  and omissions  not  reported  by General  
Contractor .

3). All  workmanship  is to  be in accordance  with  the Ontario Building  
Code and applicable   municipal  by-laws  and fire regulations .

4).General  contractor  and all subcontractors  shall  submit  all necessary  
samples  for approval  of  finish and quality  to the designer  prior  to 
proceeding  with the work.

5). General  contractor  shall  notify the client  in writing of  any items 
requiring  amendment  to the  original contract  price. owner to give 
written approval  for all additional  work prior  to the commencement  of  
the work .
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A1

PLAN: FURNITURE PLAN
SCALE: 3/16" = 1'-0"
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NOTES:
1. PURCHASED KITCHEN , BY GENERAL CONTRACTOR, 
IKEA OR SIMILAR, SEE FU-13
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GENERAL  NOTES:

1). Do not scale  drawings .

2). General  contractor  and all subcontractors  must verify all job  
dimensions , drawings , details  and specifications  and  report  any 
discrepancies  to designers  before  proceeding  with work. Oomph  will 
not be  liable for any errors  and omissions  not  reported  by General  
Contractor .

3). All  workmanship  is to  be in accordance  with  the Ontario Building  
Code and applicable   municipal  by-laws  and fire regulations .

4).General  contractor  and all subcontractors  shall  submit  all necessary  
samples  for approval  of  finish and quality  to the designer  prior  to 
proceeding  with the work.

5). General  contractor  shall  notify the client  in writing of  any items 
requiring  amendment  to the  original contract  price. owner to give 
written approval  for all additional  work prior  to the commencement  of  
the work .
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A2

PLAN: PARTITION PLAN
SCALE: 3/16" = 1'-0"
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NOTES:
1. BLOCKING IN CEILING WHERE NOTED
2. REFER TO ALL MILLWORK DRAWINGS TO CONFIRM ALL BLOCKING REQUIREMENTS
3. REFER TO RCP AND DETAIL DRAWINGS FOR ALL DROPPED CEILING LOCATIONS & DETAILS
4. ALL REQUIRED HALLWAY WIDTHS,  DOORS AND REQUIREMENTS  AS PER OBC
5 .REPORT ANY CONFLICT OF M/E ENGINEERS INFORMATION DIRECTLY TO OWNER
6. REFER TO M/E DRAWINGS FOR UTILITY ROOM LOCATION AND ALL REQUIREMENTS
7. LOCATION OF ACCESSIBLE WHEELCHAIR PUSH BUTTON, PROVIDE ALL ELECTRICAL 
AS REQUIRED
8. APPLY SKIM COAT AND ENSURE EXISITNG DRYWALL IS READY FOR  FINISH
9. PROVIDE 3/4" PLYWOOD SCREWED TO STUDS FOR TELEPHONE , ELECTRICAL PANEL
10. ALL WALLS ARE TYPE A , EXCEPT AS NOTED
11. EXISTING GLAZZING AND ENTRY DOORS  

WALLS
1. ALL WALLS ARE TYPE A , EXCEPT AS NOTED

WALL TYPE A  - TYPICAL TO 12" ABOVE FINISHED CEILING, 
-REVIEW A3 - RCP FOR CEILING HTS. ROOMS TO HAVE 11' WALLS, CEILING HTS TO BE AS NOTED , 10'
-3 5/8" METAL STUDS SECURED FROM FLOOR , VERTICAL SUPPORT AS REQUIRED
-SOUND INSULATION BATTS, ACOUSTICAL CAULKING AT ALL SEAMS
-BOTH SIDES, 1/2" DRYWALL TO 12" ABOVE DROPPED CEILING HTS
-STEEL STUDS BASED ON 16" OC CENTRES
TOTAL WIDTH: 4 5/8"XISITNG DRYWALL IS READY FOR  FINISH

WALL TYPE B -  POCKET DOOR
-TYPICAL TO 12" ABOVE FINISHED CEILING, REVIEW A3 - RCP FOR CEILING HTS.
-VERTICAL SUPPORT AS REQUIRED
-3 5/8" METAL STUDS @ 16" O.C.
-DEFLECTION TRACK AND FIRE STOPPING AS PER HW14
-FILLED w/ SOUND INSULATION BATTS
-ACOUSTICAL CAULKING AT ALL SEAMS - FLOOR, DECK & WALL INTERSECTIONS
-BOTH SIDES, 1/2" DRYWALL TO 12" ABOVE DROPPED CEILING
-TAPE, SEAL AND SAND
-SPRAY OUT TRACK CAVITY CHARCOAL GREY PAINT
TOTAL WIDTH: 6 "
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GENERAL  NOTES:

1). Do not scale  drawings .

2). General  contractor  and all subcontractors  must verify all job  
dimensions , drawings , details  and specifications  and  report  any 
discrepancies  to designers  before  proceeding  with work. Oomph  will 
not be  liable for any errors  and omissions  not  reported  by General  
Contractor .

3). All  workmanship  is to  be in accordance  with  the Ontario Building  
Code and applicable   municipal  by-laws  and fire regulations .

4).General  contractor  and all subcontractors  shall  submit  all necessary  
samples  for approval  of  finish and quality  to the designer  prior  to 
proceeding  with the work.

5). General  contractor  shall  notify the client  in writing of  any items 
requiring  amendment  to the  original contract  price. owner to give 
written approval  for all additional  work prior  to the commencement  of  
the work .
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NOTES:
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GENERAL  NOTES:

1). Do not scale  drawings .

2). General  contractor  and all subcontractors  must verify all job  
dimensions , drawings , details  and specifications  and  report  any 
discrepancies  to designers  before  proceeding  with work. Oomph  will 
not be  liable for any errors  and omissions  not  reported  by General  
Contractor .

3). All  workmanship  is to  be in accordance  with  the Ontario Building  
Code and applicable   municipal  by-laws  and fire regulations .

4).General  contractor  and all subcontractors  shall  submit  all necessary  
samples  for approval  of  finish and quality  to the designer  prior  to 
proceeding  with the work.

5). General  contractor  shall  notify the client  in writing of  any items 
requiring  amendment  to the  original contract  price. owner to give 
written approval  for all additional  work prior  to the commencement  of  
the work .
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PLAN: POWER & TELEPHONE PLAN
SCALE: 3/16" = 1'-0"
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NOTES:
1. PROVIDE  ELECTRICAL IN PLENUM FOR EXTERIOR SIGNAGE, CONFIRM WITH 
SIGNAGE COMPANY ON ELECTRICAL REQUIRMENTS . ENSURE ENOUGH WIRE TO LOCATE
AS REQUIRED
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1). Do not scale  drawings .

2). General  contractor  and all subcontractors  must verify all job  
dimensions , drawings , details  and specifications  and  report  any 
discrepancies  to designers  before  proceeding  with work. Oomph  will 
not be  liable for any errors  and omissions  not  reported  by General  
Contractor .

3). All  workmanship  is to  be in accordance  with  the Ontario Building  
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samples  for approval  of  finish and quality  to the designer  prior  to 
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5). General  contractor  shall  notify the client  in writing of  any items 
requiring  amendment  to the  original contract  price. owner to give 
written approval  for all additional  work prior  to the commencement  of  
the work .
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A5

PLAN: FLOOR FINISH PLAN
SCALE: 3/16" = 1'-0"

FLOOR FINISH PLAN

A5

FLOOR FINISH LEGEND

FL1 TILE, APPROX. 1040 SQ. FT., 
CONTRACTOR TO VERIFY

FL2 CARPET TILE, APPROX. 158 SQ. FT., 
CONTRACTOR TO VERIFY

FL3 VINYL SLAT FLOORING, APPROX. 461 
SQ. FT., CONTRACTOR TO VERIFY

FL4

T1 TRANSITION STRIP - TILE TO VINYL 
SLAT

T2 TRANSITION STRIP - TILE TO CARPET
T3
T4
B1 VINYL BASE
B2 4" CUT TILE BASE
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08- EXAM ROOM #3

02- RECEPTION

06- EXAM ROOM #1

01- WAITING

05- HALLWAY

03- ACCESSIBLE WC

04- STORAGE

09- LIFE COACH #1

07- EXAM ROOM #2

10- LIFE COACH #2

11- STAFF WC

12- PRIVATE OFFICE

15- STORAGE

13- RECALL

14- UTILITY

    16- KITCHEN
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A7

PLAN: WALL FINISH PLAN
SCALE: 3/16" = 1'-0"

WALL FINISH PLAN

A6

NOTES:
1. APPLIED GRAPHIC TO WALL N.I.C. TO BE IN SIGNAGE PACKAGE. SEE S7.
2. DROPPED DRYWALL CEILING TO BE P-8. SEE RCP
3. 
4. PAINTED P- 5 , P-12 , SEE ELVATION , D20
5. SPARE
6. PAINT FROM FLOOR TO CEILING, REFER TO ELEVATION
7. 1/2 " X 1/2" BRUSHED STAINLESS EXTRUSION, FLOOR TO CEILING H-17
8. REFER TO RCP FOR CEILING PAINT COLOURS

1WALL FINISH LEGEND
P-1 PAINT FINISH
WC-1 WALLCOVERING OR TILE
S-1 SIGNAGE
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P-6
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CEILING

GENERAL  NOTES:

1). Do not scale  drawings .

2). General  contractor  and all subcontractors  must verify all job  
dimensions , drawings , details  and specifications  and  report  any 
discrepancies  to designers  before  proceeding  with work. Oomph  will 
not be  liable for any errors  and omissions  not  reported  by General  
Contractor .

3). All  workmanship  is to  be in accordance  with  the Ontario Building  
Code and applicable   municipal  by-laws  and fire regulations .

4).General  contractor  and all subcontractors  shall  submit  all necessary  
samples  for approval  of  finish and quality  to the designer  prior  to 
proceeding  with the work.

5). General  contractor  shall  notify the client  in writing of  any items 
requiring  amendment  to the  original contract  price. owner to give 
written approval  for all additional  work prior  to the commencement  of  
the work .
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GENERAL  NOTES:

1). Do not scale  drawings .

2). General  contractor  and all subcontractors  must verify all job  
dimensions , drawings , details  and specifications  and  report  any 
discrepancies  to designers  before  proceeding  with work. Oomph  will 
not be  liable for any errors  and omissions  not  reported  by General  
Contractor .

3). All  workmanship  is to  be in accordance  with  the Ontario Building  
Code and applicable   municipal  by-laws  and fire regulations .

4).General  contractor  and all subcontractors  shall  submit  all necessary  
samples  for approval  of  finish and quality  to the designer  prior  to 
proceeding  with the work.

5). General  contractor  shall  notify the client  in writing of  any items 
requiring  amendment  to the  original contract  price. owner to give 
written approval  for all additional  work prior  to the commencement  of  
the work .
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PLAN: DROPPED CEILING PLAN
SCALE: 3/16" = 1'-0"
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NOTES

_01 2'-10" X 108" X 1/2", TOTAL 
OPENING IS 5'-9 1/2"

A TG - - - H31 ENTRY 
LOCKSET

X D2 9-10-15 EXISTING ENTRY DOOR (2)  CONFIRM 
WITH BASE BUILDING PROVIDE CLOSER 
, BY LANDLORD

_02 3'-3" X 8'-3" X 1 3/4" C WD P1 WD P1 H28/H30 PASSAGE D2 9-10-15 EXAM 1, POCKET, EXTRA HEIGHT ON 
DOOR FOR RECESS

_03 3'-2" X 8'-0" X 1 3/4"     B WD P1 PS P1 H-26 PRIVACY X D2 9-10-15 ACCESSIBLE WC
_04 3'-3" X 8'-3" X 1 3/4" C WD P1 WD P1 H28/H30 PASSAGE D2 9-10-15 EXAM 2, POCKET , EXTRA HEIGHT ON 

DOOR FOR RECESS
_05 3'-3" X 8'-3" X 1 3/4" C WD P1 WD P1 H28/H30 PASSAGE D2 9-10-15 LIFE COACH 1, POCKET, EXTRA HEIGHT 

ON DOOR FOR RECESS
_06 3'-3" X 8'-3" X 1 3/4" C WD P1 WD P1 H28/H30 PASSAGE D2 9-10-15 EXAM 3, POCKET, EXTRA HEIGHT ON 

DOOR FOR RECESS
_07 3'-3" X 8'-3" X 1 3/4" C WD P1 WD P1 H28/H30 PASSAGE D2 9-10-15 LIFE COACH 2, POCKET,EXTRA HEIGHT 

ON DOOR FOR RECESS
_08 2'-8" X 8'-0" X 1 3/4"     B WD P1 PS P1 H-26 PRIVACY X D2 9-10-15 STAFF WC
_09 3'-2" X 8'-0" X 1 3/4"     D HM P1 PS P1 H-27 LOCKABLE X D2 9-10-15 PRIVATE OFFICE
_10 3'-2" X 8'-0" X 1 3/4"     D HM P1 PS P1 H-25 / H32 PASSAGE X D2 9-10-15 UTILITY/ STORAGE
_11 3'-2" X 8'-0" X 1 3/4"     D HM P1 PS P1 H-25 PASSAGE X D2 9-10-15 KITCHEN

WD WOOD- SOLID CORE
HW HOLLOW WOOD
WG SOLID WOOD - TEMPERED GLAZING
AG ALUMINIUM W/. GLASS
HM HOLLOW METAL
HMI HOLLOW METAL INSULATED
HMG HOLLOW METAL GLAZED INSULATED
ALU ALUMINUM
SC SOLID CORE
P PAINTED

PS PRESSED STEEL
PSI PRESSED STEEL INSULATED
STN STAINED
CL CLEAR COAT
TG TEMPERED GLASS

GWG GEORGIAN WIRE GLASS
AE ACID ETCH GLASS
VW VENEERED WOOD
BN BRUSHED NICKEL
PL PLASTIC LAMINATE
E EXISTING

PC350 ALUMINIUM FRAME TO MATCH 1 3/4"

TYPE A TYPE C

SOLID WOOD

TYPE DTYPE B

HOLLOW METALGLASSGLASS SOLID WOOD

NOTES: 
1. SPRAY OUT ALL OVERHEAD TRACK DOOR RECESS
AND DOOR CAVITIES P-13
2. OVERSIZE ALL POCKET DOORS TO ELIMINATE ANY
GAPS
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01 WAITING
02 RECEPTION
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DOOR PULL TYPE: H-28, 24" PULL

2

S E R I E SAL

JUPITER
Symbol: JUP
Material: Pressure cast 
zinc lever; wrought brass 
or bronze rose
Finishes: 605, 
606, 612, 619, 
613, 625, 626

NEPTUNE
Symbol: NEP
Material: Pressure cast 
zinc lever; wrought brass 
or bronze rose
Finishes: 605, 
606, 612, 619, 
613, 625, 626

SATURN
Symbol: SAT
Material: Pressure cast 
zinc lever; wrought brass 
or bronze rose
Finishes: 605, 606,
609, 612, 613,
619, 625, 626

Finishes
605 Bright Brass
606 Satin Brass
609 Antique Brass
612 Satin Bronze
613 Oil Rubbed Bronze
619 Satin Nickel
625 Bright Chromium Plated
626 Satin Chromium Plated

Designs & Finishes

613

3-7/16"
87 mm

4-1/4"
108 mm

2-1/2"
64 mm

605

1/2"
13 mm

3-7/16"
87 mm

4-1/4"
108 mm

2-1/2"
64 mm

626

1/2"
13 mm

3-7/16"
87 mm

4-1/4"
108 mm

2-1/2"
64 mm

This icon designates designs available 
with interchangeable core options.

TACTILE WARNING
(KNURLING)
Symbol: 8SA
Available Saturn design
only. Outside lever is
knurled unless otherwise
specified.

Matches
D-Series SPARTA
and L-Series 17

designs

Matches
D-Series RHODES

and L-Series 06
designs

Matches
D-Series ATHENS

and L-Series 07
designs

OMEGA
Symbol: OME
Material: Pressure cast 
zinc lever; wrought brass 
or bronze rose
Finishes: 605, 606,
609, 612, 613,
619, 625, 626

626

1/2"
13 mm

3-7/16"
87 mm

4-1/4"
108 mm

2-1/2"
64 mmMatches

D-Series OMEGA
and L-Series

OMEGA designs

LEVER TYPE: H-25, H-26, H-27

3

S E R I E SAL

Functions

ANSI A156.2 Series 4000 Grade 2

Non-Keyed Functions
SCHLAGE ANSI

Keyed Functions
SCHLAGE ANSI

AL10S F75

AL25D

AL40S F76

AL44S

AL170

Passage Latch
Both levers always unlocked.

Exit Lock
Blank plate outside. Inside lever always
unlocked. Specify door thickness, 
1³⁄₈˝ (35mm) or 1³⁄₄˝ (44mm).

Bath/Bedroom Privacy Lock
Push-button locking. Can be opened from
outside with small screwdriver. Turning
inside lever or closing door releases button.

Hospital Privacy Lock
Push-button locking. Unlocked from outside
by turning emergency turn button. Turning
inside lever or closing door releases button.

Single Dummy Trim
Single dummy trim for one side of 
door. Used for door pull or as matching 
inactive trim.

AL50PD F82

AL53PD F109

AL70PD F84

AL80PD F86

AL85PD F93

Entrance/Office Lock
Push-button locking. Push-button locks 
outside lever until unlocked with key or 
by rotating inside lever.

Entrance Lock
Turn/push-button locking: pushing and
turning button locks outside lever requiring
use of key until button is manually unlocked.
Push-button locking: pushing button locks
outside lever until unlocked by key or by
turning inside lever.

Classroom Lock
Outside lever locked and unlocked by key.
Inside lever always unlocked.

Storeroom Lock
Outside lever fixed. Entrance by key only.
Inside lever always unlocked.

Hotel/Motel Lock
Outside lever fixed. Entrance by key 
only. Push-button in inside lever activates
visual occupancy indicator, allowing only
emergency masterkey to operate. Rotating
inside lever or closing door releases visual
occupancy indicator. Rotation of inside 
spanner button provides lockout feature 
by keeping indicator thrown.

This icon designates functions available with 
interchangeable core options.
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ELEVATION: DOWN HALLWAY
SCALE: 3/16" = 1'-0"

ISSUED FOR TENDER
09.23.2015

GENERAL  NOTES:

1). Do not scale  drawings .

2). General  contractor  and all subcontractors  must verify all job  
dimensions , drawings , details  and specifications  and  report  any 
discrepancies  to designers  before  proceeding  with work. Oomph  will 
not be  liable for any errors  and omissions  not  reported  by General  
Contractor .

3). All  workmanship  is to  be in accordance  with  the Ontario Building  
Code and applicable   municipal  by-laws  and fire regulations .

4).General  contractor  and all subcontractors  shall  submit  all necessary  
samples  for approval  of  finish and quality  to the designer  prior  to 
proceeding  with the work.

5). General  contractor  shall  notify the client  in writing of  any items 
requiring  amendment  to the  original contract  price. owner to give 
written approval  for all additional  work prior  to the commencement  of  
the work .
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PARTITION LAYOUT TO BE APPROVED BY
DESIGNER BEFORE PROCEEDING WITH INSTALLATION 
OF STUDS.

ALL PARTITIONS TO BE CENTERED ON CEILING
GRID UNLESS OTHERWISE DIMENSIONED, ANY
DISCREPENCIES ARE TO BE REPORTED TO THE DESIGNER
BEFORE WORK IS COMPLETE. 

AFTER THE DEMOLITION OF ALL PARTITIONS,
DOORS, AND MILLWORK CONTRACTOR SHALL MAKE GOOD
CEILING AND FLOOR.

ALL DOOR AND FRAMES ARE TO BE SITE FINISHED
UNLESS OTHERWISE NOTED.

ALL WOOD SOLIDS AND VENEERS TO BE FIRE TREATED
AS NECESSARY TO MEET BUILDING CODE REQUIREMENTS.

WOOD VENEERS TO BE FLITCH MATCHED, FREE
OF IRREGULARITIES, KNOTS, WARP AND TWIST, FINISHED
TO MATCH SAMPLE APPROVED BY THE DESIGNER.

SHOP DRAWINGS: THE GENERAL CONTRACTOR
SHALL PROVIDE SHOP DRAWINGS OF ALL MILLWORK ITEMS,
FOR APPROVAL BY DESIGNERS WHERE REQUESTED.
12 -SUPERVISION: THE GENERAL CONTRACTOR SHALL
HAVE ON THE JOB AT ALL PERTINENT TIMES DURING
WORKING HOURS A COMPETENT SUPERVISOR WHO SHALL
BE EMPOWERED TO ACT FOR THE CONTRACTOR IN THE
FAITHFUL EXECUTION OF THIS CONTRACT

MATERIALS: ALL MATERIALS ARE TO BE NEW AND
OF THE BEST QUALITY, WITH ALL WORK BEING
PERFORMED BY SKILLED TRADESMEN IN ORDER TO  
PRODUCE FIRST CLASS CONSTRUCTION.

SUBSTITUTION: NO SUBSTITUTION FOR ANY
PRODUCT OR MATERIAL WILL BE ACCEPTED UNLESS
AUTHORIZED BY THE DESIGNER IN THE FORM OF AN
ADDENDUM

CEILING TILES: THE GENERAL CONTRACTOR IS
RESPONSIBLE FOR THE REMOVAL AND STORAGE OF
PORTIONS OF THE CEILING NECESSARY TO BE OPEN
FOR WORK BY ALL SUB-TRADES AND THE
RE-INSTALLATION OF SUCH TILES AT THE COMPLETION
16 -DISCREPENCIES: THE GENERAL CONTRACTOR
SHALL CAREFULLY EXAMINE ALL DRAWINGS AND 
SPECIFICATIONS AND FULLY INFORM THEMSELVES
OF ALL EXISTING CONDITIONS PERTAINING TO THE
WORK OF THE CONTRACT. ANY ERROR, INCONSISTENCY
OR OMISSION HE MAY DISCOVER SHALL BE REPORTED
TO THE DESIGNER AND IN NO CASE SHALL HE
PROCEED WITH WORK IN UNCERTAINTY.

INSURANCE: THE GENERAL CONTRACTOR SHALL
MAINTAIN AND PAY ALL PREMIUMS OF PUBLIC LIABILITY 
AND PROPERTY DAMAGE INSURANCE IN CONNECTION
WITH THIS SPECIFIC CONTRACT IN AMOUNT SPECIFIED
BY THE BUILDING OWNER.  A CERTIFICATE OF SUCH
INSURANCE SHALL BE FILED WITH THE BUILDING OWNER
AND A COPY FILED WITH THE DESIGNER.

CLEAN UP: ALL AREAS IN WHICH WORK IS
PERFORMED SHALL BE CLEANED UP AND ALL RUBBISH
REMOVED FROM THE SITE AT THE END OF EACH DAY. 
A FINAL CLEAN IS TO BE DONE TO THE SATISFACTION
OF THE CLIENT, PRIOR TO MOVE-IN.

ENGINEERING NOTES

GENERAL CONTRACTOR TO CARRY ANY AND ALL
ENGINEERING FEES AS REQUIRED FOR PERMIT.

ELECTRICAL/MECHANICAL NOTES

MECHANICAL AND ELECTRICAL CONTRACTORS ARE
TO CROSS REFERENCE THE ARCHITECTURAL AND
ENGINEERING DRAWINGS THROUGH-OUT THE COURSE OF
THE BUILD OUT AND REPORT ANY DISCREPENCIES TO 
THE DESIGNER BEFORE PROCEEDING WITH THE AFFECTED
WORK.

EACH CONTRACTOR IS RESPONSIBLE FOR ALL 
NECESSARY CUTTING AND PATCHING REQUIRED BY
THEIR RESPECTIVE TRADES.

ALL LENSES AND DEVICES SPECIFIED BY THE
ARCHITECTURAL AND ENGINEERING DRAWINGS ARE TO 
BE SUPPLIED AND INSTALLED BY THE CONTRACTOR.

ALL POWER, VOICE, AND DATA WALL OUTLETS AND
COVER PLATED TO BE:  COLOUR:  WHITE DECORA

ALL LIGHT SWITCHES, INCLUDING DIMMER SWITCHES
TO BE: COLOUR:  WHITE DECORA

ALL FLOOR DRILLING POINTS, FOR UNDERFLOOR ACCESS
TO BE APROVED BY CLIENT PRIOR TO CUTTING.

ARCHITECTURAL GENERAL NOTES

DIMENSIONS AND SPECIFICATIONS ON
ARCHITECTURAL DRAWINGS GOVERN. THERE WILL BE
NO ALLOWANCES MADE FOR DISCREPANCIES WHICH
ARE NOT REPORTED TO THE DESIGNER PRIOR TO
PROCEEDING WITH THE WORK IN QUESTION.

THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS
AND LEVELS AND REPORT ANY DISCREPANCIES TO
DESIGN CONSULTANTS BEFORE PROCEEDING WITH WORK.

FINISHED WORK SHALL BE PLUMB, LEVEL, TRUE,
AND SQUARE WITH ADJOINING WORK. ALL CUTTING AND
FITTING TO ACCOMODATE OR FIT AROUND THE WORK OF
OTHER TRADES SHALL BE NEATLY AND ACCURATELY DONE.

GENERAL SPECIFICATIONS

ALL TRADES: 
IT IS MANDATORY THAT ARCHITECTURAL DRAWINGS BE
READ IN CONJUNCTION WITH ENGINEERS DRAWINGS! ANY
DISCREPANCIES ARE TO BE REPORTED TO THE PROJECT
DESIGNER. THERE WILL BE NO ALLOWANCES MADE IF
DISCREPANCIES ARE NOT REPORTED FIVE (5) WORKING 
DAYS PRIOR TO CONSTRUCTION START UP.

BUILDING PERMITS: THE GENERAL CONTRACTOR
IS RESPONSIBLE FOR OBTAINING THE BUILDING PERMIT.
THESE DRAWINGS SHALL NOT BE USED FOR CONSTRUCTION
UNLESS ACCOMPANIED BY ENGINEER'S DRAWINGS AND
PERMIT APPLICATION. PERMIT APPLICATION NUMBER &/OR 
PERMIT COPY MUST BE SENT TO DESIGNER BEFORE 
CONSTRUCTION STARTS.IF CONSTRUCTION STARTS BEFORE PERMIT IS 
ISSUED,CONTRACTOR/TENANT TAKES RESPONSIBILITY FOR
ALL CHANGES REQUESTED BY LOCAL OFFICIALS.PERMIT OR 
APPLICATION TO BE POSTED AT JOB SITE.

DIMENSIONS: DO NOT SCALE DRAWINGS, 
DIMENSIONS GOVERN, DISCREPENCIES ARE TO BE
REPORTED TO THE DESIGNERS BEFORE PROCEEDING WITH
THE WORK.

SCOPE OF WORK: THE GENERAL CONTRACTOR
WILL INCLUDE THE SUPPLY AND INSTALLATION OF ALL
LABOUR AND MATERIALS NECESSARY FOR THE VARIOUS
TRADES AS INTENDED AND AS REQUIRED TO MAKE
FINISHED INSTALLATIONS IN THE TRUE INTENT AND 
MEANING OF THE CONTRACT, EVEN THOUGH EACH AND
EVERY MISCELLANEOUS ITEM MAY NOT BE MENTIONED
IN THE SPECIFICATION OR SHOWN ON THE DRAWINGS.

CO-ORDINATION WITH BUILDING OWNERS:
THE CONTRACTOR SHALL INSURE THAT ALL SUB-TRADES
INTENDED TO CARRY OUT THE WORK AS SPECIFIED IN
THE DOCUMENT ARE APPROVED BY THE BUILDING OWNER.

SITE INSPECTION: THE CONTRACTOR SHALL
INVESTIGATE AND MAKE THEMSELVES FAMILIAR WITH
SITE CONDITIONS AND THE CONSTRUCTION CRITERIA
SET UP BY THE BUILDING OWNER (IF ANY), PRIOR
TO THEIR TENDERING ON THIS PROJECT. NO EXTRA WILL
BE ALLOWED DUE TO FAILURE TO MAKE THESE INVESTIGATIONS.

EXTRA WORK: NO ADDITIONAL MONEY OVER THE
CONTRACT PRICE SHALL BE PAID UNLESS THE
CONTRACTOR RECEIVES AN APPROVED CHANGE ORDER
FOR SUCH WORK.

GUARANTEE: THE GENERAL CONTRACTOR SHALL
GUARANTEE ALL WORK AND APPARATUS INSTALLED UNDER
THIS SPECIFICATION AND INCLUDED IN THESE DRAWINGS
AGAINST ALL DEFECTS OF WORKMANSHIP AND MATERIAL 
FOR A PERIOD OF ONE (1) YEAR AFTER THE ACCEPTANCE
OF SAME BY OWNER.

SAMPLES: PAINT DRAW-DOWN AND WOOD
VENEER SAMPLE IS REQUIRED AND NO WORK SHALL
PROCEED UNTIL THEY ARE APPROVED BY THE DESIGNER

SCHEDULE: IF SAMPLES ARE REQUESTED
NO WORK SHALL PROCEED AS RELATED TO THEM
UNTIL THEY ARE APPROVED BY THE DESIGNER.

PROTECTION: THE GENERAL CONTRACTOR SHALL\
PROTECT ALL FINISHED WORK FROM CONSTRUCTION.
ANY DAMAGE ARISING FROM ANY CAUSE SHALL BE
MADE GOOD BY THE GENERAL CONTRACTOR TO THE
SATISFACTION OF THE DESIGNER.

SITE MEETINGS: SITE MEETINGS SHALL BE
HELD TO RESOLVE ANY SITE CONDITIONS AND TO REPORT
ON THE STATUS OF THE PROJECT. THE NUMBER OF
SCHEDULED SITE MEETINGS DURING THE COURSE OF THIS
CONTRACT SHALL BE CALLED FOR IN THE TENDER FORM
ACCOMPANYING THESE DRAWINGS. THE GENERAL
CONTRACTOR SHALL BE RESPONSIBLE FOR RECORDING
AND DISTRIBUTING MINUTES AT THESE MEETINGS.

WORKER'S COMPENSATION: THE GENERAL
CONTRACTOR SHALL PROVIDE WORKER'S COMPENSATION
INSURANCE DURING THE PROJECT AND SHALL SUBMIT
PROOF THAT NO CLAIM CAN BE LAID AGAINST THE 
OWNER AT THE END OF THE CONSTRUCTION PERIOD.

INFORMATION: QUESTIONS REGARDING THIS
PROJECT SHALL BE DIRECTED TO:
OOMPH DESIGN INC
49 FAIRLAWN COURT
ANCASTER, ON
L9G 3S6
905 304 1144
IAN@OOMPHDESIGN.CA
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DRYWALL SEAMS, FASTENERS AND EDGES TO BE
TAPED AND SANDED, PAINTED WITH ONE PRIME COAT
AND TWO FINISH COATS WHERE REQUIRED.

DOOR STOPS ARE TO BE SUPPLIED AND INSTALLED AT
ALL DOOR LOCATIONS.

THE FOLLOWING ARE NOT INCLUDED IN CONTRACT:
A) FURNITURE AND FURNISHING
B) SIGNAGE
C) SECURITY
D) CABLING - TO BE VERIFIED WITH OWNER

INTERIOR LIGHTING
DO NOT SCALE DRAWINGS

IT IS THE CONTRACTOR'S RESPONSIBILITY TO VERIFY EXISTING 
CONSTRUCTION SITE CONDITION AND REPORT DISCREPENCIES TO BPA 
IMMEDIATELY. ALL FIXTURES AND DEVICES TO BE DELIVERED BRAND NEW, 
SEALED AND COMPLETE WITH INSTALLATION MANUALS. TURNOVER 
MANUALS TO OWNER UPON PROJECT DELIVERY. ALL FIXTURE AND DEVICE 
SUBSTITUTES ARE TO BE APPROVED BY BRYON PATTON & ASSOCIATES.

DO NOT SUBSTITUTE MATERIALS EXCEPT WITH APPROVAL OF OOMPH 
DESIGN INC

ALL MATERIALS, DEVICES, FIXTURES AND MANNER OF INSTALLATION ARE 
TO BE IN COMPLIANCE WITH THE LOCAL ELECTRICAL CODE, FIRE CODE 
SAFETY RESTRICTIONS AND THE ONTARIO BUILDING CODE.

SUBMIT 3-SETS SHOP DRAWINGS AND/OR CATALOGUE SHEETS OF ALL 
LIGHTING FIXTURES FOR OOMPH  REVIEW. SUBMIT SAMPLES OF LIGHTING 
FIXTURES AND DEVICES FOR OOMPH APPROVAL.

REFER TO ENGINEERING CONSULTANTS' DRAWINGS/DOCUMENTS FOR ALL 
ADDITIONAL INFORMATION PERTAINING TO THIS DISCIPLINE. DESIGNER TO 
SITE APPROVE ALL LOCATIONS OF LIGHT FIXTURES, SWITCHES, AIR SLOTS, 
ACCESS PANELS AND SPRINKLERS. ANY DISCREPANCIES BETWEEN 
INTERIOR DESIGN AND ENGINEERING DRAWINGS TO BE REPORTED TO THE 
CONSULTANTS IMMEDIATELY PRIOR TO PRICING AND INSTALLATION.

REFER TO ENGINEERING CONSULTANTS' DRAWINGS AND SPECIFICATIONS 
FOR SECURITY/LIFE SAFETY SYSTEM, LOCATION OF ALL NECESSARY 
DEVICES AND ALL FIXTURE SPECIFICATIONS.

FINAL LOCATIONS OF LIGHT FIXTURES ARE TO BE APPROVED BY DESIGN 
CONSULTANT PRIOR TO INSTALLATION.

WALL MOUNTED SWITCHES TO BE GANGED AND LOCATED @ 914mm O.C. 
ABOVE FINISHED FLOOR, ALIGNED WITH DOOR KNOBS; AT 150mm FROM 
EDGE OF DOOR FRAME AND/OR 150mm FROM LEADING EDGE OF DOOR IN 
OPEN POSITION. 

ALL SWITCH & POWER RECEPTACLE FACE PLATES TO BE DECORA WHITE 
UNLESS OTHERWISE NOTED.

ELECTRICAL AND LIGHTING FIXTURES AND DEVICES INDICATED IN 
THESE DRAWINGS DO NOT NECESSARILY COMPLETE THE 
REQUIREMENT OF THE BUILDING. ELECTRICAL ENGINEER TO 
PROVIDE THE ELECTRICAL DRAWINGS AND SPECIFICATIONS 
REQUIRED TO COMPLETE THE ELECTRICAL SYSTEM OF THIS 
PROJECT TO MEET THE CLIENT AND THE ELECTRICAL CODE 
REQUIREMENTS. BUILDING STANDARD LIGHTING TO BE INSTALLED 
THROUGHOUT UNLESS OTHERWISE NOTED. IT IS THE GENERAL 
CONTRACTORS RESPONSIBILITY TO ENSURE ALL MATERIALS USED 
MEET LOCAL BUILDING CODE REQUIREMENTS.

POWER AND COMMUNICATIONS

REFER TO ENGINEERS' DRAWINGS FOR ALL ADDITIONAL 
INFORMATION PERTAINING TO THESE DISCIPLINES.

REFER TO ENGINEERS' DOCUMENTS FOR LIFE SAFETY AND 
SECURITY DEVICE REQUIREMENTS.

DESIGNER TO SITE APPROVE ALL LOCATIONS OF POWER AND 
COMMUNICATIONS FIXTURES. 

WALL MOUNTED RECEPTACLES TO BE MOUNTED HORIZONTALLY AT 
305MM AFF CENTER HEIGHT UNLESS NOTED OTHERWISE.

ALL RECEPTACLES ABOVE COUNTERS TO BE MOUNTED 
HORIZONTALLY AT 11OOmm (±44") AFF. UNLESS NOTED OTHERWISE 
REFER TO DETAIL DRAWINGS PRIOR TO INSTALLATION.

ALL DIMENSIONS ARE TO CENTRE OF OUTLET OR GROUP OF 
OUTLETS.

FOR VOICE AND DATA RECEPTACLES, CONTRACTOR TO INSTALL 
CONDUIT, OUTLET BOX,  AND COVERPLATES. CABLE, JACKS AND 
FINAL CONNECTIONS BY OTHERS. REFER TO ELECTRICAL DRAWINGS.

ALL FINAL LOCATIONS OF FLOOR MOUNTED DEVICES TO BE 
DETERMINED ON SITE.

REFER TO ENGINEERS' DOCUMENTS FOR SPECIFICATIONS OF COVER 
PLATES.

ALL SWITCH PLATES AND OUTLET FACE PLATES ARE TO BE GANGED 
UNLESS NOTED OTHERWISE.

THESE INTERIOR DESIGN DRAWINGS REFLECT ONLY TO SPECIAL 
ELECTRICAL REQUIREMENTS. ELECTRICAL AND LIGHTING FIXTURES 
AND DEVICES INDICATED IN THESE DRAWINGS DO NOT NECESSARILY 
COMPLETE THE REQUIREMENT OF THE BUILDING. ELECTRICAL 
ENGINEER TO PROVIDE THE ELECTRICAL DRAWINGS AND 
SPECIFICATIONS REQUIRED TO COMPLETE THE ELECTRICAL SYSTEM 
OF THIS PROJECT TO MEET THE CLIENT AND THE ELECTRICAL CODE 
REQUIREMENTS. 

 
IT IS THE GENERAL CONTRACTORS RESPONSIBILITY TO ENSURE ALL 
MATERIALS USED MEET LOCAL BUILDING CODE REQUIREMENTS.

NOTES:

1.THIS POWER & COMMUNICATIONS PLAN INCLUDES DESIGNERS 
SUGGESTIONS, REFER ALSO TO ELECTRICAL ENGINEER'S DRAWINGS.

2.FOR SECURITY EQUIPMENT REQUIREMENTS REFER TO SECURITY 
CONSULTANT.

FLAME-SPREAD RATINGS AND FINISHES PROTECTION

FLAME SPREAD RATING:
ALL MILLWORK ITEMS, WOOD PANELING, VENEERS, WALL COVERINGS, 
SOLID WOOD BLOCKING/FRAMING, WOOD BOARD AND PLYWOOD 
SUBSTRATES TO HAVE A FLAME SPREAD RATING OF 25 ON ALL EXIT, 
CORRIDOR AND LOBBY WALLS & CEILING. REFER ALSO TO ARCHITECT'S 
SPECIFICATION FOR FIRE AND FLAME SPREAD RATINGS AND OBC 
SECTION 3.1.12 AND 3.1.13.

FIRE RATED COATINGS IN EXITS, CORRIDORS AND LOBBY:
ALL STAIN FINISHED MATERIALS TO BE APPLIED WITH 1 COAT #6 SANDING 
SEALER, 2 COATS #166 FIRE RETARDANT VARNISH AND TOP COATED WITH 
#167 LOW GLOSS FINISH. MATERIAL AVAILABLE THRU FLAME CONTROL 
COATINGS (905)619-0115.
ALL PAINT FINISHED ARCHWAYS, WOOD DOOR FRAMES, BASEBOARDS 
AND CASING MATERIALS TO BE APPLIED WITH 1 COAT #6 SANDING 
SEALER, 2 COATS #166 FIRE RETARDANT VARNISH AND TOP COATED WITH 
#167 SEMI-GLOSS FINISH. MATERIAL AVAILABLE THRU FLAME CONTROL 
COATINGS (905)619-0115.

PAINTING SPECIFICATIONS:
ALL PAINTS TO BE PROVIDED WITH BENJAMIN MOORE OR EQUAL WITH 
MAXIMUM 50 GRAMS/LITER OF V.O.C.
FLOOR PAINTING SPECIFICATIONS:
ALL PAINTS TO BE PROVIDED WITH BENJAMIN MOORE OR EQUAL WITH 
MAXIMUM 50 GRAMS/LITER OF V.O.C.
STAIN SPECIFICATIONS:
ALL WOOD STAINS TO BE PROVIDED MAXIMUM 200 GRAMS/LITER OF V.O.C.
STONE COATING:
ALL STONE MATERIALS TO BE SEALED WITH CLEAR PENETRATING SEALER 
(MIN. 2-COATS)
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INTERIOR CEILING:
ALL INTERIOR CEILINGS INDICATED IN THIS DRAWING PACKAGE ARE 
BASED ON ARCHITECTURAL PLANS AND SPECIFICATIONS. OTHER 
INTERIOR CEILINGS INDICATED IN THIS DRAWING PACKAGE BUT ARE 
NOT INDICATED IN THE ARCHITECTS PLANS ARE TO BE CONSIDERED 
PART OF THE INTERIOR DESIGN SCOPE OF WORK AND 
SPECIFICATIONS OF THESE CEILINGS ARE TO BE BASED ON THE 
ARCHITECTS CEILING ASSEMBLY SPECIFICATIONS.

 
INTERIOR DOORS:
ALL INTERIOR DOORS INDICATED UNDER INTERIOR DESIGN SCOPE OF 
WORK IN THIS DRAWING PACKAGE ARE BASED ON ARCHITECTURAL 
PLANS AND SPECIFICATIONS. REFER TO ARCHITECTURAL SCHEDULE 
OF DDORS, FRAMES AND FIRE-RATINGS. ADDITIONAL DOOR 
SPECIFICATIONS SUCH AS FINISHES, MATERIALS AND HARDWARE ARE 
INDICATED IN THE INTERIOR DESIGN SCOPE-SCHEDULE OF DOORS, 
FRAMES AND HARDWARE, SHEET ID 103.

INTERIOR DOORS W/ CASING TO ALLOW SUFFICIENT ROOM FOR 
CASING AT BOTH SIDES (100mm MIN.).

GLAZING:
ALL INTERIOR AND EXTERIOR GLAZING ARE TO BE POSITIONED ON 
CENTRE OF PARTITION, REFER TO ARCHITECTURAL DRAWINGS.

BLOCKING:
PROVIDE FIRE-RATED SOLID WOOD AND/OR 19mm FIRE-RATED 
PLYWOOD BLOCKING WITH-IN PARTITION CAVITY AS REQUIRED TO 
SUPPORT MILLWORK, DOORS, FABRIC PANELS, WOOD STRAPPING, 
FINISHING METAL-WORK, MIRRORS, OTHER WALL MOUNTED ITEMS 
SUCH AS ARTWORKS, BULLETIN BOARDS, WHITE BOARDS, 
AUDIO/VISUAL EQUIPMENTS, ETC. REFER TO PLANS AND DETAILS FOR 
LOCATION OF THESE ITEMS AND COORDINATE WITH THE AUDIO/VISUAL 
DRAWINGS AND SPECIFICATIONS.

SUBMIT 3-SETS SHOP DRAWINGS OF ALL NEW MILLWORK AND FINISH 
APPLICATIONS FOR BPA REVIEW.
SUBMIT 3-SETS DRAWDOWN SAMPLES OF ALL FINISHES TO 
CONTRACTOR'S SITE OFFICE FOR OOMPH REVIEW.

ALL RESIDENTIAL CORRIDOR CEILINGS (EXPOSED UNDER-SIDE OF FLOOR SLAB) TO BE 
FINISHED BUILDERS STANDARD TEXTURED STUCCO (TEX-1) PER ARCHITECTS 
SPECIFICATIONS. ALL SUSPENDED GYPSUM BOARD CEILINGS UNDER INTERIOR 
DESIGN SCOPE TO BE PAINTED FLAT "WHITE" PAINT (PT-1), UNLESS OTHERWISE 
NOTED.

ALL TRIM AND MILLWORK TO BE FILLED, SANDED AND PRIMED AS REQUIRED.
PAINT CEILING GRILLS/AIR SLOTS TO MATCH CEILING COLOR UNLESS OTHERWISE 
NOTED.
PAINT WALL GRILLS TO MATCH WALL COLOR UNLESS OTHERWISE NOTED.
PAINT ALL WALL AND CEILING ACCESS PANELS TO MATCH ADJACENT WALL AND 
CEILING COLOR UNLESS OTHERWISE NOTED.

SUBMIT 3- 12"X12" DRAWDOWN SAMPLES OF EACH PAINT SPECIFIED FOR DESIGN 
CONSULTANTS APPROVAL. SUBMIT SAMPLES OF WOOD DOOR, FRAME AND BASE 
FINISH ON REPRESENTATIVE WOOD.

WALL TILE TRANSITION STRIPS: TS-#
PROVIDE AND INSTALL WALL TRANSITION STRIPS (EDGE CAP) ON ALL WALL TILE 
APPLICATION EXPOSED EDGES UNLESS OTHERWISE NOTED. REFER TO FINISHES 
SCHEDULE FOR TS-# SPECIFICATIONS.

GENERAL NOTES

INTERIOR DESIGN SCOPE OF WORK:

ALL AMENITY SPACES, PUBLIC ELEVATOR LOBBIES AND PUBLIC CORRIDORS LEADING 
TO ANY AMENITY SPACE, ALL RESIDENTIAL CORRIDORS INCLUDING SERVICE STAIRS 
AND GARBAGE CHUTE ROOMS, ALL RESIDENTIAL ELEVATOR CAB INTERIORS.
DO NOT SCALE DRAWINGS. ALL DIMENSIONS ARE GIVEN IN METRIC MEASURE. ALL 
DRAWINGS, DETAILS ANS SPECIFICATIONS ARE TO BE READ IN CONJUNCTION WITH 
ALL BASE BUILDING, ARCHITECTURAL AND ENGINEERING DRAWINGS AND 
SPECIFICATIONS.

ANY DISCREPANCIES BETWEEN OOMPH, ARCHITECTURAL AND ENGINEERING 
DRAWINGS TO BE REPORTED TO THE CONCERNED CONSULTANTS IMMEDIATELY.

ALL FINISHES INDICATED IN THIS DRAWING PACKAGE ARE MATERIAL AND COLOURS 
SELECTIONS ONLY. REFER TO ARCHITECTS' SPECIFICATIONS FOR GENERAL 
CONDITIONS, TECHNICAL SPECIFICATIONS, APPLICATIONS AND MANNER OF 
CONSTRUCTION.

ALL MATERIAL SUBSTITUTES ARE TO BE APPROVED BY OOMPH IN WRITING PRIOR TO 
IMPLEMENTATION. 

INTERIOR PARTITION:
ALL INTERIOR PARTITIONS INDICATED IN THIS DRAWING PACKAGE ARE BASED ON 
ARCHITECTURAL PLANS AND SPECIFICATIONS. OTHER INTERIOR PARTITIONS 
INDICATED IN THIS DRAWING PACKAGE BUT ARE NOT INDICATED IN THE ARCHITECTS 
PLANS ARE TO BE CONSIDERED PART OF THE INTERIOR DESIGN SCOPE OF WORK AND 
SPECIFICATIONS OF THESE PARTITIONS ARE TO BE BASED ON THE ARCHITECTS 
PARTITION ASSEMBLY SPECIFICATIONS.

CARPET FLOOR:
ALL CARPET FLOORS IN AMENITY AREAS TO BE PROVIDED AND 
INSTALLED WITH 1/4" THICK "DURACUSHION" OR APPROVED 
EQUAL UNDERPADS USING STRETCH INSTALLATION.
ALL CARPET FLOOR IN PUBLIC CORRIDORS TO BE DIRECT 
GLUE-DOWN INSTALLATION. PROVIDE AND APPLY CARPET 
ADHESIVE WITH 50 GRAMS/LITER VOC LIMIT.

NOTE: REFER ALSO TO ARCHITECTS FIRE PROTECTION AND 
FLAME SPREAD RATING SPECIFICATIONS & GUIDELINES.

WALL AND MISCELLANEOUS FINISHES

REFER TO ALL DRAWINGS, DETAILS AND SPECIFICATIONS. 
REFER TO SCHEDULE AND SPECIFICATIONS SHEET FOR 
FINISHES SPECIFICATIONS.

ALL FINISHES INDICATED IN THE WALL FINISHES PLANS AND 
DETAILS ARE MATERIAL AND COLOURS SELECTIONS ONLY. 
REFER TO ARCHITECTS' SPECIFICATIONS FOR GENERAL 
CONDITIONS, TECHNICAL SPECIFICATIONS, APPLICATIONS AND 
MANNER OF CONSTRUCTION. WALL AND MISCELLEANEOUS 
FINISHES AREA COVERAGE ARE TO BE READ IN CONJUNCTION 
AND COORDINATED WITH ARCHITECTURAL DRAWINGS 
INCLUDING CLIENT APPROVED NOTICE OF CHANGES. WHEN ONE 
WALL FINISH IS INDICATED WITH-IN ENCLOSED AREA, THIS 
FINISH MUST BE APPLIED TO ALL WALLS, INCLUDING VERTICAL 
BULKHEADS, PERIMETER WALLS AND COLUMNS, UNLESS NOTED 
OTHERWISE.

SEE REFLECTED CEILING PLAN FOR CEILING HEIGHT IN EACH 
AREA, COORDINATE WITH ARCHITECTURAL DRAWINGS AND 
CEILING HEIGHT REQUIREMENT.

UNLESS NOTED OTHERWISE ON DRAWINGS OR DETAILS, ALL 
REVEALS TO RECEIVE PAINT TO MATCH ADJACENT WALL 
FINISH... TURN WALL COVERINGS INTO REVEALS UNLESS NOTED 
OTHERWISE.

REFER TO DOOR/FRAME SCHEDULE FOR FINISH OF DOORS, 
DOOR AND GLAZING FRAMES UNLESS OTHERWISE SPECIFIED.

PAINTING:
CONTRACTOR'S RESPONSIBILITY TO CHECK PAPER AND PAINTS 
AGAINST SAMPLES PROVIDED AND REPORT DISCREPENCIES TO 
OOMPH IMMEDIATELY.
ALL PAINTS TO BE DURABLE AND WASHABLE. 

ALL AMENITY WALLS TO BE PAINTED WITH LATEX "EGGSHELL" 
FINISH UNLESS OTHERWISE NOTED.

ALL PAINT FINISH RESIDENTIAL CORRIDORS, ELEVATOR 
LOBBIES, WASHROOMS, KITCHENS AND POOLS TO BE LATEX 
'SATIN' FINISH UNLESS OTHERWISE NOTED. INTERIOR OF 
CLOSETS FOR PAINT FINISH TO MATCH ADJACENT WALL UNLESS 
NOTED OTHERWISE.
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FURNITURE

ALL DELIVERIES/INSTALLATION OF FURNITURE TO COMPLY WITH BASE BUILDING 
REGULATIONS, INCLUDING DISPOSAL OF WASTE.

FURNITURE SUPPLIER:
TO COORDINATE WITH MECHANICAL AND ELECTRICAL DRAWINGS & REPORT ANY 
PROBLEM CONDITIONS TO DESIGN CONSULTANT PRIOR TO INSTALLATION; TO 
PROVIDE 3 COPIES OF MAINTENANCE MANUAL, CUT SHEETS AND LIST OF FINISHES 
FOR ALL PRODUCTS TO OWNER; TO PROVIDE/COORDINATE DEFICIENCY 
INSPECTION UPON COMPLETED INSTALLATION AND DISTRIBUTE DEFICIENCY 
REPORT TO CONSULTANT/OWNER PRIOR TO CLIENT MOVE-IN.

FURNITURE INSTALLER:
TO BE RESPONSIBLE FOR VERIFYING CRITICAL DIMENSIONS ON SITE PRIOR TO 
DELIVERY; TO ENSURE ALL SURFACES ARE WIPED CLEAN AND SITE IS FREE OF ALL 
WASTE MATERIAL UPON COMPLETION; TO MAINTAIN A CLEARANCE OF 12" BETWEEN 
BASE BUILDING ELEMENTS (i.e. PERIMETER CONVECTORS) AND FURNITURE UNLESS 
OTHERWISE INDICATED; TO COORDINATE WITH BASE BUILDING REQUIREMENTS.

NO SUBSTITUTIONS OF PRODUCT WILL BE ACCEPTED WITHOUT PRIOR APPROVAL 
FROM DESIGN CONSULTANT.

KEYING OF LOCKABLE COMPONENTS SUCH AS PEDESTALS, FILE CABINETS TO BE 
COORDINATED WITH OWNER.

 

IT IS THE GENERAL CONTRACTORS RESPONSIBILITY TO ENSURE ALL 
MATERIALS USED MEET LOCAL BUILDING CODE REQUIREMENTS.
ALL FINISHES INDICATED IN THE WALL AND REFLECTED CEILING PLANS 
ARE MATERIAL AND COLOURS SELECTIONS ONLY. REFER TO 
ARCHITECTS' SPECIFICATIONS FOR GENERAL CONDITIONS, TECHNICAL 
SPECIFICATIONS, APPLICATIONS AND MANNER OF CONSTRUCTION. 

GENERAL CONTRACTOR TO PROVIDE AND INSTALL ALL WALL FINISHES 
SPECIFIED, UNLESS OTHERWISE INDICATED.

FLOOR FINISHES

REFER TO ALL DRAWINGS, DETAILS AND SPECIFICATIONS. 

REFER TO FINISHES SCHEDULE FOR MATERIAL SPECIFICATIONS.

ALL FINISHES INDICATED IN THE FLOOR FINISHES PLANS ARE 
MATERIAL AND COLOURS SELECTIONS ONLY. REFER TO ARCHITECTS' 
SPECIFICATIONS FOR GENERAL CONDITIONS, TECHNICAL 
SPECIFICATIONS, APPLICATIONS AND MANNER OF CONSTRUCTION.

FLOOR FINISHES AREA COVERAGE IS TO BE READ AS NOTED IN THE 
INTERIOR DESIGN SCOPE OF WORK AND TO BE READ IN CONJUNCTION 
AND COORDINATED WITH ARCHITECTURAL DRAWINGS INCLUDING 
CLIENT APPROVED NOTICE OF CHANGES.

FLOOR FINISH TRANSITION STRIPS: TS-#
PROVIDE AND INSTALL FLOOR TRANSITION STRIPS ON ALL FLOOR 
FINISH TRANSITIONS. PROVIDE AND INSTALL DOOR THRESHOLDS ON 
ALL SUITE ENTRY DOORS TO ALIGN WITH DOOR FRAMES. REFER TO 
FLOOR FINISHES PLANS FOR SPECIFICATIONS.

CHALK OUT LAYOUT OF ANY FLOOR PATTERN AS INDICATED ON 
DRAWINGS FOR DESIGN CONSULTANT'S APPROVAL PRIOR TO 
INSTALLATION.

ALL ADJACENT FLOOR FINISHES TO BE FLUSHED WHERE POSSIBLE, 
MAX. ALLOWABLE FLOOR HEIGHT TRANSITION: 12MM AS PER 
ARCHITECTURAL SPECIFICATIONS AND OBC.

CHANGES IN FLOOR FINISH TO OCCUR UNDER CENTERLINE OF DOOR 
UNLESS NOTED OTHERWISE. 

MILLWORK

ALL DIMENSIONS ARE GIVEN IN METRIC MEASURE. ALL MILLWORK 
LAYOUT ARE TO BE CHALKED ON SITE AND APPROVED BY DESIGN 
CONSULTANT PRIOR TO FABRICATION/CONSTRUCTION. UNLESS 
OTHERWISE INDICATED.

WHERE ARTWORK AND SIMILLAR BOARDS ARE INDICATED ON 
FURNITURE PLAN, PROVIDE BLOCKING FROM 1200MM AFF TO 2100MM 
AFF X SUITABLE LENGTH. REFER TO SPECIFICATIONS AND FINISHES 
SCHEDULE. PROVIDE SUITABLE FIRE-RATED WOOD BLOCKING WITHIN 
PARTITION CAVITY WHERE MILLWORK, HANDRAILS AND OTHER 
WOODWORK ARE REQUIRED. REFER TO PLAN AND DETAILS FOR 
LOCATION. REFER TO DETAILS AND SPECIFICATIONS FOR BLOCKING 
REQUIREMENTS FOR ADDITIONAL ITEMS NOT INDICATED ON PLANS.

CASEWORK MATERIAL: FIRE-RATED 19MM PARTICLE BOARD UNLESS 
OTHERWISE NOTED. COUNTERTOP SUBSTRATE TO BE FIRE-RATED 
19MM WATER-RESISTANT PLYWOOD UNLESS OTHERWISE NOTED. 
EDGE NOSING SUBSTRATE TO BE FIRE-RATED SOLID WOOD. PROVIDE 
FIRE-RATED WOOD BLOCKING WITHIN PARTITION CAVITY TO SECURE 
MILLWORK ATTACHMENT. REFER TO MILLWORK DETAILS FOR OTHER 
MILLWORK SPECIFICATIONS.

REFER ALSO TO DETAILS FOR OTHER HARDWARE SPECIFICATIONS. 

3/4 EXTENSION SIDE MOUNTED GLIDES BALL BEARING 3/4 EXTENSION 
GLIDES, ACCURIDE 2132, MILLWORKER TO SELECT APPROPRIATE 
LENGTH
FULL EXTENSION SIDE MOUNTED GLIDES, BALL BEARIUNGS WITH HOLD 
IN DETENT, ACCURRIDE 2632,MILLWORKER TO SELECT APPROPRIATE 
LENGTHS , HAEFELE 1 800 437 7477

MILLWORKER TO SITE VERIFY ALL SITE CONDITITONS AND  ADJUST 
DRAWINGS AS REQUIRED, TO ALERT GENRAL CONTRACTOR AND 
DESIGNER 
IF SITE CONDITIONS PROVIDE DISCREANCIES WITH DRAWINGS

PROVIDE SHOP DRAWINGS IF REQUESTED

FINISHING HARDWARE

ALL AMENITIES AND RESIDENTIAL DOOR HARDWARE: 
REFER TO HARDWARE CONSULTANTS SCHEDULE.

ALL SERVICE DOOR HARDWARE BY ARCHITECT AND HARDWARE 
CONSULTANT.

ALL MILLWORK HARDWARE: 
AVAILABLE THRU RICHELIEU AND HAFELE UNLESS OTHERWISE NOTED 
IN DETAILS. CAT. SHEETS AND SAMPLES TO BE SUBMITTED BY 
MILLWORK TRADE TO BPA FOR REVIEW PRIOR TO INSTALLATION.

REFER TO DETAILS FOR OTHER HARDWARE SPECIFICATIONS.  
REFER ALSO TO DETAILS FOR OTHER HARDWARE SPECIFICATIONS.  
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