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PLAN: UNDERNEATH UPPER CABINETRY
SCALE: 3/4" = 1'-0"
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UPPER CABINETRY

GENERAL NOTES:

1). Do not scale drawings.

2). General contractor and all subcontractors must verify all job 
dimensions, drawings, details and specifications and  report any 
discrepancies to designers before proceeding with work. Oomph will 
not be liable for any errors and omissions not reported by General 
Contractor.

3). All workmanship is to be in accordance with the Ontario Building 
Code and applicable  municipal by-laws and fire regulations.

4).General contractor and all subcontractors shall submit all necessary 
samples for approval of finish and quality to the designer prior to 
proceeding with the work.

5). General contractor shall notify the client in writing of any items 
requiring amendment to the original contract price. owner to give 
written approval for all additional work prior to the commencement of 
the work.
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DETAIL: VINYL BASEBOARD
SCALE: 1:1

VINYL  BASEBOARD
-GLUED TO WALL
-SEE SPECIFICATIONS 
FOR COLOUR

B-1
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D12

ELEVATION: CORNER ANGLE
SCALE: 1:1

1/2" X 1/2"  ANODIZED ALUMINIUM  ANGLE
FROM ABOVE BASEBOARD TO CEILING
-SILICONED IN PLACE

WALL

WALL

D12
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1/
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DETAIL: RECESSED LED
SCALE: 1:1

ENSURE LED IS FLUSH WITH U/S OF UPPER 
-MILLWORKER TO PLACE LED IN SHOP
-GET LED STRIP FROM ELECTRICIAN

SEE FOR LAYOUT IN
CABINETRY
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DETAIL: PEFORATED METAL IN DOOR
SCALE: 1:1
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PERFORATED METAL PANEL
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D12
DETAIL: PERFORATED METAL 
SCALE: 1:1

ALUMINUM PERFORATED METAL
-.093" Ø ROUND
-.156" STAGGERED CENTRES



GENERAL NOTES:

1). Do not scale drawings.

2). General contractor and all subcontractors must verify all job 
dimensions, drawings, details and specifications and  report any 
discrepancies to designers before proceeding with work. Oomph will 
not be liable for any errors and omissions not reported by General 
Contractor.

3). All workmanship is to be in accordance with the Ontario Building 
Code and applicable  municipal by-laws and fire regulations.

4).General contractor and all subcontractors shall submit all necessary 
samples for approval of finish and quality to the designer prior to 
proceeding with the work.

5). General contractor shall notify the client in writing of any items 
requiring amendment to the original contract price. owner to give 
written approval for all additional work prior to the commencement of 
the work.
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H-24
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D12.1
DETAIL: SCHLUTER EDGE AT TILED EDGE
SCALE: 1:1

WALL 

SCHLUTER

WALL TILE - SEE
DETAIL DRAWING
FOR FINISHES

H-13
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D12.1

DETAIL: CABLE TRAY EXTRUSION
SCALE: 1:2

3

D12.1

INFO: CABLE TRAY EXTRUSION
SCALE: N/A

CABLE TRAY

H-282MM PVC EDGE
TO MATCH 
WORK SURFACE

1 
1/2

"
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D12.1

DETAIL: P LAM COUNTER EDGE
SCALE: 1:2

P LAM TOP

3/4"

45.06°

1"
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D12.1

DETAIL: 1" FINGERPULL REVEAL
SCALE: 1:2

DOOR FACE




