I LIGHTING
ITEM APPLICATION  |SPECIFICATION DATE | REV'D|CONTACT
POT LIGHT THROUGHOUT [MFR: CONTRAST LIGHTING, ECOL3A, 3 1/2” ECO 06.29.2015 CAMPANDO
SERIES, ADJUSTABLE TRIM, 2,700 K LED LIGHT, 10 W, Tony Lo
54”-61” WIDE FLOOD, 10W: 573 LUMENS, 57 IM/W 416 319 8878
lopes-lo@sympatico.ca
FIXTURE A OPEN TO ALTERNATE LED SPECIFICATION , TO
MATCH
PENDANT AT RECEPTION |MFR: MOOOI, “LONG LIGHT”, COL: WHITE, E27 X 2, 06.29.2015 416 362 3434 , www.klausn.com
PLASTIC WHITE CANOPY SHADE, 16.9” H X 41.3" W X
18.9' D
2 X 2 LIGHT THROUGHOUT [MFR: COOPER LIGHTING - METALUX. #22EN-LDI-34- | 06.29.2015 WWW.COOPERLIGHTING.COM
UNV-L840-CDI-U, 3466 DELIVERED LUMENS, 34.8 W,
100 EFFICACY, G - GRID/ LAY IN STANDARD, F -
DRYWALL FRAME KIT, EXPOSED GRID TYPE G
FIXTURE C OPEN TO 2' X 2' FLUORESCENT TROFFER, 08.05.2015
INDIRECT , MUST MEET ASHRAE REQUIREMENTS,
TO BE VERIFIED BY CONTRACTOR & ELECTRICAL
ENGINEER
WALL SCONCE WASHROOM MFR: HEMERA, KORUS WALL SCONCE, #31 06.29.2015 MILLE LEUCE 4106 363 5530,
POLISHED NICKEL FINISH, MB - 1 X 60W 120 V TYPE info@millelucedesigns.com
A-19 INCANDESCENT E26 MEDIUM BASE, #AC WHITE
SATIN FINISH ACRYLIC, MUST SPECIFY 120
MULTI AIM 3 HEAD RECEPTION/ MFR: CONTRAST LIGHTING, #NWMA3LED MULTI AIM | 06.29.2015 CAMPANO
LIGHT WAITING RECESSED LIGHTING Tony Lo
416 319 8878
lopes-lo@sympatico.ca
LED RIBBON LIGHT AT MILLWORK  |MFR: HAFELE, LOOX LED 2015 LED RIBBON LIGHT, [ 06.29.2015 PETER GRIMM, 800 423-3531x 4919 ,
WITH LENS #3200 WARM WHITE, 2412 LUMEN, 67 LUMEN PER PETER.GRIMM@HAFELE.CA
WATT, 67 CRI, ITEM #833.73.400, DRIVER
CONNECTION CABLE, #833.74.718, RECESSED
INSTALLATION, #833.72.705, END CAP #833.72.709,
DRIVER 165 MM (6 1/2”) LENGTH, 500 MM (2”) WIDE,
28 MM (1/8”) H. 2.4-30 WATTAGE. #833.74.901.
LED RIBBON LIGHT -  [AT MILLWORK  |MFR: HAFELE, LOOX LED 2015 LED RIBBON LIGHT, [ 06.29.2015 PETER GRIMM, 800 423-3531x 4919 ,

NO LENS

#3200 WARM WHITE, 2412 LUMEN, 67 LUMEN PER
WATT, 67 CRI, ITEM #833.73.400, DRIVER
CONNECTION CABLE, #833.74.718, DRIVER 165 MM
(6 1/2’) LENGTH, 500 MM (2”) WIDE, 28 MM (1/8”) H, 2.4
30 WATTAGE, #833.74.901.

PETER.GRIMM@HAFELE.CA




LIGHTING

CONTRACTOR TO ORDER PLUMBING FIXTURES AS
SOON AS CONTRACT IS AWARDED TO ENSURE
DELIVERY, ANY DISCREPANCIES VERIFY WITH
DESIGNER BEFORE PROCEEDING, CONTRACTOR
TO PROVIDE ALL ACCESSORIES [ TRAPS,
CONNECTIONS, ETC ] AS REQUIRED FOR ALL
PLUMBING

CEILING TILE

TYPE A

24" x 24" TILE

CEILING

MFR.ARMSTRONG " DUNE" SQUARE LAY IN 15/16 IN,
#1772, 24 X 24 X 5/8, WHITE, EDGE DETAIL: SQUARE
LAY-IN, TEXTURE: FINE, FIRE RESISTANCE: CLASS A
(UL), SAG RESISTANCE: HUMIGUARD
PLUSSUBSTRATE: MINERAL FIBER, NRC: 0.50, CAC:
3, LIGHT REFLECTANCE: 0.83 NOTE: CEILING TILE
SPECIFICATIONTO BE VERIFIED

07.27..2015






