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Swivel Chair Mounting Instructions 

 
Instructions for Mounting/Replacing Swivel Mechanisms on Chairs.   
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SS Coat Hook Installation Instructions 
 
Instructions for Installing SS Coat Hooks to Wall.   
 
Components Supplied:     
 
1-3/8” Dia Stainless Steel Knob 
25/32” Dia Threaded Base 
#8 x 1-1/2” Self-Drilling Wood Screw 
No. 8-10 Drywall Anchor 
 
 
*Note:  The application may vary depending on the wall type. 

It is the General Contractors responsibility to use the appropriate anchoring system 
based on the wall construction. 

 
Install Instructions: 
 

1) Standard installation steps for the SS Coat Hook to be mounted on the wall.  
 

 Determine the position on the wall of the coat hook per the plans. 
 Mark the location the coat hook is to be mounted. 
 Determine if a pilot hole is required for an anchor.  If so, drill a pilot hole 

per the marked location.  See note above for anchor information. 
 Insert the appropriate anchor into the pilot hole. 
 Position the threaded base to the anchor and secure to the wall with the 

wood screw. 
 Complete the installation by threading the stainless steel knob onto the 

threaded base and hand tighten. 
 
 
 
 
 







 

CARE & HANDLING 

For more information, visit www.lumicor.com or call 1.888.LUMICOR   p.1 of 1 
November 2011 | Care & Handling| ©2010 Lumicor, Inc. All rights reserved. 

PLEASE CAREFULLY INSPECT ALL LUMICOR SHEETS PRIOR TO CUTTING, DRILLING OR FABRICATING. 
CONTACT LUMICOR AT 1-888-LUMICOR IMMEDIATELY REGARDING ANY DAMAGE OR DEFECT. 
FAILURE TO DO SO MAY JEOPARDIZE YOUR RIGHTS TO WARRANTY REPLACEMENT AND/OR 
REIMBURSEMENT FOR SHIPPING DAMAGE. 
Lumicor panels are hand crafted using natural materials and are intended for interior use only. The color of 
encapsulated materials will vary from sheet to sheet and may change color over time. 

Liquids and Moisture 

The materials encapsulated in Lumicor may wick moisture from the edge of the sheet. If 
Lumicor products will be installed in a moist environment, the edges must be sealed to 
prevent wicking. See Lumicor Fabrication Guide at www.lumicor.com/techinfo.  

Cleaning 

Use warm water, mild soap and a soft sponge or cloth to clean Lumicor.  Any acrylic 
cleaner may also be used. Do not use alcohol, glass cleaners, acetone, lacquer thinner, 
solvents or abrasive compounds. Do not use squeegees, scrapers or synthetic rags that 
may scratch the panels.   

 

Handling and Fabrication 

Lumicor products ship with a protective masking that should not be removed until fabrication is complete. 
Most Lumicor products can be fabricated using standard woodworking tools. See fabrication guide at 
www.lumicor.com/techinfo. Some Lumicor products incorporate glass, metal, or shells that can be 
fabricated using stone or glass fabrication equipment such as water-cooled stone saws and grinders. 

 
ALWAYS store Lumicor panels on a flat, even surface supported fully across the entire sheet. 
ALWAYS confirm the correct Lumicor sheet orientation (front/back and top/bottom) before fabricating. 
ALWAYS firmly support the Lumicor sheet and cutting tool to avoid chattering and chipping. 
ALWAYS use a continuous flow of air at the cutting tool to dissipate heat during cutting. 
ALWAYS use vinyl or nylon grommets and washers with through-bolt fasteners and adequate expansion 
gaps. See Lumicor Fabrication Guide at www.lumicor.com/techinfo. 
 
NEVER store Lumicor panels in direct sunlight or moisture or in extreme temperatures above 100° F ( 37° C). 
NEVER expose unsealed edges to moisture. Some core materials will wick moisture. 
NEVER expose Lumicor material to solvents or solvent vapors. 
NEVER over-tighten through-bolt fasteners. This may cause Lumicor products to crack. 

DISCLAMER: We believe this information to be reliable and offer the information in good faith without 
guarantee, as conditions and methods of use are beyond our control. We recommend prospective buyers 
perform their own testing to determine product suitability for all purposes before adopting Lumicor on a 
commercial scale. In no case is Lumicor liable for direct, consequential, economic or other damages. 
Lumicor disclaims all other warranties, expressed or implied, including the warranty of merchantability and 
fitness for a particular purpose. 

GLASS
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Happy Meal Display Installation Instructions 
 
 
 
 
Instructions for assembling and installing the Happy Meal Display.  
 
Components:        Hardware: 
                                      
1) Cabinet Box w/Door    (6) 2” Wood Screws 
2) Aluminum U-Channel    (6) Black Snap Caps 
3) Vertical Removable Trim    (4) #6 x ¾” Pan head Wood Screws 
4) Glass Panel – Display    (4) Shelf Pins 
5) Glass Door Panel (2x)     (6) ¾” Wood Screws 
6) Glass Shelf 
 
*Aluminum U-Channel supplied in lengths that must be cut to size. 
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Wall Opening: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
                Wall Rough Opening  
 
 
 
 
*NOTE:  Opening must be square, level and plumb. 
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Assembly Instructions: (Note-Dry fit all trim and panels with tape before final installation) 
 
1)  Install cabinet into wall opening. 

Position the cabinet into the opening and center with approximately 1/8” gap all around. 
 Shim, level and plum as needed. 
 Secure cabinet to wall with (6) 2” wood screws in pre-drilled holes. 

Use black snap caps to cover heads of screws. 
Remove and replace ½” hinge screws with ¾” hinge screws (6x) 2 per hinge. 

 
 
           
 
 
 
 
 
 
 
 
 
 
 
 
 
 
2)  Install vertical U-Channel trim to wall.  
 Measure from ceiling to base tile and cut U-Channel to length. 
 Align U-Channel to outside edge of hinge side of cabinet and secure with adhesive. 
            Note:  The U-Channel should be upright and overlap the cabinet enough to                     
            completely cover the gap. 
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3)  Install Horizontal U-Channel trim to wall. 
Measure from the vertical U-channel to the vertical U-channel and cut (3x) pieces of U-
channel for the horizontal trim. 
Attach trim to wall with adhesive.  Cover gap between cabinet and wall. 

  
 
 
 
         
 
 
       
 
 
 
       
 
 
 
 
 
 
 
4) Install Display Trim. 
 Measure and cut the display trim to fit between the horizontal trim. 
 Use the (4) #6x3/4” screws to attach the display trim to the cabinet edge. 

Measure and cut the horizontal display trim to fit between the vertical display trim and 
the wall edge. 
Attach the trim to the wall with adhesive.  The small side display trim should be position 
on its side to allow the display glass to be installed next. 
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5)  Install glass for display panel. 
 Remove the display trim by removing the (4) screws. 
  Slide glass into display area and replace the display trim. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
6)  Install glass for doors and glass shelf. 
 Open door and remove top strip of inside trim. 
 Slide glass into opening and re-install the trim. 
 Repeat above for the lower door opening. 
 Install glass shelf at height desired with (4) shelf pins. 
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