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SUPPLEMENTAL INFORMATION    SI-02 
 
Date: November 24, 2015. 
Project: Carbone Restaurant 
Address: Unit 8 - 680 St. Anne's Road, Wpg, MB 
 
Design Consultant: Rocke Design, Unit C - 600 Clifton Street, p. 284.7900. 
                      
The following is a list of changes and instructions to supplement the scope of work for Carbone 
Restaurant as outlined in the Construction Drawing Package dated, November 12, 2015. 
 
 
Refer to Drawing A2.2 – Flooring & Finishes Plan 
Refer to Tile specs:  
1.0 T1 to have 4” tile wall base c/w Schluter top trim. 
2.0 Change T2 coved tile base to standard 4” T2 tile base c/w Schluter top trim. 
3.0 Add to specs: Schluter top trim - Jolly, Anodized Aluminum, Brushed Graphite. 
4.0 Provide grout cove joint throughout restaurant. 
 
Refer to Interior Elevations  
5.0 Correct all notes for tile wall base to read 4” tile wall base, instead of 6”.  
6.0 Contractor to confirm on site that the 4” tile base height fits under the existing windows. 
 
Refer to Drawing A3.1 - Interior Elevations  
7.0 Refer to Elevation 3 – Wine Storage Above - remove the glass surround, doors c/w 

hardware from scope of work. Rod mount bottle storage to remain. 
 
Refer to Drawing A3.2 - Interior Elevations  
8.0 Refer to Elevation 5, 6, & 7 – textured glass panes –to be GL.T-1. Refer to glass specs for 

details. 
 
Refer to Drawing A3.4 - Interior Elevations  
9.0 Refer to Elevation 13 – Box Beams – change 2x4 metal stud & drywall to be MDF boxes 

c/w metallic paint finish. 
10.0 Refer to Elevation 13 – textured glass panes – the four bottom panes to be GL.T.1 and the 

top pane over the opening to be GL.T.2. Refer to glass specs for details. 
 
Refer to Drawing A5.0 – Product Specifications  
11.0 Add Glass Specification:          

 GL.T-1:  MPD GLASS, TEXTURED GLASS - RAIN , 5MM, TEMPERED.   
 GL.T-2:  MPD GLASS, TEXTURED GLASS – MASTER LIGNE , 6MM, TEMPERED. 
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